&D. Single-row radial ball bearings

Stainless Steel ball bearings

Definition and capabilities

This bearing family combines high corrosion resistance and a load capacity which matches
that of standard steel bearings: it is the ideal solution for machines operated in corrosive
environments such as:

e Farming industry, pharmaceutical and chemical sector
e Others, such as paper mills, engines, pumps, naval application, etc.

Series




Variations

All SNR single-row ball bearings made of stainless steel display the prefix S (referring to the

steel used) and the suffix 2RS (indicative of standard, dual seal version).

There are two variations for these series, depending on whether the bearings are lubricated

with standard grease or with a food-compatible grease (suffix D136).

Suffixes
2RS Two-side sealing
D136 Food grade grease




D> Single-row radial ball bearings

Stainless Steel ball bearings (continued)

- B r1

References
10 S6000 2RS  S6000 2RSD136 26 8 18000 4.55 1.96
56200 2RS  S6200 2RSD136 30 9 15000 5.10 2.39
S6300 2RS  S6300 2RSD136 35 1 13000 8.10 3.45
12 S6001 2RS  S6001 2RSD136 28 8 16000 5.10 2.39
56201 2RS  S6201 2RSD136 32 10 14000 6.10 2.80
56301 2RS  S6301 2RSD136 37 12 12000 9.70 4.20
15 56002 2RS  S6002 2RSD136 32 9 14000 5.60 2.85
56202 2RS  S6202 2RSD136 35 1 12000 7.60 3.70
56302 2RS  S6302 2RSD136 42 13 10000 11.40 5.40
17 S6003 2RS  S6003 2RSD136 35 10 12000 6.00 3.25
S6203 2RS  S6203 2RSD136 40 12 11000 9.60 4.80
S6303 2RS  S6303 2RSD136 47 14 9300 13.60 6.60
20 S6004 2RS  S6004 2RSD136 42 12 10000 9.40 5.10
56204 2RS 56204 2RSD136 47 14 9200 12.80 6.70
56304 2RS  S6304 2RSD136 52 15 8600 15.90 7.90
25 S6005 2RS  S6005 2RSD136 47 12 9200 10.10 5.90
56205 2RS  S6205 2RSD136 52 15 8200 14.00 7.90
56305 2RS  S6305 2RSD136 62 17 6900 20.60 11.20
30 S6006 2RS  S6006 2RSD136 55 13 7800 13.20 8.30
56206 2RS  S6206 2RSD136 62 16 6800 19.50 11.30
35 S6007 2RS  S6007 2RSD136 62 14 6800 16.00 10.30
56207 2RS 56207 2RSD136 72 17 5800 25.50 15.40
40 S6008 2RS  S6008 2RSD136 68 15 6100 16.80 11.50
56208 2RS  S6208 2RSD136 80 18 5300 29.00 17.90

*These are the speed limits according to the SNR concept (see pages 85 to 87).



Characteristics

B Stainless steel ball bearings

References
S6000 2RS  S6000 2RSD136 12.0 24.0 0.3 0.019
S6200 2RS  S6200 2RSD136 14.0 26.0 0.6 0.032
S6300 2RS  S6300 2RSD136 14.0 31.0 0.6 0.053
S6001 2RS  S6001 2RSD136 14.0 26.0 0.3 0.022
S6201 2RS  S6201 2RSD136 16.0 28.0 0.6 0.032
S6301 2RS  S6301 2RSD136 17.9 31.5 1 0.060
S6002 2RS  S6002 2RSD136 17.0 30.0 0.3 0.030
S6202 2RS  S6202 2RSD136 19.0 31.2 0.6 0.045
S6302 2RS  S6302 2RSD136 21.0 36.3 1 0.082
S6003 2RS  S6003 2RSD136 19.0 33.0 0.3 0.039
S6203 2RS  S6203 2RSD136 21.0 36.0 0.6 0.065
S6303 2RS  S6303 2RSD136 23.0 41.0 1 0.115
S6004 2RS  S6004 2RSD136 24.0 38.0 0.6 0.069
S6204 2RS  S6204 2RSD136 26.0 41.3 1 0.106
S6304 2RS  S6304 2RSD136 27.0 45.0 1.1 0.144
S6005 2RS  S6005 2RSD136 29.0 43.0 0.6 0.080
S6205 2RS  S6205 2RSD136 31.0 46.5 1 0.128
S6305 2RS  S6305 2RSD136 32.0 55.0 1.1 0.232
S6006 2RS  S6006 2RSD136 35.0 50.0 1 0.116
S6206 2RS  S6206 2RSD136 36.0 56.0 1 0.199
S6007 2RS  S6007 2RSD136 40.0 57.0 1 0.155
S6207 2RS  S6207 2RSD136 42.0 65.0 1.1 0.275
S6008 2RS  S6008 2RSD136 45,0 63.0 1 0.191
S6208 2RS  S6208 2RSD136 47.0 73.0 1.1 0.366




