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GROW STRONGER WITH TIMKEN

Every day, people around the world count on the strength
of Timken. Our expertise in metallurgy, friction management
and mechanical power transmission helps them accelerate

improvements in productivity and uptime.

We supply products and services that can help keep your
operations moving forward, whether you need drive train
kits for commercial vehicles, durable housings for bearings
in dirty environments, couplings that avoid metal-to-metal
contact between motors and gearboxes, repair services for
bearings and gearboxes, roller chain for dry, abrasive and
high-moisture applications or other products or services for

your applications.

When you choose Timken, you receive more than high-quality
products and services: you gain a worldwide team of highly
trained and experienced Timken people committed to working

collaboratively with you to improve your business.

Globally, our 17,000 people provide reliable answers for a
wide range of operations in manufacturing, mining, medical
equipment, aerospace, transportation, oil and gas — and other

diverse industries.
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INCREASE YOUR EQUIPMENT
UPTIME

In addition to high-quality bearings and mechanical power
transmission components, we provide valuable integrated
products and services. For example, we offer repair
services, on-site technical support and industrial services
for inspecting, repairing and upgrading gearboxes, electric

motors and controls.

Additionally, we offer a broad selection of seals, premium
lubricants, lubricators, couplings and chain to keep your

operations moving smoothly.

Our 12 technology centers in the United States, Europe and
Asia help pioneer tomorrow’s innovations with extensive basic

and applied scienti ¢ research programs

internal development and strategic acqu
of innovative companies, we continue to

expand our portfolio of highly engineered

bearings, power transmission products §

and advanced services.

L
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SPHERICAL ROLLER BEARING INTRODUCTION

INDUSTRIAL
INNOVATOR

Today, manufacturing and support at their plants, and

processing equipment handle ptions for additional support from
heavier loads, faster speeds and lication engineers who specialize

greater expectations than ever be riety of industrial applications.

As nished-product quality require

increase, producers continue to place a very high CORE CAPABILITIES

premium on equipment uptime and performance.
Timken has evolved from its early roots as a bearing

Timken has more than a century of experience developing .,y cer to a supplier offering much more, including friction

bearings and related solutions that help equipment run more 3 qement and power transmission solutions that add value
ef ciently in a wide range of applications. As the leader in throughout the complete life cycle of a system. Our material
friction-management and power-transmission solutions for enhancements improve bearing life and can protect against
industrial markets, Timken helps operators improve their debris and corrosion — two challenges encountered frequently

equipment's performance and uptime. We accomplish this by i, yarjous industrial applications. Our precision manufacturing

providing custom solutions — from bearings that stand-up to capabilities and commitment to quality ensure global

the harshest environments to repair, and technical support tha&onsistency in design and manufacturing at every Timken

minimizes maintenance costs and improves plant productivity, ity A global distribution network provides our customers

with easy access to Timken products and services throughout

INNOVATION AND CUSTOMER the world.
SUPPORT

We leverage these core capabilities as we work with original

Timken operates technology centers around the world equipment manufacturers (OEM) and designers to integrate

dedicated to developing innovative concepts and products thaéur technologies into equipment so that end users can enjoy

help you operate more ef ciently. Our technical leadership the performance bene ts of Timken products from the rst

and customer support reach far beyond our products. T|mkenday of operation. OEMs depend on Timken for our engineering

customers have access to sales and service engineerin . . - .
9 9 expertise, manufacturing capabilities and emphasis on

reliable performance.

4 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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INCREASED PERFORMANCE AND UPTIME
LONGER BEARING LIFE
LOWER OPERATING COSTS

TIMKEN. LEADING SPHERICAL
ROLLER BEARING TECHNOLOGY,
PERFORMANCE

Timken has set the standard for spherical roller bearing
technology — resulting in bearings that offer increased
performance and uptime, longer life and lower operating

costs. Industry best design practices led to the development
of optimized internal geometries and surface nishes, and
improved cage and roller piloting design — resulting in bearings
that run cooler, faster, and longer than the competition. With a
signi cant investment in technology and infrastructure, Timken
engineering and manufacturing processes adhere to stringent

standards, ensuring globally consistent quality.

You can rely on Timken every time.

TIMKEN SPHERICAL ROLLER BEARING CABALOG
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ADVANCED BEARING AND CAGE DESIGN

Type EJ Bearing Design Increased Performance Stronger Results
1 Above pitch cage design increases Redut_:es stress un_der shoc_k_ loading or Better able to handle tough
cage stiffness. high acceleration conditions. - ”
application conditions.
Eliminates the need for a center guide ring ]
2 Cage pocket guides roller.* — reducing friction and lowering bearing Allows the bearing to operate
operating temperatures. under higher loads and speeds.
3 Hardened cage on all sizes.* Provides wear resistance and fatigue Lower operating
strength at higher levels. temperatures lead to longer
. Provides better oil lubricant ow and lubricant life, Wh'Ch I_eads to
4 Face slots in cage.* ) . ] longer bearing life.
contaminant purging, and reduces weight.

* Timken is the only manufacturer to offer all of these features as standard for the entire steel cage offering.

Type EM Bearing Design Increased Performance Stronger Results
1 Robust design. Better gble tp handlg shpck and high
vibration applications.
Design supports solid operation in Longer life in applications
2 Optimized cage bridge. 9 pp ; P that have high levels of
extreme environments. L
shock and vibration.
3 Optimized roller and cage Optimizes roller guidance and reduces
pocket design. internal friction.

CHOOSE TIMKEN STRENGTH

Cooler Running Bearings Industry-Leading Load and Performance and Reliability
Last Longer Speed Ratings  In side-by side life testing, under
; ; i aati ; i identical conditions, Timken
© In side-by-side application testing © By optimizing internal geometry and ! - ;
under identical loads, speeds, and minimizing internal friction, Timken bearings performed better and more

consistenly than our competitors’

lubrication conditions, Timken bearings  bearings can run faster and longer. >
leading products.

ran between 3° C and 8° C cooler than o oyr [oad and speed ratings are

our competitors’ leading products. among the highest in the industry. o irl)tellrg\?e t)\;vgzllesaﬁ)m% rpgrfgrrggincsoi?sd
i L . iabili W i .
¢ Lower operating temperatures » Do more with higher load ratings and P P g
translate to longer lube life and speed capability. © Feel con dent that you have the best
longer bearing life. product operating in your equipment.
® A5°C decrease in operating
temperature can lead to a 9%
increase in bearing life.
100° C
o (212°F) 1.05
p=}
©
o 95°C 1.00
g (203°F) e
(]
i 0.95 o B
a 90°C £ 5
O (194°F) 3 = 3
= 2 0.90 £ w
= o %) g O
P lymm T T o« & s
@ < &{ym O 0.85 < 0 - < m o
g £ §S 38 s 8 S s S S S
g 80°C 2% <8 9% D b b @ T k5] T
S (176° F -t =2 =2 0.80 Q aQ Q = aQ =% =%
< oF 55 & 1 1 11
— ()] <
750 C o O © O o O (@) Om (@) O O O
o 0.75
anuracturer anuracturer anutracturer
(167°F) Manufact Manufact Manufact
22322EMW33W800C4 SRB from Timken compared 22212EJW33 SRB from Timken compared to premium
to premium competitors. Test conditions: standard competitors. Test conditions: Load — 50% of dynamic
vibrating screen application test. capacity; Speed — 2700rpm
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BROADEST RANGE IN THE INDUSTRY, 25MM BORE TO 1250MM BORE

Timken offers the broadest range of sizes in both steel cage and brass cage designs for spherical roller bearings.

om | ma | o | wm | a0z w2 a9 do  on
Cage 255 Sieel racs Siee bacs Seel Grass Sle rade Seel Griss Stel Bras: Scel

25

30
35
40
45
50
55
60
65
70
75
80
85
90
95
100
110
120

130
140
150
160
170
180
190
200
220
240
260
280
300
320
340
360
380
400 [ |
420
440
460
480
500
530
560
600
630
670
710
750
800
850
900
950
1000
1060
1120
1180
1250
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SPHERICAL ROLLER BEARING INTRODUCTION

PRODUCTS AND SERVICES
We offer equipment builders and operators one of the mosEPHERICAL ROLLER BEARINGS

extensive friction-management product and service portfolio$/isalignment. Contamination. High temperatures. Even extreme
in the industry. speeds or critical stresses can present extra challenges when

We also strictly adhere to the Timken Quality Managemerﬂ‘a”aging high radial loads. Timken spherical roller bearings can
System in every plant worldwide, so each bearing produdtandle itall, with innovations designed to extend bearing life and
meets the same high quality standards — no matter where RPPOst reliability.

the world it is manufactured. Run at consistently lower temperatures than same-size
competitive bearings for greater reliability

Multiple cage designs — including a wide range of both
BEARINGS steel and brass options — help reduce stress at high shock
loads or speeds and provide strong contaminant purge
Optimized internal geometries deliver the highest load and
speed ratings in the industry

Putting advanced ideas in motion for more than a century has
led to our best-in-class collection of bearings designed for

every purpose, every application and every industry. If it moves,
chances are we've played a role in the technology behinddteM THRUST BEARINGS

from high-performance steel, Timken bearings are better from t%hen axial loads are combined with high speeds, heavy loads

startand read!ly avallable-to deliver the quality and performancgr other challenging conditions, thrust bearings deliver optimum
that keep equipment moving.

performance. Timken offers the range needed for most any

TAPERED ROLLER BEARINGS application in both standard and custom designs.

Not all bearings will face unforgiving conditions like huge Cylindrical thrust types are suitable for heavy loads at

. . . moderate speeds
payloads or high-contaminant environments. But when they . . i . .
do, Timken tapered roller bearings can handle the burden — Spherical thrust types achieve a high thrust capacity with
> P o g ; low friction and continuous roller alignment — even if the
with thousands of combinations in single-, double- and four- ghaft and housing become misaligned during operation

row con_guratlons to manage POth radial and thrust loads. Tapered thrust types are engineered for true rolling motion,
Customized geometries, engineered surfaces and sealed which offers increased bearing life and additional load-
versions can further enhance performance. bearing capacity

Increased power density means more performance in a Ball thrust types suit high-speed applications and light loads
smaller, lighter bearing

Rated among the highest in the industry for long life and low
cost of ownership

True rolling motion allows for higher speeds with minimum
roller skewing or skidding

Industry’s broadest range of inch and metric sizes

CYLINDRICAL ROLLER BEARINGS

Minimize drag. Reduce heat. And perform better, for longer, with

less maintenance and downtime. These are the true tests of
any bearing. Our expanded line of cylindrical roller bearings —
including single-, double- and multi-row versions and full
complement designs — can help extend equipment life and reduce

maintenance costs.

EMA high-performance series offers premium brass land-
riding cages that help decrease operating temperatures

Improved mounting capabilities in the four-row line for
metal mills help avoid roller/ring damage during roll change
for increased uptime

ADAPT™ line combines cylindrical and spherical roller
bearing designs into one easy-to-assemble, high-capacity
con guration — ideal for applications with combined
misalignment and axial displacement

8 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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BALL BEARINGS SPHERICAL ROLLER BEARING SOLID BLOCK
From electric motors to agricultural implements to foodQUSED UNITS

rocessing equipment, Timken ball bearings are engineered . . . .
P g equip ' 'ng g E)ast steel housings with high-performance spherical roller

erform in a wide range of applications and conditions. . . . e ..
P ¢ PP bearings deliver outstanding durability in extreme conditions,

* Radial ba!l bearings tole_rgte relatively high-speed operatlori1nCIu ding severe shock loads and vibration.
under various load conditions

© Angular contact ball bearing designs include contact Multiple sealing options provide protection from

. . contaminants in the harshest environments
angles that support both radial and axial loads ) ) ) ] )
© Can be mounted and aligned in 15 minutes with a variety of

available shaft-locking mechanisms
HOUSED UNITS o Easily convert from xed to oat con gurations in the eld

Maintaining critical uptime can require more durable, heavy-
9 P au . "TYPE E TAPERED ROLLER BEARING

duty components capable of protecting spherical, tapered an

ball bearings in debris- lled, contaminated or high-moistureHOUSED UNITS _

environments. Timken has engineered a lineup of housed unité-NéW standard in performance, Type E tapered roller bearing

one of the broadest available — to meet these various demanf@used units are ideal for xed positions and cathstand
and offer the ideal level of bearing protection. the most demanding conditions with less downtime and

maintenance.
SNT/SAF PLUMMER (PILLOW) BLOCK  Seal provides industry-leading protection
HOUSED UNITS against contamination
Customizable design, interchangeable components and OPtimized internal geometries offer the highest dynamic
. . : . load ratings in the industry for improved bearing life
reliable spherical roller bearings deliver the heavy-duty and performance
performance that helps protect equipment and improve uptime
in the harshest environments. BALL BEARING HOUSED UNITS
¢ Variety of sealing options keep grease in and Timken has delivered innovations that offer advanced
contamination out performance, including wide inner ring bearing and ball bearing
¢ Easily convert from xed to oat con gurationsin the eld  hqsed units. Easy installation, multi-seal design and multiple
¢ Easy-to-remove cap for inspections, replacement housing styles help ball bearing housed units support a wide
and maintenance range of demanding applications and conditions.

* Provide advanced protection against contaminants in a
robust, compact unit

o Withstand static misalignment of +/- 3 degrees

o Effective grease retention and reduced debris and moisture
ingress improve performance

TIMKEN SPHERICAL ROLLER BEARING CABALOG
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HIGH-PERFORMANCE BEARING transmit the torque and therefore eliminates any interference
SOLUTIONS between coupling hubs which can damage equipment.

) . . . . Timken manufactures precision roller chains that are designed
Timken provides a variety of high-performance bearln? ) L . . .
. . . ) . 0 meet demanding applications. We build chains to precise
solutions, including Timk&quaSpex% DuraSpexkand thin . ) ) i
speci cations for strength and maximum wear life. The offering

dense chrome bearings for corrosion protection. Our debris- . . .
. . . - . |pcludes a complete line of roller chains, attachment chains and
resistant bearings are ideal for contaminated and/or marginal .
S . engineered conveyor chains.
lubrication conditions.

We also provide customized bearing solutions such as speci
race pro les to meet special application requirements.

{ UBRICANTS AND
UBRICATION

In addition to component geometry and metallurgy, we n

many ways to enhance bearing performance by applying uniq YSTEMS I.
surface nishes and special coatings on rollers, raceways andserving industries around the |
other functional surfaces. Engineered surfaces and topographicalorld, Timken lubricants and
modi cations reduce surface roughness to lower levels thanlubrication systems are g
what can be achieved through conventional grinding and honingssential in maximizing &
methods. We also offer proprietary coatings that can create performance, productivity %
surface up to four times harder than steel with twice the elasticityand uptime.
For more information on Timken high-performance bearings a
engineered surfaces, contact a Timken sales engineer.

IIj_deveraging our expertise in
tribology and anti-friction bearings, we’ve developed
lubricants — including 27 formulations of grease — that

POWER TRANSMISSION help ensure smooth operation. Our single- and multi-point
COMPONENTS AND SYSTEMS lubricators, in addition to Interlube automated lubrication

. ) ~_ delivery systems, dispense precise amounts of grease, saving
Timken offers an expanding range of power transmissiof) .« and money over manual application

components including seals, couplings and engineered chain. High-temperature, anti-wear and water-resistant additives

Extreme temperatures and high contamination levels can optimize consistent operation in even the most
disable your equipment and signi cantly lower productivity. challenging environments
Timken develops seals using advanced material and process Multifaceted delivery systems serve virtually any

solutions that help protect machinery and minimize application — from simple, single-point needs to
multi-point or progressive systems where an

i ] e ; automated process can maximize uptime
line of large-bore oil and grease seals, # ; f =t and reduce maintenance costs

Patented chain lubrication
systems inject oil where it's
needed for reduced wear

isolators.

Timker® Quick-Flek couplings
are highly durable, yet need

are easy to install and require
no lubrication. The couplings
are designed to connect
motors and gearboxes with
other moving equipment with
capacity to transmit the same or
more torgue than a gear coupling in
the same dimensions The Quick-Flex
coupling's innovative design utilizes
an advanced elastomeric element to

10 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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TRAINING

We offer industry-speci c training programs designed for plant
professionals, as well as on-site customized training to meet your
speci ¢ needs. Our training programs are available at select
locations around the world and cover every phase of bearing
performance. Class time is balanced with extensive hands-on
training and tours of Timken facilities.

MAINTENANCE TOOLS

Timkef® maintenance tools may extend bearing life by facilitating

proper installation, removal and service. They also help simplify
maintenance practices. We provide induction heaters, impact
tting tools, and hydraulic and mechanical pullers.

SERVICES

Used bearings and related components often can be returne
to their original speci cations with less time and costs than =
purchasing new. We offer complete remanufacture anc
reconditioning services for many components, including
bearings, chocks, housings, rolls and more.

Our gearbox repair services are globally recognized for power
transmission solutions in heavy industrial markets, repairing
virtually any large gearbox make or model, with on-site
emergency breakdown service available if needed.

Timken offers a full range of maintenance and reconditioning
services through our remanufacturing and repair operations.
Using these services can lead to improved plant ef ciency and
reduced overall production costs.

TIMKEN SPHERICAL ROLLER BEARING CAfAL oG
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HOW TO USE THIS CATALOG

We designed this catalog to help you nd the Timken bearingEhis publication contains dimensions, tolerances and load
best suited to your equipment needs and specificationsatings, as well as engineering sections describing mounting
The product tables list spherical roller bearings. For otheand fitting practices for shafts and housings, internal
bearing types, please refer to the respective Timken produciearances, materials and other bearing features. It provides
catalog reference. valuable assistance in the initial consideration of the type

Timken offers an extensive range of bearings and accessories"fwd characteristics of the bearings that may best suit your

both imperial and metric sizes. For your convenience, size rang@@mcm""r needs.

are indicated in millimeters and inches. Contact your Timken salé8O and ANSI/ABMA, as used in this publication, refer to

engineer to learn more about our complete line for the specighe International Organization for Standardization and the

needs of your application. American National Standards Institute/American Begr
Manufacturers Association.

SHELF LIFE AND STORAGE OF GREASE-LUBRICATED BEARINGS AND
COMPONENTS

To help you get the most value from our products, Timken provid€$\|KEN IS NOT RESPONSIBLE FOR THE
guidelines for the shelf life of grease-lubricated ball and roleSHE| F LIFE OF ANY BEARING/COMPONENT
bearings, components and assemblies. Shelf life information EUBRICATED BY ANOTHER PARTY

based on Timken and industry test data and experience.

SHELF LIFE European REACH Compliance
Shelf life should be distinguished from lubricated bearinglimken lubricants, greases and similar products sold in
component design life as follows: standalone containers or delivery systems are subject to the

. . . European REACH (Registration, Evaluation, Autimrizend
Shelf life of the grease-lubricated bearing/component represents o ' . . .
. . . . . Restriction of CHemicals) directive. For import into the European

the period of time prior to use or installation. ) i i i
o . o ~ Union, Timken can sell and provide only those lubricants and
The shelf life is a portion of the anticipated aggregate des'gﬂreases that are registered with ECHA (European CHemical

life. It is impossible to accurately predict design life due t\gency). For further information, please contact your Timken
variations in lubricant bleed rates, oil migration, operatingajes engineer.

conditions, installation conditions, temperature, humidity and
extended storage.

Shelf life values, available from Timken, represent a maximum limit
and assume adherence to the storage and handling guidelines
suggested in this catalog or by a Timken associate. Deviations
from the Timken storage and handling guidelines may reduce
shelf life. Any speci cation or operating practice that de nes a
shorter shelf life should be used.

Timken cannot anticipate the performance of the grease lubricant
after the bearing or component is installed or placed in service.

12 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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STORAGE

Timken suggests the following storage guideli
products (bearings, components and asse
as

“products”):

Unless directed otherwise by Timken, pro
should be kept in their original packaging
are ready to be placed into service.

Do not remove or alter any labels or steng
markings on the packaging.

Products should be stored in such a way
the packaging is not pierced, crushed or
otherwise damaged.

After a product is removed from its
packaging, it should be placed into servic
as soon as possible.

When removing a product that is not
individually packaged from a bulk pack |
container, the container should be resealet
immediately after the product is removed.|

Do not use product that has exceeded its
shelf life. Contact your local Timken sales
engineer for further information on shelf
life limits.

The storage area temperature should be
maintained between 0° C (32° F) and 40°
temperature uctuations should be minimi

The relative humidity should be maintaine
percent and the surfaces should be dry.

The storage area should be kept free fro
contaminants such as, but not limited to, ¢
vapors, etc.

The storage area should be isolated from undue vibration.
Extreme conditions of any kind should be avoided.

Due to the fact that Timken is not familiar with your particular
storage conditions, we strongly suggest following these
guidelines. However, you may be required by circumstances
or applicable government requirements to adhere to stricter
storage requirements.

Most bearing components typically ship protected with a
corrosion-preventive compound that is not a lubricant. These
components may be used in oil-lubricated applications without
removal of the corrosion-preventive compound. When using
some specialized grease lubrications, we advise you to remove
the corrosion-preventive compound before packing the bearing
components with suitable grease.

TIMKEN SPHERICAL ROLLER BEARING CATAR0G



N\ WARNING
Failure to observe the following warnings could
create a risk of death or serious injury.

Proper maintenance and handling practices are critical,
Always follow installation instructions and maintain
proper lubrication.

Overheated bearings can ignite explosive atmospheres.

Special care must be taken to properly select, install,
maintain and lubricate housed unit bearings that are

used in or near atmospheres that may contain explosive

levels of combustible gases or accumulations of dust
such as grain, coal, or other combustible materials.
Consult your equipment designer or supplier for
installation and maintenance instructions.

If hammer and bar are used for installation or removal df
a part, use a mild steel bar (e.g., 1010 or 1020 grade).

Mild steel bars are less likely to cause release of high
speed fragments from the hammer or bar or the part
being installed or removed.

CAUTION
Failure to follow these cautions may result in
property damage.

Do not use damaged housed units.

NOTE

Do not use excessive force when mounting or dismounting

the unit.
Follow all tolerance, t, and torque recommendations.

Always follow the Original Equipment Manufacturer’s
installation and maintenance guidelines.

Ensure proper alignment.
Never weld housed units.

Do not heat components with an open ame.

Do not operate at bearing temperatures above 250 F (121 C).

14 TIMKEN SPHERICAL ROLLER BEARING CATALOG

DISCLAIMER
This catalog is provided solely to give you analysis tools and data
to assist you in your product selection. Product performance is
affected by many f actors beyond the control of Timken.

Therefore, the suitability and feasibility of all product selection
must be validated by you.

Timken products are sold subject to Timken's terms and
conditions of sale, which include its limited warranty and
remedy, which terms may be found at www.timken.com/
termsandconditionsofsale. Please consult with your Timken sales
engineer for more information and assistance.

Every reasonable effort has been made to ensure the accuracy
of the information in this writing, but no liability is accepted for
errors, omissions or for any other reason.

COMPLIANCE
To view the complete engineering catalog, please visit
www.timken.com. To order the catalog, please contact your
Timken sales engineer and request a copy of the Timken
Engineering Manual (order number 10424).

European REACH compliariienken-branded lubricants, greases
and similar products sold in stand-alone containers or delivery
systems are subject to the European REABgidtration,
Bvaluation Authorization and Restriction @femicals) directive.
For import into the European Union, Timken can sell and provide
only those lubricants and greases that are registered with ECHA
(EuropeanCHemicalAgency). For further information, please
contact your Timken sales engineer.

The Timken Company products shown in this catalog may be
directly, or indirectly subject to a number of regulatory standards
and directives originating from authorities in the USA,

European Union, and around the world, including:

REACH (EC 1907/2006, RoHS (2011/65/EU), ATEX (94/9/EC),
'CE' MARKING (93/68/EEC), CONFLICT MINERALS

(Section 1502 of the Dodd-Frank Wall Street Reform and

Consumer Protection Act).

For any questions or concerns regarding the compliancy or
applicability of Timken products to these, or other unspeci ed
standards, please contact your Timken sales engineer or

customer services representative.

Updates are made periodically to this catalog.
Visit www.timken.com for the most recent version of the
Timken Spherical Roller Bearing Catalog.
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The following topics are covered within this
engineering section:
Spherical roller bearing design types.
Cage design types.

Fitting practice and
mounting recommendations.

Lubrication recommendations.

This engineering section is not intended to be
comprehensive, but does serve as a useful guide in
spherical roller bearing selection.

To view the complete engineering catalog, please visit 4§
www.timken.com. To order the catalog, please contact

your Timken sales engineer and request a copy of the Timken
Engineering Manual, order number 10424.
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BEARING TYPES AND CAGES

RADIAL SPHERICAL ROLLER BEARING TYPES AND CAGES
The principle styles of radial spherical roller bearings that Timke@® PTIONAL FEATURES AVAILABLE WITH

offers are:
600 mm outer diameter: EJ, EM and EMB
>600 mm outer diameter: YMB, YMD and YP

TIMKEN SPHERICAL ROLLER BEARINGS
W33 lubrication groove and oil holes

Above suffixes correspond to different types of designéa‘ lubrication groove and three oil holes are provided in the

depending on a bearing size and geometry. Main differences a

pgaring outer ring as standard. This is designated by the W33

the cage type used in the assembly. Spherical roller bearings widif X- It eliminates the expense of machining a channel in the

an EJ cage suf x are tted with a hardened stamped-steel cage.

housing bore for introducing lubricant to the bearing. This design

YM/EM/YMB and YMD suf xes are used with brass cage designge.ature allows the lubricant to ow between the roller paths,

YP is a pin-type cage speci c for large diameter bearings.
The high performance TimKeRJ, EM and EMB bearings offer

through a single lubrication tting. The lubricant moves laterally
outward from the center of the bearing, reachirigcahtact
surfaces and ushing the bearing. To order, add the suf x W33

higher load ratings, increased thermal speed ratings and reducetg the bearing number (e.g. 22216EW33).

operating temperatures compared to the previous offering.

In addition to these improvements, cage designs vary between

Bearings for vibratory applications

the different styles as noted below. See the cage section fofimken offers specific spherical roller bearing designs for

more details.
Style Cage Design
EJ Land-riding steel cage; one per row
EM/YM Roller-riding one-piece brass cage
EMB/YMB  Land-riding one-piece brass cage
YMD Land-riding two-piece brass cage
YP Steel pin-type cage

vibratory applications. They are designated by the W800
modi cation code and made to a C4 clearance. Specify W800
when ordering. This design provides:

A lubrication groove on the outer ring with three lubrication
holes to facilitate bearing lubrication.

Reduced bore and outside diameter tolerances.

Radial internal clearance is made in upper two-thirds of
C4 clearance range.

Most Timken spherical roller bearings are available with dhese bearings are available with either a cylindrical or tapered
cylindrical bore as well as a tapered bore. Tapered bore bearin@Pre. Other optional features are available. See page 65, table 27

part numbers are designated with a K suf x.

or consult with your Timken sales engineer.

A taper of 1:12 is standard except for 240, 241 and 242 series,

which have a taper of 1:30.

EJ EM/YM and EMB/YMB

YMD YP

Fig. 1. Radial spherical roller bearings.

16 TIMKEN SPHERICAL ROLLER BEARING CATALOG

CAGES

Cages (also referred to as rolling element retainers) serve
several purposes in the proper operation of a rolling element
bearing. Cages separate the rolling elements and prevent rolling
element on rolling element contact and wear. Cages align the
rolling elements on the inner ring to prevent rolling element
sliding, skidding, and skewing to facilitate true rolling motion.

For handling purposes, cages retain the rolling elements on the
inner ring assembly to allow for bearing installation. In some
instances, cages also improve ow of the lubricant to the bearing

inner ring raceways.

The following sections discuss the common types of cages used
for spherical roller bearings. The basic design geometry, material,
and manufacture are discussed for each cage type.
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STAMPED-STEEL CAGES

Timkef® EJ bearings incorporate a unigue stamped-steel cage
design as shown in g. 1.

The EJ design includes two independent cages ( g. 2), one for -._‘; 1
each row of rollers, which are assembled into an individual —
bearing. This feature allows each path of cage and rollers to -.2;"‘_.
operate independently, and prevents the cage from bending.
i i i i ; i Fig. 5. EM/YM Fig. 6. EMB/YMB
This cage is guided on the inner ring and runs above pitch. Eac%ne-piece, machined-brass, One-piece. machined-brass,

cage is surface hardened (nitrided) to provide improved weakoller-riding, nger-type cage. land-riding, nger-type cage.
resistance as well as additional strength to allow the bearing to
operate in even the most severe environment. Face slots have been
designed for improved lubrication ow. This can result in a lower
operating temperature and longer bearing life.

727

=N
)

Fig. 2. EJ bearings. Fig. 3. EJ steel cage.

Fig. 7. YMD
Split, machined-brass,
land-riding, nger-type cage.

MACHINED-BRASS CAGE PIN-TYPE CAGES

EM, EMB, YM, YMB and YMD bearing cages are precisioharge diameter spherical roller bearings can be supplied with
machined from brass as shown in figs. 4-7. Their ruggetiese cages. Pin-type cages, one for each row of rollers, consist
construction provides an advantage in more severef two rings and a series of pins running through denter

applications. The open-end, finger-type design permitsf the rolling element. The design of pin-type cages permits
lubricant to reach all surfaces easily, ensuringpden an increased roller complement, giving the bearing enhanced
lubrication and a cooler running bearing. load-carrying ability. Consult your Timken sales engineer for

EM, EMB, YM and YMB are all one-piece designs that aﬁ_yggestions on the application of this cage.
differentiated by their means of guidance within the bearing. With
EM and YM designs, the cage mass is low and the rollers are used
for guidance, while EMB and YMB cage designs typically have
more mass and guide on the inner ring.

YMD cages are similar to YMB, except they have a two-piece
design. Two independent cages, one for each row of rollers, are Fig. 8. Pin-type cage.
assembled into an individual bearing. This allows each row of

rollers to rotate independently when required by the application,

and minimizes bending of the cage ngers.

YM/EM YMB/EMB

Fig. 4. Machined cages.

TIMKEN SPHERICAL ROLLER BEARING CATAl 0G
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METRIC SYSTEM TOLERANCES
SPHERICAL ROLLER BEARINGS

Spherical roller bearings are manufactured to a number dBoundary dimension tolerances for spherical roller bearing
speci cations, with each having classes that de ne tolerancesusage are listed in the following tables. These tolerances are
on dimensions such as bore, O.D., width and runout. Metrgrovided for use in selecting bearings for general applications,
bearings have been manufactured to corresponding standarith conjunction with the bearing mounting and tting practices

negative tolerances. offered in later sections.

Table 1 summarizes the different speci cations and classes for
spherical roller bearings. For the purposes of this catalog, ISO
speci cations are shown for spherical roller bearings.

TABLE 1. BEARING SPECIFICATIONS AND CLASSES

System ‘ Speci cation ‘ Bearing Type Standard Bearing C|4155 Precision Bearing Class
Metric ‘ ISO/DIN ‘ All Bearing Types ‘ PO ‘ P6 ‘ P5 ‘ P4‘ P# —
mperial | ABMA | Spherical . RBEC1 RBEC3 RBECS5 RBEC 7 RBEC 9 —

18 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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METRIC SYSTEM TOLERANCES

Standard Timken radial spherical roller bearings maintain normttie nominal dimension is at a +0 mm (0 inch) tolerance. The
tolerances according to ISO 492. Tables 2 and 3 list the criticddviation is the tolerance range for the listed parameter. Variation
tolerances for these bearing types. For applications where runnirig de ned as the difference between the largest and smallest

tolerance is critical, P6 or P5 tolerances are recommended.

The term deviation is de ned as the difference between a single

ring dimension and the nominal dimension. For metric tolerances,

Bearing Bore

Over
mm

in.
2.5000
0.0984
10.000
0.3937
18.000
0.7087
30.000
1.1811
50.000
1.9685
80.000
3.1496
120.000
4.7244
150.000
5.9055
180.000
7.0866
250.000
9.8425
315.000
12.4016
400.000
15.7480
500.000
19.6850
630.000

24.8031

Incl.

mm
in.
10.00
0.393
18.00
0.708
30.00
1.181
50.00
1.968
80.00
3.149
120.00
4.724
150.0¢
5.905
180.0C
7.086
250.0(

9.8425

315.0(
12.401
400.0¢
15.74¢
500.0(

19.685

630.0(
24.803
800.0(

31.49¢

measurements of a given parameter for an individual ring.

TABLE 2. SPHERICAL ROLLER BEARING TOLERANCES — INNER RfNG (METRIC)

Bore Deviatiof? Width Variation
Bimp Ves
Po | Pe| Ps PO P6 P5
in. n. in. n. in. n.
0008 -0.007 0,005 0015 |0.015
0.0003 -0.0003 -0,0002 0.0006 | 0.0006
0008 -0.007 0,005 0020 |0.020
0.0003 -0.0003 -0,0002 0.0008 | 0.0008
0010 -0.008 0,006 0020 |0.020
0.0004 -0.0003 -0,0002 0.0008 | 0.0008
0012 -0.010 0,008 0020 |0.020
0.0005 -0.0004 -0,0003 0.0008 | 0.0008
0015 -0.012 0009 0025 |0.025
0.0006 -0.0005 -0,0004 0.0010 | 0.0010
0020 -0015 -0010 0025 0025
0.0008 -0.0006 -0,0004 0.0010 | 0.0010
0025 -0.018 -0.013 0030 | 0.030
0.0010 -0.0007 -0,0005 0.0012 | 0.0012
0025 -0.018 -0.013 0030 | 0.030
0.0010 -0.0007 -0,0005 0.0012 | 0.0012
0030 -0.022 -0.015 0030 | 0.030
00012 -0.0009 -0,0006 0.0012 | 0.0012
0035 -0.025 -0.018 0035 | 0.035
00014 -0.0010 -0,0007 0.0014 | 0.0014
0040 -0.030 -0.023 0040 | 0.040
00016 -0.0012 -0.0009 0.0016 | 0.0016
0045 -0.035- | 0.050 | 0045 -
00018 -0.0014 |- 00020 [0.0018
0050 -0.040- | 0.060 0050 -
00020 -0.0016 |- 00024 [0.0020
0075 - | - | 0070 - -
00030 1 L 00028 |-

Radial Runout

P
mm

in.
0.005
0.0002
0.005
0.0002
0.005
0.0002
0.005
0.0002
0.006
0.0002
0.007
0.0003
0.008
0.0003
0.008
0.0003
0.010
0.0004
0.013
0.0005
0.015
0.0006
0.065

0.070
0.080
[0

Ka

mm
in.
0.010
0.0004
0.010
0.0004
0.013
0.0005
0.015
0.0006
0.020
0.0008
0.025
0.0010
0.030
0.0012
0.030
0.0012
0.040
0.0016
0.050
0.002
0.060
0.002
0.035
0.0026
0.040
0.0028

.0031

@WSymbol de nitions are found on pages 32-33 of the Timken Engineering Manual (order number 10424).
@Tolerance range is from +0 to value listed.

Face
Runout

with Bor

mm
in.

i3

S

Axial
Runout

a

Ps

mm‘

in.
0.0

mm
in.

0.007

Width Deviation Inner
& Outer Rindg3
@S and 6:5

PO, P6

mm
in.

P5

.007 -0.120 -0.

0.006
0.0002
0.007
0.0003
0.008
0.0003
0.010
0.0004
0.010
0.0004
0.013
0.0005
0.018
0.0007
0.018
0.0007
0.020
0.0008
0.025
0.0010 0
0030 0015 O
0.0012  0.0006 O
0.0014
- |

0.0016

0
0.0
0
0.0
0
0.0
0
0.0
0
0.0
0
0.0
0
0.0
0
0.0
0
0.0

0.0002

0003
08
0003
08
0003
09
0004
10
0004
10
0004
11
0004
13
.0005

.0006

-0.450

-0.500

-0.750

.007

.008

.008

.008

.009

J010

010

013

015

020

0.0003  -0.0047
-0.120
-0.0047
-0.120
-0.0047
-0.120
-0.0047
-0.150
-0.0059
-0.200
-0.0079
-0.250
-0.0098
-0.250
-0.0098
-0.300
-0.0018
-0.350
-0.0138
-0.400
-0.0157

-0.
0.0003
-0.
0.0003
-0.
0.0003

0.0003

0.0004

0.0004

0.0004

0.0005

0.0006

0.0008

-0.0177

-0.0197

-0.0295

TIMKEN SPHERICAL ROLLER BEARING cAfQ0G
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Bearing O.D.
Over Incl.
mm mm
in. in.
0.000 18.000
0.0000 0.7087
18.000 30.000
0.7087 1.1811
30.000 50.000
1.1811 1.9685
50.000 80.000
1.9685 3.1496
80.000 120.000
3.1496 4.7244
120.000 150.00
4.7244 5.9055
150.000 180.00
5.9055 7.0866
180.000 250.00
7.0866 9.8425
250.000 315.00
9.8425 12.4016
315.000 400.00(
12.4016 15.748(
400.000 500.00(
15.7480 19.685(
500.000 630.00(
19.6850 24.8031
630.000 800.00C
24.8031 31.4961
800.000 1000.00
31.4961 39.3701
1000.000 1250.00
39.3701 49.212¢

0

o]

TABLE 3. SPHERICAL ROLLER BEARING TOLERANCES — OUTER RING (METRIC)

Outside Deviatidh

Dmp

PO P6
mm mm
in. in.
-0.008 -0.007
-0.0003 -0.0003
-0.009 -0.008
-0.0004 -0.0003
-0.011 -0.009
-0.0004 -0.0004
-0.013 -0.011
-0.0005 -0.0004
-0.015 -0.013
-0.0006 -0.0005
-0.018 -0.015
-0.0007 -0.0006
-0.025 -0.018
-0.0010 -0.0007
-0.030 -0.020
-0.0012 -0.0008
-0.035 -0.025
-0.0014 -0.0010
-0.040 -0.028
-0.0016 -0.0011
-0.045 -0.033
-0.0018 -0.0013
-0.050 -0.038
-0.0020 -0.0015
-0.075 -0.045
-0.0030 -0.0018
-0.100 -0.060
-0.0040 -0.0024
-0.125 -
-0.0050 -

P5

mm

-0.0
-0.0

-0.0
-0.0

-0.0
-0.0

-0.0
-0.0

-0.0

Width Variation

VCS
PO P6
mm mm
in. in.
05 0.015
002 0.0006
06 0.020
0024 0.0008
07 0.020
003 0.0008
09 0.025
004 0.0010
10 0.025
004 0.0010
.011 0.030
004 0.0012
.013 0.030
005 0.0012
.015 0.030
006 0.0012
.018 0.035
007 0.0014
.020 0.040
.0008 0.0016
.023 0.045
.0009 0.0018
.028 0.050
.0011 0.0020
.035 - 0.020
.0014 -

0

0

0

Radial Runout

Kea
PO P6 P5
mm mm mm
in. in. in.
.005 0.015 0.008
0.0002 0.0006 0.0003
.005 0.015 0.009
0.0002 0.0006 0.0004
.005 0.020 0.010
0.0002 0.0008 0.0004
.006 0.025 0.013
.00024 0.0010 0.0005
.008 0.035 0.018
0.0003 0.0014 0.0007
0.008 0.040 0.020
0.0003 0.0016 0.0008
0.008 0.045 0.023
0.0003 0.0018 0.0009
0.010 0.050 0.025
0.0004 0.0020 0.0010
0.011 0.060 0.030
0.0004 0.0024 0.0012
0.013 0.070 0.035
0.0005 0.0028 0.0014
0.015 0.080 0.040
0.0006 0.0031 0.0016
0.018 0.100 0.050
0.0007 0.0039 0.0020
0.120 0.060 0.03
.0008 0.0047 0.0024
0.140 0.075 -
— 0.0055 0.0030
0.160 - -
0.0063 —

@Symbol de nitions are found on pages 32-33 of the Timken Engineering Manual (order number 10424).
@Tolerance range is from +0 to value listed.
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0

Axial
Runout

Sea

P5
mm
in.
0.005
0.0002

0.006
0.00024

0.007
0.0003

0.008
0.0003

0.010
0.0004

0.011
0.0004

0.013
0.0005

0.015
0.0006

0.018
0.0007

0.020
0.0008

0.023
0.0009

0.025
0.0010

0.03
0.0012

Outside
Diameter
Runout

With Face

0

S
P5
mm

0.008
0.0003

0.008
0.0003

0.008
0.0003

0.010
0.0004

0.011
0.0004

0.013
0.0005

0.014
0.0006

0.015
0.0006

0.018
0.0007

0.020
0.0008

0.023
0.0009

0.025
0.0010

0.020
0.0012

0.008
0.0003

0.008
0.0003

0.008
0.0003

0.008
0.0003

0.009
0.0004

0.010
0.0004

0.010
0.0004

0.011
0.0004

0.013
0.0005

0.013
0.0005

0.015
0.0006

0.018
0.0007

0.0008
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SPHERICAL ROLLER BEARING MOUNTING, FITTING, SETTING AND
INSTALLATION

MOUNTING Fig. 10 shows a pulverizer wheel assembly where a double-

row spherical roller bearing is mounted in combination with a

Spherical roller bearings can be mounted individually, but mog{jingrical roller bearing. In this application, the cylindrical roller
often are mounted in combination with another spherical rollefearing allows the shaft to oat relative to the housing.

bearing, cylindrical roller bearing, or TIMK&DAPT™ bearing.

With spherical roller bearings, typically one bearing is xed axiaII)FITTI NG PRACTICE

and the other is mounted with loose ts and axial space. Thiables 6-12 on pages 30-45 list the recommended tting
allows movement or oat for environmental conditions such aractice for spherical roller bearings. The tables assume:
uneven thermal growth between shaft and housing. The bearing is of normal precision.

. . L . . The housing is thick and made from steel or cast iron.
Fig. 9 shows a typical gearbox application using two spherical ) )
roller bearings where one bearing is free to oat and the other The shaft_ is solid and made from steel.
bearing is xed axially. The bearing seats are ground or accurately turned to less
than approximately 1.6 Ra nish.

| U The suggested t symbols are in accprdance with ISO 286. For
Q‘%J I —— % help with .recommended tting practice, contact your Timken
am Effective sales engineer.
< | 2%%23 I As a general guideline, rotating inner rings should be applied
7 - with an interference t. Loose ts may permit the inner rings to
0 creep or turn, and wear the shaft and the backing shoulder. This
Liﬁj&_} g%\;j wear may result in excessive bearing looseness and possible
— bearing and shaft damage. Additionally, abrasive metal particles
| |_| resulting from creep or turning may enter into the bearing and
Float position Fixed position cause damage and vibration.

Fig. 9. Spherical roller bearing direct mounting. Stationary inner-ring tting practice depends on the loading of the

application. The load conditions and bearing envelope dimensions
should be used to select the suggested shaft t from the tables.

|
% /// Similarly, rotating outer-ring applications should use an

E_“—‘_:‘_‘ %7 interference t between the outer ring and housing.

i Stationary outer rings are generally mounted with loose ts to

NZ -~ permit assembly and disassembly. The loose t also permits
e~y . axial mqyement when a spherical bearing is mounted in the
oat position.

|
!V 7 Thin-walled housings, light-alloy housings, or hollow shafts
o i must use press ts tighter than those required for thick-walled
= T A N 1 I L R 1 2 housings, steel, or cast iron housings or solid shafts. Tighter ts
o —|_ b also are required when mounting the bearing on relatively rough,
’ or unground surfaces.

/A WARNING
E————— NN Failure to observe the following warnings could
_ = L _ create a risk of death or serious injury.

\1\ Proper maintenance and handling practices are critical,

Always follow installation instructions and
/% maintain proper lubrication.
Never spin a bearing with compressed air.
Fig. 10. Pulverizer wheel assembly. The rollers may be forcefully expelled.

TIMKEN SPHERICAL ROLLER BEARING CARX 0G
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TAPERED BORE DESIGNS SETTING

Typically, tapered bore bearings are selected to simplify shafto achieve appropriate operation clearance, attention must be

mounting and dismounting. Since the spherical roller bearing fsaid to the effects that tting practice and therngadients
not separable, mounting can be simpli ed by use of an adaptefave within the bearing.

sleeve with a cylindrical bore and tapered O.D. A tapered bore
roller bearing also can be mounted directly onto a tapered shaflt|-|--|-| NG PRACTICE

An interference t between the inner ring and a solid steel
shaft will reduce the radial clearance within the bearing by
approximately 80 percent of the t.

Interference ts between the outer ring and steel or cast
iron housing will reduce radial clearance by approximately
60 percent.

Spherical roller bearings with a tapered bore require
a slightly greater interference t on the shaft than a
cylindrical bore bearing.

NOTE

It is critical to select the RIC that allows for this reduction.

Fig. 12. Mounting with adapter sleeve THERMAL GRADIENTS

Thermal gradients within the bearing are primarily

a function of the bearing rotational speed. As speed
increases, thermal gradients increase, thermal growth
occurs and the radial clearance is reduced.

As a rule of thumb, radial clearance should be increased

for speeds in excess of 70 percent of the thermal
reference speed.

For help selecting the correct radial internal clearance for your

Fig. 13. Mounting with withdrawal sleeve o i - )
application, consult with your Timken sales engineer.

Radial internal clearance tolerances are listed in tables 4 and 5

Bearings with a tapered bore typically require a tighter t onfOr Spherical roller bearings.

the shaft than bearings with a cylindrical bore. A locknut iSpherical roller bearings are ordered with a speci ed standard
typically used to drive the inner ring up a tapered shaft sleever non-standard radial internal clearance value. The standard
The locknut position is then secured by use of a lockwasher ¢fdial internal clearances are designated as C2, CO (normal), C3,
lockplate. Timken offers a wide range of accessories to easg4 Or C5 and are in accordance with ISO 5753. C2 represents the
the assembly of spherical roller bearings with a tapered bor8!nimum clearance and C5 represents the maximum clearance.
(see page 25). For approximating the clearance loss for aXMpn-standardlzed values also are available by special request.

drive-up, an 85 percent radial loss approximation can be use@ihe clearance required for a given application depends on the
That is, the radial clearance loss per axial drive-up can roughfesired operating precision, the rotational speed of the bearing,
be approximated as 71 m/mm for a 1:12 tapered bore ar@nd the tting prac'Fice used. Most applications use a normal or
28 m/mm for a 1:30 tapered bore. Table 5 on page 24 provideg%lclearance. Typically, larger clearance reduces the operating

direct relation between suggested RIC (radial internatafee) load zone of the pearmg, mcreasgs the maximum roller load, and
educes the bearing’s expected life. However, a spherical roller

reduction due to installation and the corresponding axiaL ) . o :
) ) . earing that has been put into a preload condition can experience
displacement of the inner ring. premature bearing damage caused by excessive heat generation
and/or material fatigue. As a general guideline, spherical roller
bearings should not operate in a preloaded condition without
special lubrication systems.

22 TIMKEN SPHERICAL ROLLER BEARING CATALOG
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TABLE 4. RADIAL INTERNAL CLEARANCE LIMITS — SPHERICAL ROLLER BEARINGS — CYLINDRICAL BORE

Radial Internal Clearance Prior To Mounting
Bore C4
(Nominal) .
Min. Max.
c5
Over Incl. Min. Max. Min. Max. Min. Max.
mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in.

20 30 0.015 0.025 0.040 | 0.055 | 0.075| 0.095
0.9449 1.1811 0.0006 0.0010 0.0016 0.0022 0.0030 0.0037
30 40 0.015 0.030 0.045 | 0.060 | 0.080 0.100
1.1811 1.5748 0.0006 0.0012 0.0018 0.0024 0.0031 0.0039
40 50 0.020 0.035 0.055 | 0.075 | 0.100 0.125
1.5748 1.9685 0.0008 0.0014 0.0022 0.0080 0.0039 0.0049
50 65 0.020 0.040 0.065 | 0.090 | 0.120 0.150
1.9685 2.5591 0.0008 0.0016 0.0026 0.0085 0.0047 0.0059
65 80 0.030 0.050 0.080 | 0.110 | 0.145 0.180
2.5591 3.1496 0.0012 0.0020 0.0031 0.0043 0.0057 0.0071
80 100 0.035 0.060 0.100 | 0.135| 0.180 0.225
3.1496 3.9370 0.0014 0.0024 0.0039 0.0053 0.0071 0.0089
100 120 0.040 0.075 0.120 | 0.160| 0.210 0.260
3.9370 4.7244 0.0016 0.0030 0.0047 0.0063 0.0083 0.0102
120 140 0.050 0.095 0.145 | 0.190| 0.240 0.300
4.7244 5.5118 0.0020 0.0037 0.005Y 0.0075 0.0094 0.0118
140 160 0.060 0.110 0.170 | 0.220| 0.280 0.350
5.5118 6.2992 0.0024 0.0043 0.0067 0.0087 0.0110 0.0138
160 180 0.065 0.120 0.180 | 0.240| 0.310 0.390
6.2992 7.0866 0.0026 0.0047 0.0071 0.0094 0.0122 0.0154
180 200 0.070 0.130 0.200 | 0.260| 0.340 0.430
7.0866 7.8740 0.0028 0.0051 0.0079 0.0102 0.0134 0.0169
200 225 0.080 0.140 0.220 | 0.290| 0.380 0.470
7.8740 8.8582 0.0031 0.0055 0.0087 0.0114 0.0150 0.0185
225 250 0.090 0.150 0.240 | 0.320 0.420 0.520
8.8582 9.8425 0.0035 0.0059 0.0094 0.0126 0.0165 0.0205
250 280 0.100 0.170 0.260 | 0.350 0.460 0.570
9.8425 11.0236 0.0039 0.0067 0.0102 0.0138 0.0181 0.0224
280 315 0.110 0.190 0.280 | 0.370| 0.500 0.630
11.0236 12.4016 0.0043 0.0075 0.0110 0.0146 0.0197 0.0248
315 355 0.120 0.200 0.310 | 0.410| 0.550 0.690
12.4016 13.9764 0.0047 0.0079 0.0122 0.0161 0.0217 0.0272
355 400 0.130 0.220 0.340 | 0.450 | 0.600 0.750
13.9764 15.7480 0.0051 0.0087 0.0134 0.0177 0.0236 0.0295
400 450 0.140 0.240 0.370 | 0.500| 0.660 0.820
15.7480 17.7165 0.0055 0.0094 0.0146 0.0197 0.026 0.0323
450 500 0.140 0.260 0.410 | 0.550| 0.720 0.900
17.7165 19.6850 0.0055 0.0102 0.0161 0.0217 0.0283 0.0354
500 560 0.150 0.280 0.440 | 0.600| 0.780 1.000
19.6850 22.0472 0.0059 0.0110 0.0173 0.0236 0.0307 0.0394
560 630 0.170 0.310 0.480 | 0.650| 0.850 1.100
22.0472 24.8031 0.0067 0.0122 0.0189 0.0256 0.0335 0.0433
630 710 0.190 0.350 0.530 | 0.700 | 0.920 1.190
24.8031 27.9528 0.0075 0.0138 0.0209 0.0276 0.0362 0.0469
710 800 0.210 0.390 0.580 | 0.770 1.010 1.300
27.9528 31.4961 0.0083 0.0154 0.0228 0.0303 0.0398 0.0512
800 900 0.230 0.430 0.650 | 0.860| 1.120 1.440
31.4961 35.4331 0.0091 0.0169 0.0256 0.0339 0.0441 0.0567
900 1000 0.260 0.480 0.710 | 0.930| 1.220 1.570
35.4331 39.3701 0.0102 0.0189 0.0280 0.0366 0.0480 0.0618
1000 1120 0.290 0.530 0.780 | 1.020 1.330 1.720
39.3701 44.0950 0.0114 0.0209 0.0307 0.0402 0.0524 0.0677
1120 1250 0.320 0.580 0.860 | 1.120 1.460 1.870
44.0950 49.2130 0.0126 0.0228 0.0339 0.0441 0.0575 0.0736
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ENGINEERING
MOUNTING, FITTING, SETTING AND INSTALLATION

Bore
(Nominal)
Over Incl.
mm mm
in. in.
20 30
0.9449| 1.1811
30 40
1.1811| 1.5748
40 50
1.5748| 1.9685
50 65
1.9685/ 2.5591
65 80
25591 3.1496
80 100
3.1496| 3.9370
100 120
3.9370| 4.7244
120 140
4.7244| 5.5118
140 160
5.5118| 6.2992
160 180
6.2992| 7.0866
180 200
7.0866| 7.8740
200 225
7.8740, 8.8582
225 250
8.8582| 9.8425
250 280
9.8425| 11.0236
280 315
11.0236 12.4016
315 355
12.4016 13.9764
355 400
13.9764 15.7480
400 450
15.7480 17.7165
450 500
17.7165 19.6850
500 560
19.6850 22.0472
560 630
22.0472 24.8081
630 710
24.8031 27.9528
710 800
27.9528 31.4961
800 900
31.4961 35.4331
900 1000
35.4331 39.3701
1000 1120
39.3701 44.0950
1120 1250
44.0950 49.2130

Radial Internal Clearance Prior To Mounting Suggested Axial Displacement

Reduction of Inner Ring for Minimum Permissible

c4 of RIC RIC Reduction — RIC After
Min. Max. Due to Tapered Shaf{® Installatior”
c2 c3 c5 Installation 1:12 Taper| 1:30 Taper

Min. Max. Min. Max. Min. Max. Min. Max. Min. de Min. Max. (e{e] C3 C4
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in. in. in. in. in. in. in.
0.020 0.030 0.040 0.055 0.075 [0.095 |0.015 | 0.020 0.230 0.300 - - 0.015 0.025 0.040
0.0008 0.0012 0/0016 0.0022 | 0.0030| 0.0037 0.0006 0.0008 0.0091 0.01#8 | 0-0006| 0.0010 0.0016
0.025 0035 0050 0065 (.08 0105 |0.020 | 0.025| 0.300 0.380 - - 0.015 0.025  0.040
0.0010 0.0014 00020 0.0026 | 0.0033| 0.0041 0.0008 0.0010 0.0118 0.0150 - - |0.0006 0.0010 0.0016
0030 0045 0060 0080 0.100 0.130 |0.025 | 0.030| 0.380  0.460 - - 0.02 0.030 0.050
0.0012 0.0018 0/0024 0.0031 | 0.0039| 0.0051 0.0010 0.0012 0.0150 0.0181 - - |0.0008 0.0012 0.0020
0.040 0.055 0075 0.095 0120 [0.160 |0.030 | 0.038| 0460 0.560 - - 0.025 0.040  0.060
0.0016 0.0022 00030 0.0037 | 0.0047| 0.0068 0.0012 0.0015 0.0181 0.0220 - - |0.0010 0.0015 0.0025
0.050 0.070 0.0950 0120 0.150 |0.200 | 0.038 | 0.051| 0.560 0.760 4 4 0.025 0.045 0.075
0.0020 0.0028 0,0037 0.0047 | 0.0059| 0.0079 0.0015 0.0020 0.0220 0.0299 - - |0.0010 0.0017 0.0030
0.055 0.080 0.110 0/40 0.180 |0.230 | 0.046 | 0.064| 0.680  0.970 N 4 0.036 0.050 0.075
0.0022 0.0030 0/0043 0.0055 | 0.0071| 0.0091 0.0018 0.0025 0.0268 0.0382 | - - /0.0014 0.0020 0.0030
0.065 0.100 0135 0170 0.220 |0.280 | 0.051 | 0.071 0760 1.070 1.900 2,540 0.051  0.060  0.100
0.0026 0.0039 0,0053 [0.0067 | 0.0087| 0.0110 0.0020 0.0028 0.0299 0.0421 |0.0748 | 0.100Q 0.0020 0.0025
0.080 0.120 0.160 0/200 0.260 |0.330 | 0.064 | 0.089 0890 1.270 2.290 3050 0.056 0.075 0.115
0.0031 0.0047 0,0063 0.0079 | 0.0102| 0.0130 0.0025 0.0035 0.0350 0.0500 |0.0902 | 0.1201 0.0022 0.0030
0.090 0.130 0.180 0[230 0.300 |0.380 | 0.076 | 0.102 1.140 1520 2670 3430 0.056 0.075 0.125
0.0035 0.0051 0l0071 0.0091 | 0.0118| 0.0150 0.0080 0.0040 0.0449 0.0598 |0.1051 | 0.135Q0 0.0022 0.0030
0.100  0.1400.200| 0.260 0.340 0480 0076 0.114 [1.140 | 1.650 | 2.670| 4.060 0.061 0.090  0.150
0.0039 0.0055 0/0079 0.0102 | 0.0134| 0.0169 0.0030 0.0045 0.0449 0.0650 |0.1051 | 0.1598 0.0024 0.0035
0110 0.160 0.220 0[290 370 0470 | 0089 | 0.127| 1400 1900 3.050 4450 0.071 0.100  0.165
0.0043 0.0063 0/0087 0.0114 | 0.0146| 0.0185 0.0085 0.0050 0.0551 0.0748 [0.1201 | 0.1752 0.0028 0.0040
0120 0.180 0250 0320 0.410 (0520 | 0.102 | 0.140, 1520 2.030 3560 4/830 0076 0.115 0.180
0.0047 0.0071 0/0098 0.0126 | 0.0161| 0.0205 0.0040 0.0055 0.0598 0.0799 |0.1402 | 0.1902 0.0030 0.0045
0.140 0200 0.270 0/350 0.450 [0.570 | 0.114 | 0.152 1.780 2.290 4.060 5/330 0.089 0.115  0.200
0.0055 0.0079 0/0106 0.0138 | 0.0177| 0.0224 0.0045 0.0060 0.0701 0.0902 |0.1598 | 0.2098 0.0035 0.0045
0.150 0.220 0.300 0/390 0.490 [0.620 | 0.114 | 0.165 1.780 2540 4.060 5840 0.102 0.140  0.230
0.0059 0.0087 00118 [0.0154 | 0.0193) 0.0244 0.0045 0.0065 0/0701 0.1000 |0.1598| 0.2299 0.0040 0.0055
0170 0240 0330 0430 0540 [0.680 | 0.127 | 0.178) 1.900 2.670 4.450 6220 0.102 0.150  0.250
0.0067 0.0094 0.0130 [0.0169 | 0.0213 0.0268 0.0050 0.0070 0,0748 0.1051 | 0.1752| 0.2449 0.0040 0.0060
0.190 0270 0.360 0470 0590 [0.740 | 0.140 | 0.190/ 2.030 2790 4.830 6,600 0.114 0.165  0.280
0.0075 0.0106 0.0142 [0.0185 | 0.0232] 0.0291 0.0055 0.0075 00799 0.1098 | 0.1902| 0.2598 0.0045 0.0065
0210 0300 0400 0520 0.650 [0.820 | 0.152 | 0.203) 2290 3.050 5330 7110 0.127 0.190 0.330
0.0083 0.0118 0.0157 [0.0205 | 0.0256/ 0.0323 0.0060 0.0080 00902 [0.1201 | 0.2098| 0.2799 0.0050 0.0075
0230 0.330 0.440 0/570 0.720 |0.910 | 0.165| 0.216) 2540 3.300 5.840 7.620 0.152 0.230  0.360
0.0091 0.0130 0.0173 [0.0224 | 0.0283 0.0358 0.0065 0.0085 0/1000 0.1299 | 0.2299| 0.3000 0.0060 0.0090
0260 0.370 0.490 0/630 0.790 |1.000 | 0.178 | 0.229) 2670 3.4830 6.220 8000 0.165 0.270 0.410
0.0102 0.0146 0.0193 |0.0248 | 0.0311] 0.0394 0.0070 0.0090 0.1051 0.1350 | 0.2449| 0.3150 0.0065 0.0105
0.290 0.410 0540 0680 0.870 [1.100 | 0.203 | 0.254/ 3.050 3.810 7.110 8890 0.178 0.290  0.440
0.0114 0.0161 0.0213 |0.0268 | 0.0343 0.0433 0.0080 0.0100 0.1201 0.1500 | 0.2799| 0.3500 0.0070 0.0115
0.320 0.460 0.600 0760 0.980 [1.230 | 0.229 | 0279 3.430 4190 8000 9780 0.203 0.320 0.510
0.0126 0.0181 0.0236 [0.0299 | 0.0386 0.0484 0.0090 0.0110 0.1350 00E850| 0GIEBO 0.0125 0.0200
0350 0510 0.670 0/850 1.090 [1.360 | 0.254 | 0.305 3.810 4570 8890 10.670 0.203 0.370  0.550
0.0138 0.0201 0.0264 [0.0335 | 0.0429 0.0535 0.0100 0.0120 0/1500 0.1799 |0.3500| 0.4201 0.0080 0.0145
0390 0570 0750 0/960 1.220 [1.500 | 0.279 | 0.356| 4.190 5330 9.780 12450 0.229 0.390  0.610
0.0154 0.0224 0.0295 [0.0378 | 0.0480, 0.0591 0.0110 0.0140 0,1650 0.2098 | 0.3850| 0.4902 0.0090 0.0155
0440 0640 0840 1070 1.370 [1.690 | 0.305| 0.381 4570 5720 10/670 18.330 [0.252 0.460  0.690
0.0173 0.0252 0.0331 [0.0421 | 0.0539| 0.0665 0.0120 0.0150 0}1799 0.2252 | 0.4201| 0.5248 0.0100 0.0180
0490 0710 0.930 1,190 1520 [1.860 | 0.356| 0.432 5330 6.480 12/450 15.110 [0.279 0490  0.750
0.0193 0.0280 0.0366 |0.0469 | 0.0598 0.0732 0.0140 0.0170 0/2100 0.2551 | 0.4902| 0.5949 0.0110 0.0195
0530 0770 1.030 1300 [1.670 |2.050 | 0.400| 0.480 6.100 7.240 14.220 16.890 [0.280 0.550  0.810
0.0209 0.0303 0.0406 |0.0512 | 0.0657 0.0807 0.0160 0.0190 0/2400 0.2850 | 0.5600| 0.6650 0.0110 0.0215
0570 0880 1.120 1420 [1.830 |2.250 | 0430, 0500 6.480 7.620 15110 17.780 |0.330 0.610  0.910
0.0224 0.0327 0.0441 0.0559 0.0720| 0.0886 0.0170 0.0200 02550 0.3000 | 0.5950| 0.7000 0.0130 0.0240

TABLE 5. RADIAL INTERNAL CLEARANCE LIMITS — SPHERICAL ROLLER BEARINGS — TAPERED BORE

Note: Axial displacement values apply to solid steel shafts or hollow shafts with bore diameter less than half the shaft diameter. For shaft materials other than steel, or for
thin-walled shafts, please consult your Timken sales engineer.

@This displacement is valid for assembly of tapered bore bearings and is measured starting from a line-to-line t of the bearing bore to the tapered shaft.

@1:12 Taper used for 213, 222, 223, 230, 231, 232, 233, 238, 239 series. 1:30 Taper used for 240, 241, 242 series. For sleeve mounting, multiply axial displacement values by 1.1 for 1:

Taper or by 1.05 for 1:30 Taper. For questions on tapered shaft data, consult your Timken sales engineer.
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ENGINEERING

MOUNTING, FITTING, SETTING AND INSTALLATION

EXAMPLE #1 —
Calculating RIC Reduction Using a Spherical Roller Bearing with Tapered Bore

Place bearing in upright position and center the inner ring andUse table 5 (page 24) to determine Axial Displacement of Inner
rollers. Apply pressure to the inner ring and oscillate several Ring for RIC Reduction.
times to properly seat the rollers. Example: 22328KEJW33C3 140 mm bore (5.5118 in.)
22328KEJW33C3 is a 223 series which has a 1:12
Use a feeler gauge to measure the unmounted radial internal  tapered bore.
clearance (RIC) for both bearing rows. Axial Displacement of Inner Ring for RIC Reduction is
- RIC must be checked at the unloaded roller. 0.890 mm —1.270 mm (0.035 in. — 0.050 in.).

- Feeler gauge must cover the length of the roller.

- Unmounted RIC is the thickest gauge that will slide througfil@ce bearing on tapered shaft (or tapered sleeve) until line-to-
the gap between the roller and outer ring. line contact exists with the bearing bore.

- Unmounted RIC is then t
average reading for the
two rows.

Fig. 15. During mounting, th
RIC should be checked &
the unloaded roller.

Fig. 14. Measure RI
before installation.

Example: 22328KEJW33C3 140 mm bore (5.5118 in.)

RIC measurement is 0.178 mm (0.0070 in.) Use a locknut (or hydraulic nut) to apply installation force

and move the bearing up the shaft or tapered sleeve until the
mounted RIC reaches the desired range established in Step 5.

Use table 5 (page 24) to con rm that the measured unmounte&®uring mounting, RIC should be measured at unloaded roller.
RIC value is within speci cation. Example: 22328KEJW33C3 140 mm bore (5.5118 in.)

Example: 22328KEJW33C3 140 mm bore (5.5118 in.) Mounted RIC range is 0.089 mm —0.114 mm
RIC range is 0.160 mm — 0.200 mm (0.0063 in. — 0.0079 in.), {RH035 in. —0.0045 in.).
example’s measured RIC is 0.178 mm (0.007 in.) so it is within

speci ed range. Use table 5 (page 24) to evaluate mounted RIC against

Minimum Permissible RIC After Installation.

Use table 5 (page 24) to determine the Suggested Reduction Bkample: 22328KEJW33C3 140 mm bore (5.5118 in.)
RIC Due to Installation. The minimum permissible RIC after mounting would be

Example: 22328KEJW33C3 140 mm bore (5.5118 in.) 0.075 mm (0.0030 in.).
Suggested Reduction of RIC Due to installation is
0.064 mm — 0.089 mm (0.0025 in. — 0.0035 in.).

Use a locknut (or hydraulic nut) to apply installation force and

Determine the maximum and minimum RIC after mounting. move the bearing up the shaft or tapered sleeve until the axial
MAX RIC = actual unmounted RIC — maximum suggested displacement of the inner ring reaches the desired range.
reduction in RIC During mounting, the axial displacement of the inner ring

. should be measured.
MIN RIC = actual unmounted RIC — maximum suggested

reduction in RIC Example: 22328KEJW33C3 140 mm bore (5.5118 in.)
i Axial Displacement of Inner Ring for RIC Reduction is
Example: 22328KEJW33C3 140 mm bore (5.5118 in.) 0.890 mm — 1.270 mm (0.035 in. — 0.050 in.).

Max Mounted RIC: 0.178 mm — 0.064 mm = 0.114 mm
(0.0070 in. — 0.0025 in. = 0.0045 in.)

Min Mounted RIC: 0.178 mm — 0.089 mm = 0.089 mm
(0.0070 in. — 0.0035 in. = 0.0035 in.)

TIMKEN SPHERICAL ROLLER BEARING CAZ®0G



ENGINEERING

MOUNTING, FITTING, SETTING AND INSTALLATION

EXAMPLE #2 —
Calculating RIC Reduction Using a Spherical Roller Bearing with Cylindrical Bore

Gather general information required for tting practice review. Determine the shaft OD and housing bore

- Bearing Bore and OD Dimensions/Tolerances dimensions/tolerances.
- Bearing operating conditions (Load/Speed) - Using tables 9 and 10 (pages 32-37) determine the suggested
shaft diameter dimensions

- Using table 11 and 12 (pages 38-45) determine the suggested
housing bore dimension

Example: 22230EMW33

Shaft dimensions: p6 t selected

Shaft tolerance: +0.043 mm/+0.068 mm

Calculate bearing loading to bearing rating ratio by dividing the
expected radial load by the basic dynamic radial load rating
(BDLR) of the bearing.

Example: 22230EMW33
- Bore: 149.975 mm -150.00 mm (5.9045 in. — 5.9055 in.)
- OD: 269.965 mm — 270.00 mm (10.6285 in. — 10.6299 in.) . .
(+0.0017 in./+0.0027 in.)
- BDLR: 1000 KN (225,000 Ibf) .
) Shaft diameter: 150.043 mm — 150.068 mm
- Speed: 1,200 RPM,; rotating shaft (5.9072 in. — 5.9082 in.)
- Radial Loading: 90 KN (20,250 Ibf) Housing Dimensions: H8 t selected

- Lubrication: grease Housing tolerance: +0.000 mm/+0.081 mm
- Load/Bearing Rating Ratio: (+0.0000 in./+0.0032 in.)
90 KN/1000 KN (20,250 Ibf/225,000 Ibf) = 0.09 Housing diameter: 270.000 mm — 270.081 mm

P=0.09 (10.6299 in. — 10.6331 in.)

Determine which shaft and housing ts should be used.

- Using table 6 (page 30) determine the suggested ts for
the inner ring on the shaft.

- Using table 7 (page 31) determine the suggested ts for
the outer ring in the housing.

Example: 22230EMW33
Inner Ring/Shaft: 150 mm (5.9055 in.)

Calculate the resultant ts on the shaft and in the housing.

- Calculate the maximum and minimum interference t
on the shaft.

- Calculate the maximum and minimum interference t
in the housing.

- Note: Negative resultant ts are tight t interference.
- Note: Positive resultant ts are loose t interferences.

- Rotating inner ring Example: 22230EMW33

- Normal/light loads applied Shaft Fit:

-1SO - p6 suggested Max interference = min bore — max shaft OD 149.975 mm —
Outer Ring: 270 mm OD (10.6299 in.) 150.068 mm =-0.093 mm (tigl@R)

- Solid, one piece housing 5.9045 in. — 5.9082 in. = -0.0037 in. (tight t)

Min interference = max bore — min shaft OD 150.000 mm —
150.043 mm = -0.043 mm (tiglaR)
5.9055 in. — 5.9072 in. = -0.0017 in. (tight t)

Housing Fit:
Max interference = min housing bore — max bearing OD
270.000 mm — 270.000 mm = 0.000 mm@RBose)
10.6299 in. — 10.6299 in. = 0.0000 in. (loose)

Min interference = max housing bore — min bearing OD
270.081 mm — 269.965 mm = +0.116 mm@lRose)
10.6331 in. — 10.6285 in. = +0.0046 in. (loose)

- Normal/light loads applied
-1SO t - H8 suggested
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ENGINEERING

Calculate the RIC reduction due to ts.

- RIC reduction due to tight t on the shaft = approx.
80% of the t

- RIC reduction due to tight t on the housing = approx.

60% of the t
Example: 22230EMW33

MOUNTING, FITTING, SETTING AND INSTALLATION

Con rm RIC designation selection against operating speeds.

As a general rule of thumb, the RIC level is increased f
bearings operating at speeds that exceed 70% of thermal speed
rating (page 18).

Example: 22230EMW33C3
From page 74, thermal reference speed: 2,000 rpm

RIC reduction due to tight t on shaft:

Max RIC reduction: 0.80 x 0.093 mm = 0.074 mm
(0.80 x 0.0037 in. = 0.0030 in.)

Min RIC reduction: 0.080 x 0.043 mm = 0.034 mm
(0.80 x 0.0017 in. = 0.0014 in.)

RIC reduction is due to loose tin the housing.
No reduction in RIC is due to loose t.

2,000 rpm x 0.7 = 1,400 rpm
Current operating speed of application is 1,200 rpm.

Current C3 clearance designation appears to be acceptable.

Use table 4 (page 23) to determine the unmounted RIC.

Example: 22230EMW33
RIC designation is CO (normal)
Unmounted RIC: 0.110 mm — 0.170 mm (0.0043 in. — 0.0067 in.)

Calculate the mounted RIC.

- Calculate the max mounted RIC Max unmounted RIC — min
RIC t reduction

- Calculate the min mounted RIC Min unmounted RIC — max
RIC treduction

Example: 22230EMW33

Max mounted RIC: 0.170 mm — 0.034 mm = 0.136 mm
(0.0067 in. — 0.0014 in. = 0.0053 in.)

Min mounted: RIC 0.110 mm — 0.074 mm = 0.036 mm
(0.0043 in. — 0.0030 in. = 0.0013 in.)

Use table 4 (page 23) to evaluate the mounted RIC.

Example: 22230EMW33 (which has a CO RIC)
Min permissible RIC is 0.056 mm (0.0022 in.)

Since min mounted RIC is below min permissible level, CO t
selection needs to be reevaluated.

Review tting repeating steps 6-8 using C3 clearance levels.
Example: 22230EMW33C3
Unmounted RIC: 0.170 mm — 0.220 mm (0.0067 in. — 0.0087 in.)
Mounted RIC: 0.096 mm — 0.186 mm (0.0037 in. — 0.0073 in.)

Mounted RIC is greater than min permissible, so C3 t appears
to be acceptable.
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MOUNTING, FITTING, SETTING AND INSTALLATION

INSTALLATION

ENGINEERING

INSTALLING CYLINDRICAL BORE BEARINGS

When using a tight t inner ring, the method of assembly wiHeat expansion method

depend on whether the bearing has a cylindrical or tapered bore.

CLEANLINESS
Choose a clean environment, free from dust and moisture.

The installer should make every effort to ensure cleanliness
by use of protective screens and clean cloths.

PLAN THE WORK

Know your plans in advance and have the necessary tools
at hand. This reduces the amount of time for the job and
decreases the chance for dirt to get into the bearing.

INSPECTION AND PREPARATION

All component parts of the machine should be on hand and
thoroughly cleaned before proceeding.

Housings should be cleaned, including blowing out the
oil holes.

Do not use air hose on bearings.

If blind holes are used, insert a magnetic rod to remove
metal chips that might be lodged there during fabrication.
Shaft shoulders and spacer rings contacting the bearing
should be square with the shaft axis.

The shaft llet must be small enough to clear the radius of
the bearing.

On original installations, all component parts should

be checked against the detail speci cation prints for
dimensional accuracy. Shaft and housing should be
carefully checked for size and form (roundness, etc.).

SHAFT AND HOUSING FINISH

Shaft surfaces on which the bearing will be mounted must
be clean and free from nicks and burrs.

For applications with stationary housing and rotating shaft,

it is suggested that the bearing seat on the shaft be ground
to 1.6 um (65 pin.) Ra maximum.

If it is impractical to use a ground nish, a machined nish

of 3.2 um (125 pin.) Ra is acceptable in many cases, but the
amount of interference t should be slightly increased.
Housing bores should be nished to 3.2 pm (125 pin)

Ra maximum.

Note:Do not remove the bearing from its wrapping until you
are ready to mount it.

| [ .
) ~f— OIl
Bearing [l l .
- Bearing support
Bearing held _J block
from botto Flame burner
by screen

Fig. 16. Heat expansion method.
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Most applications require a tight interference ton
the shaft.

Mounting is simpli ed by heating the bearing to expand it
suf ciently to slide easily onto the shaft.

Two methods of heating are commonly used:
- Tank of heated oil.
- Induction heating.

The rst is accomplished by heating the bearing in a tank of
oil that has a high ash point.

The oil temperature should not be allowed to exceed 121° C
(250° F). A temperature of 93° C (200° F) is suf cient for
most applications.

The bearing should be heated for 20 or 30 minutes, or until it
is expanded suf ciently to slide onto the shaft easily.

The induction heating process can be used for
mounting bearings.

Induction heating is rapid. Care must be taken to prevent
bearing temperature from exceeding 93° C (200° F).

Trial runs with the unit and bearing are usually necessary to
obtain proper timing.

Thermal crayons melted at predetermined temperatures
can be used to check the bearing temperature.

While the bearing is hot, it should be positioned squarely
against the shoulder.

Lockwashers and locknuts or clamping plates are then
installed to hold the bearing against the shoulder of
the shaft.

As the bearing cools, the locknut or clamping plate should
be tightened.

In cases of outer ring rotation, where the outer ring is
a tight tin the housing, the housing member can be
expanded by heating.

The oil bath is shown in g. 16. The bearing should not be in
direct contact with the heat source.

The usual arrangement is to have a screen several inches
from the bottom of the tank. Small support blocks separate
the bearing from the screen.

It is important to keep the bearing away from any
localized high-heat source that may raise its temperature
excessively, resulting in ring hardness reduction.

Flame-type burners are commonly used. An automatic
device for temperature control is desirable.

If safety regulations prevent the use of an open heated oil
bath, a mixture of 15 percent soluble-oil water may be used.
This mixture may be heated to a maximum of 93° C (200° F)
without being ammable.
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MOUNTING, FITTING, SETTING AND INSTALLATION

Arbor press method Mounting tapered bore spherical roller bearings

An alternate method of mounting, generally used only on
smaller size bearings, is to press the bearing onto the shaft
or into the housing. This can be done by using an arbor
press and a mounting tube as shown in g. 17.

The tube should be made from soft steel with an inside
diameter slightly larger than the shaft.

The O.D. of the tube should not exceed the shaft
backing diameter.

The tube should be faced square at both ends. It should
be thoroughly clean inside
and out, and long enough

to clear the end of the shaft
after the bearing is mounted.

If the outer ring is being
pressed into the housing,
the O.D. of the mounting
tube should be slightly
smaller than the housing
bore. The I.D. should not
be less than the suggested
housing backing diameter in
the table of dimensions.

Coat the shaft with a light
machine oil to reduce the
force needed for a press t.

Carefully place the bearing
on the shaft, making sure it
is square with the shaft axis.

Apply steady pressure from I
the arbor ram to drive the
bearing rmly against

the shoulder.

Fig. 17. Arbor press method.

NOTE

Never attempt a press t on a shaft by applying pressure to the
outer ring or a press tin a housing by applying pressure
to the inner ring.

NOTE

Never use steam or hot water when cleaning the bearings
because these methods can create rust or corrosion.

NOTE

Never expose any surface of a bearing to the ame of a torch.

NOTE
Do not heat bearing beyond 149 C (300 F).

Use a feeler gage with the thinnest blade of 0.038 mm
(0.0015 inch).

Place the bearing in an upright position with the inner and
outer ring faces parallel.

Place thumbs on the inner ring bore and oscillate the inner
ring the distance of two or three roller spacings.

Position the individual roller assemblies so that a roller is at
the top of the inner ring on both sides of the bearing.

With the roller in the correct position, insert a thin blade of
the feeler gage between the roller and the outer ring.

Move the feeler gage carefully along the top roller between
the roller and outer ring raceway. Repeat this procedure
using thicker feeler gage blades until one is found that will
not go through.

The blade thickness that preceded the “no-go” blade is a
measure of RIC before installation.

Start the mounting procedure by lubricating the tapered
shaft with a light coat of machine oil.

Slide the bearing onto the shaft as far as it will go by hand.
As the locknut is tightened, the interference t builds up,
resulting in expansion of the inner ring.

Periodically measure to keep track of the reduction in RIC.
Continue the procedure until the proper amount of

reduction is obtained. Do not exceed suggested amount
of reduction.

As a nal check, make sure the remaining RIC equals or
exceeds the minimum mounted clearance shown in table 5.

During mounting, the RIC should be checked at the
unloaded roller. If this is at the bottom, make sure that the
roller is raised to seat rmly at the inboard position of the
inner ring.

When the suggested amount of RIC reduction has been
accomplished, the bearing is properly tted.

Complete the procedure by peening the lockwasher tang
into the locknut slot or securing the lockplate.

Fig. 18. Measure RIC before installation.
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SHAFT AND HOUSING FITS

SHAFT AND HOUSING FITS

SPHERICAL ROLLER BEARING SHAFT
AND HOUSING FITS

This chart is a guideline for specifying shaft and housing ts
related to particular operating conditions. Please contact your
Timken sales engineer for more information.

TABLE 6. RADIAL SPHERICAL ROLLER BEARING SHAFT FITS

Conditions Examples Shaft Diameter Tolerance S¥#nbol Remarks
mm
in.
The inner ring to be easily ) . See table 8 for See table 8 for
- Two-bearing shaft mechanism - s4 :
Stationary displaced on the shaft shaft size. shaft size.
inner ring load The inner ring not to be Wheel on non-rotating shaft . g6
- - All diameters
easily displaced on the shaft Tension pulleys and rope sheaves hé
over incl.
18 100 K6 In very accurate
Light and variable loads | Electrical apparatus, machine tools, o 70g7 3.9370 applications, k5 and m5
P 0.07C pumps, ventilators, industrial trucks are used instead of k6
100 200 mé and m6 respectively.
3.9370 7.8740
18 65 5
0.7087 |  2.5590 m
65 100 6
25590 |  3.9370 m
Applications in general, 100 140
Normal and heavy loads | electrical motors, turbines, pumps, 3.9370 55118 né
P > 0.07C combustion engines, 120 280
. 0.25C gear transmissions, . p6
. Rotgtmg woodworking machines 55118 11.023p
inner ring load 280 500
or indetlermilnate 11.0236 19.6850 ré
load direction
500 7
19.6850, andup r
18 65 6
0.7087 |  2.5590 m
65 100 6
2.5590 3.9370
Very heavy loads and Journal boxes for locomotives and 100 140 Bearings with greater
shock loads other heavy rail vehicles, 39370 55118 p6 clearance than normal
P >0.25C traction motors ’ ’ must be used.
140 200 6
5.5118 7.8740
200 500 7
7.8740 19.6850
BEARINGS WITH TAPERED BORE AND ADAPTER SLEEVE
L . . See tables for Reduction
All loads Applications in general All diameters of RIC on pages 19-20.

@For solid steel shaft. See tables on pages 32-37 for tolerance value.
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Conditions

SHAFT AND HOUSING FITS

TABLE 7. SPHERICAL ROLLER BEARING HOUSING FITS

Remarks

One-piece
bearing
housing

Split or
one-piece
bearing
housing

One-piece
bearing
housing

Rotating
outer ring
load

Indeterminate
load direction

Stationary
outer ring
load

Applications
requiring
particular
accuracy

Variable load direction

Heavy loads on bearings in
thin-walled housings

Normal and heavy loads
Light and variable loads

Heavy shock loads

Heavy and normal loads,
axial displacement of the
outer ring not required

Normal and light loads,
axial displacement of the
outer ring is desirable

Shock loads, temporarily
complete unloading

All loads

Normal and light loads, loads und
simple operating conditions

Heat supplied through the shaft

Very accurate running and
small de ections under
variable loads

Very accurate running under
light loads and
indeterminate load direction

Very accurate running,
axial displacement of
outer ring desirable

Examples Tolerance Symbol
Two-bearing eccentric
. P6
shaft mechanism
Supporting wheels in cranes, whee
) P7
hubs, crank bearings
Wheel hubs, crank bearings N7
Conveyor rollers, rope sheaves,
tension pulleys M7
Electrical traction motors
Electrical motors, pumps,
. . K7
crankshaft main bearings
Electrical motors, pumps,
crankshaft main bearings 17
Journal boxes for rail vehicles
Bearing applications in general,
; . ; H7
journal boxes for rail vehicles
er Line shaftings H8
Dryer cylinders G7
For main O.D. less than 125 mm M6
spindles 0.D. 125 to 250 mm
; . N6
in machine O.D. over 250 mm
P6
tools
Held bearings in high-speed K6
centrifugal force compressors
Floating bearings in high-speed 6
centrifugal force compressors

The outer ring is not
displaceable axially.

The outer ring is,
as a rule, not
displaceable axially.

The outer ring is, as a
rule, displaceable axially.

The outer ring is easily
displaced axially.

The outer ring is not
displaceable axially.

The outer ring is,
as arule, not
displaceable axially.

The outer ring is easily
displaced axially.

(MCast iron or steel housing. For tolerance values see tables on pages 38-45. For housings of light metal, tolerances generally are selected that give a slightly tighter t
than those given in the table.

s4 Fits

A centrifugal force load produces a rotating outer ring load an

TABLE 8. s4 FITS

See Dimensional Tables for Nominal Bore.

a stationary inner ring load, even though the inner ring rotate Bore VENEES (O NOTTE] Sl
. . . . . . . Shaft Diameter
This makes it desirable to t the outer ring tight in the housin Tolerancé i Fit
. . 1 X Over Incl. Max. Min.
(using a P6 t as shown in table 12), and the inner ring loose t
. . . ., mm mm mm mm mm mm
the shaft using an s4 t as listed in table 8. The standard Wi i, in. in. in. in. in.
bearing with oil grooves and oil holes can be used. 50.000 80.000 -0.015 -0.025 -0.036 0.010L
0.036L
The s4 t designation as referenced on this page is a special 1.9685 3.1496 -0.000 -0.0010 -0.0014 0.0004L
t tolerance developed by The Timken Company for centrifugal 5000 3006 5530 0,033 o c430'0014cL) -
force load applications. It DOES NOT conform to ISO standards ' ' ' 1 0043l
similarly published as s4 preferred shaft ts. 3.4196 4.7244 -0.0008 -0.0013 -0.0017 0.0005L
0.0017L
120.000  180.000 -0.025 -0.041 -0.053 0.015L
0.053L
47244  7.0866 -0.001( -0.0016 -0.0021 0.0006L
0.0021L
180.000  250.000 -0.030 -0.048 -0.064 0.018L
0.064L
7.0866  9.8425 -0.0012 -0.0019 -0.0025 0.0007L
0.0025L

@Tolerance range is from +0 to value listed.
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SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

SPHERICAL ROLLER BEARING SHAFT TOLERANCES

TABLE 9. SPHERICAL ROLLER BEARINGS — SHAFT TOLERANCES

Bearing Bore g6 h6 h5 i5
Nominal (Max.) Shaft Diameter . Shaft Diameter . Shaft Diameter . Shaft Diameter .
Tolerancé” ) Fit ) Fit ) Fit ) Fit
Over Incl. Max. Min. Max. Min. Max. Min. Max. Min.
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in. in. in. in. in. in. in.
0.012L 0.008L 0.005L 0.002L
3.000 6.000 -0.008 -0.004 -0.012 0.004T 0.000 -0.008 0.008T 0.000 -0.005 0.008T +0.003 -0.002 0.011T
0.1181 0.2362 -0.003 -0.0002 -0.0005 0.0005L  0.0000 -0.003 | 0.0003L  0.0000 -0.0002 0.0002L +0.0001 -0.0001 0.0001L
0.0001T]| 0.0003T 0.0003T 0.0004T
0.014L 0.009L 0.006L 0.002L
6.000 10.000 -0.008 -0.005 -0.014 0.003T 0.000 -0.009 0.008T 0.000 -0.006 0.008T +0.004 -0.002 0.012T
0.2362 0.3937 -0.003 -0.0002 -0.0006 0.0006L 0.0000 -0.0004 | 0.0004L 0.0000 -0.0002 0.0002L +0.0002 -0.0001 0.0001L
0.0001T]| 0.0003T 0.0003T -0.0005T
0.017L 0.011L 0.008L 0.003L
10.000 18.000 -0.008 -0.006 -0.017 0.002T 0.000 -0.011 0.008T 0.000 -0.008 0.008T +0.005 -0.003 0.013T
0.3937 0.7087 -0.003 -0.0002 -0.0007 0.0007L  0.0000 -0.0004 | 0.0004L 0.0000 -0.0003 0.0003L +0.0002 -0.0001 0.0001L
-0.0001T 0.0003T 0.0003T 0.0005T
0.020L 0.013L 0.004L
18.000 30.000 -0.010 -0.007 -0.020 0.003T 0.000 -0.013 0.010T +0.005 -0.004 0.015T
0.7087 1.1811 -0.0004 -0.0003 -0.0008 0.0008L  0.0000 -0.0005 | 0.0005L - +0.0002 -0.0002 0.0002L
0.0001T]| 0.0004T 0.0006T
0.025L 0.016L 0.005L
30.000 50.000 -0.012 -0.009 -0.025 0.003T 0.000 -0.016 0.012T +0.006 -0.005 0.018T
1.1811 1.9685 -0.0005 -0.0004 -0.0010 0.0010L  0.0000 -0.0006 | 0.0006L - +0.0002 -0.0002 0.0002L
0.0001T]| 0.0005T 0.0007T
0.029L 0.019L 0.007L
50.000 80.000 -0.015 -0.010 -0.029 0.005T 0.000 -0.019 0.015T +0.006 -0.007 0.021T
1.9685 3.1496 -0.0006 -0.0004 -0.0011 0.0011L  0.0000 -0.0007 | 0.0007L - +0.0002 -0.0003 0.0003L
0.0002T]| 0.0006T 0.0008T
0.034L 0.022L 0.009L
80.000 120.000 -0.020 -0.012 -0.034 0.008T 0.000 -0.022 0.020T +0.006 -0.009 0.026T
3.1496 4.7244 -0.0008 -0.0005 -0.0013 0.0013L  0.0000 -0.0009 | 0.0009L - +0.0002 -0.0004 0.0004L
0.0003T| 0.0008T 0.0010T
0.039L 0.025L 0.011L
120.000 180.000 -0.025 -0.014 -0.039 0.011T 0.000 -0.025 0.025T +0.007 -0.011 0.032T
4.7244 7.0866 -0.0010 -0.0006 -0.0015 0.0015L  0.0000 -0.0010 | 0.0010L - +0.0003 -0.0004 0.0004L
0.0004T]| 0.0010T 0.0013T
0.044T 0.029L 0.013L
180.000 200.000 -0.030 -0.015 -0.044 0.015T 0.000 -0.029 0.030T +0.007 -0.013 0.037T
7.0866 7.8740 -0.0012 -0.0006 -0.0017 0.0017L  0.0000 -0.0011 | 0.0011L - +0.0003 -0.0005 0.0005L
0.0006T]| 0.0012T 0.0015T
0.044T 0.029L 0.013L
200.000 225.000 -0.030 -0.015 -0.044 0.015T 0.000 -0.029 0.030T +0.007 -0.013 0.037T
7.8740 8.8583 -0.0012 -0.0006 -0.0017 0.0017L  0.0000 -0.0011 | 0.0011L - +0.0003 -0.0005 0.0005L
0.0006T]| 0.0012T 0.0015T
0.044T 0.029L 0.013L
225.000 250.000 -0.030 -0.015 -0.044 0.015T 0.000 -0.029 0.030T +0.007 -0.013 0.037T
8.8583 9.8425 -0.0012 -0.0006 -0.0017 0.0017L  0.0000 -0.0011 | 0.0011L - +0.0003 -0.0005 0.0005L
0.0006T]| 0.0012T 0.0015T
0.049L 0.032L 0.016L
250.000 280.000 -0.035 -0.017 -0.049 0.018T 0.000 -0.032 0.035T +0.007 -0.016 0.042T
9.8425 11.0236 -0.0014 -0.0007 -0.0019 0.0019L  0.0000 -0.0013 | 0.0013L - +0.0003 -0.0006 0.0006L
0.0007T]| 0.0014T 0.0017T

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing bore.
MTolerance range is from +0 to value listed.
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SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

i6 k5 \ k6 m5
Shaft Diameter Fit Shaft Diameter Fit ‘ Shaft Diameter Fit Shaft Diameter Fit
Max. Min. Max. Min. ‘ Max. Min. Max. Min.
mm mm mm mm mm mm mm mm mm mm mm
in. in. in. i in. in. in. in. i in. in.
0.002L 0.001"' 0.004T
+0.006 -0.002 0.014 +0.006 +0.001 q.Ol4I _ +0.009 +0.004 0.017T
+0.0002 -0.0001 0.000 +0.0002  +0.0000 @.OOOOT +0.0004 +0.0002 0.0002T
0.0005T] 0.000§T 0.0007T
0.002L 0.00lT 0.006T
+0.007 -0.002 0.015 +0.007 +0.001 q.Ol5I B +0.012 +0.006 0.020T
+0.0003 -0.0001 0.000 +0.0003  +0.0000 @.OOOOT +0.0005 +0.0002 0.0002T
0.0006T| 0.000QT 0.0008T
0.003L 0.00lT 0.007T
+0.008 -0.003 0.016 +0.009 +0.001 q.Ol7I B +0.015 +0.007 0.023T
+0.0003 -0.0001 0.00C +0.0004 +0.0000 @.OOOOT +0.0006 +0.0003 0.0003T
0.0006T| 0.0007[T 0.0009T
0.004L 0.00ZT 0.008T
+0.009 -0.004 0.019 +0.011 +0.002 q.OZlI B +0.017 +0.008 0.027T
+0.0004 -0.0002 0.000 +0.0004 +0.0001 @.0001T +0.0007 +0.0003 0.0003T
0.0008T| 0.0008T 0.0011T
0.005L 0.00ZT 0.002T 0.009T
+0.011 -0.005 0.023 +0.013 +0.002 q.025T +0.002 0.030T +0.020 +0.009 0.032T
+0.0004 -0.0002 0.000 +0.0005 +0.0001 @.0001T +0.0001L 0.0001T +0.0008 +0.0004 0.0004T
0.00085T 0.00lO'ﬂ 0.0012 0.00125T
0.007L 0.00ZT 0.002T 0.011T
+0.012 -0.007 0.027 +0.015 +0.002 q.OBOT +0.002 0.036T +0.024 +0.011 0.039T
+0.0005 -0.0003 0.000 +0.0006 +0.0001 @.0001T +0.0001L 0.0001T +0.0009 +0.0004 0.0004T
0.0011T 0.00laT 0.0014T 0.0015T
0.009L 0.00ST 0.00 0.013T
+0.013 -0.009 0.033 +0.018 +0.003 q.OBBT +0.003 0.045T +0.028 +0.013 0.048T
+0.0005 -0.0004 0.000 +0.0007 +0.0001 @.0001T +0.0001L 0.0001T +0.0011 +0.0005 0.0005T
0.0013T]| 0.00lﬁT 0.0018T 0.0019T
0.011L 0.00ST 0.00 0.015T
+0.014 -0.011 0.039 +0.021 +0.003 q.046T +0.003 0.053T +0.033 +0.015 0.058T
+0.0006 -0.0004 0.000 +0.0008 +0.0001 @.0001T +0.0001L 0.0001T +0.0013 +0.0006 0.0006T
0.0016T| 0.00lE%T 0.0021T 0.0023T
0.013L 0.004T 0.017T
+0.016 -0.013 0.046 +0.024 +0.004 q.054I B +0.037 +0.017 0.067T
+0.0006 -0.0005 0.000 +0.0009  +0.0002 @.OOOZT +0.0015 +0.0007 0.0007T
0.0018T| 0.0021T 0.0027T
0.013L 0.004T 0.017T
+0.016 -0.013 0.046 +0.024 +0.004 O‘.054I B +0.037 +0.017 0.067T
+0.0006  -0.0005 0.000 +0.0009  +0.0002 @.OOOZT +0.0015 +0.0007 0.0007T
0.0018T| 0.0021T 0.0027T
0.013L 0.004T 0.017T
+0.016 -0.013 0.046 +0.024 +0.004 O‘.054I B +0.037 +0.017 0.067T
+0.0006 -0.0005 0.000 +0.0009 +0.0002 @.OOOZT +0.0015 +0.0007 0.0007T
0.0018T| 0.0021T 0.0027T
0.016L 0.004T 0.020T
+0.016 -0.016 0.051 +0.027 +0.004 O‘.O6ZI B +0.043 +0.020 0.078T
+0.0006 -0.0006 0.000 +0.0011  +0.0002 @.OOOZT +0.0017 +0.0008 0.0008T
0.0020T| 0.002§T 0.0031T

Continued on next page.
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SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

Continued from previous page.

Bearing Bore g6 h6 ‘ h5 i5
Nominal (Max.) Shaft Diameter . Shaft Diameter . ‘ Shaft Diameter : Shaft Diameter .
Tolerancé) . Fit . Fit . Fit . Fit
Over Incl. Max. Min. Max. Min. ‘ Max. Min. Max. Min.
mm mm mm mm mm mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in. in. in. in. in. in.
0.049L 0.032L 0.016L
280.000 315000  -0.035 -0.017 -0.049 0.018T 0000 -0.032 | 0.035T +0.007  -0.016  0.042T
11.0236 124016  -0.0014  -0.0007 -0.0019 0.0019L 0.0000 -0.0013 0.0013L - +0.0003 -0.0006  0.0006L
0.0007T] 0.0014T 0.0017T
0.054L 0.0361. 0.018L
315.000 355.000  -0.040 -0.018 -0.054 0.022T 0000 -0.036 | 0.040T +0.007  -0.018  0.047T
12.4016 139764  -0.0016  -0.0007 -0.0021 0.0021L 0.0000 -0.0014 0.0014L N +0.0003 -0.0007  0.0007L
0.0009T 0.0016T 0.0019T
0.054L 0.036L 0.018L
355.000 400.000  -0.040 -0.018 -0.054 0.022T 0000 -0.036 | 0.040T +0.007  -0.018  0.047T
13.9764 157480  -0.0016  -0.0007 -0.0021 0.0021L 0.0000 -0.0014 0.0014L N +0.0003 -0.0007  0.0007L
0.0009T] 0.0016T 0.0019T
0.060L 0.040L 0.020L
400.000 450.000  -0.045 -0.020 -0.060 0.025T 0.000 -0.040 | 0.045T +0.007  -0.020  0.052T
157480 17.7165  -0.0018  -0.0008 -0.0024 0.0024L  0.0000 -0.001 0.0016L N +0.0003  -0.0008  0.0008L
0.0010T] 0.0018T 0.0021T
0.060L 0.040L 0.020L
450.000 500.000  -0.045 -0.020 -0.060 0.025T  0.000  -0.040 | 0.045T +0.007  -0.020  0.052T
17.7165 19.6850  -0.0018  -0.0008 -0.0024 0.0024L 0.0000 -0.0016 0.0016L B +0.0003  -0.0008  0.0008L
0.0010T] 0.0018T 0.0020T
0.066L 0.0441 0.022L
500.000 560.000  -0.050 -0.022 -0.066 0.028T  0.000  -0.044 | 0.050T +0.008  -0.022  0.058T
19.6850 22.0472  -0.0020  -0.0009 -0.0026 0.0026L 0.0000 -0.0017 0.0017L N 0.0003  -0.0009  0.0009L
0.0011T] 0.0020T 0.0023T
0.066L 0.044L 0.022L
560.000 630.000  -0.050 -0.022 -0.066 0.028T  0.000  -0.044 | 0.050T +0.008  -0.022  0.058T
220472 248032  -0.0020  -0.0009 -0.0026 0.0026L 0.0000 -0.0017 0.0017L - +0.0003 -0.0009  0.0009L
0.0011T] 0.0020T 0.0023T
0.074L 0.050L 0.025L
630.000 710.000  -0.075 -0.024 -0.074 0051T 0000 -0.050 | 0.075T +0.010 -0.025  0.085T
248032 27.9528  -0.0030  -0.0009 -0.0029 0.0029L 0.0000 -0.0020 0.0020L - +0.0004 -0.0010  0.0010L
0.0021T 0.0030T 0.0035T
0.074L 0.050L 0.025L
710.000 800.000  -0.075 -0.024 -0.074 0051T 0000 -0.050 | 0.075T +0.010 -0.025  0.085T
27.9528 314961  -0.0030  -0.0009 -0.0029 0.0029L 0.0000 -0.0020 0.0020L N +0.0004 -0.0010  0.0010L
0.0021T 0.0030T 0.0035T
0.082L 0.056L 0.028L
800.000 900.000  -0.100 -0.026 -0.082 0.074T 0000 -0.056 | 0.100T +0.012  -0.028  0.112T
314961 354331  -0.0039  -0.0010 0.0032 0.0032L 0.0000 -0.0022 0.0022L N +0.0005 -0.0011  0.0011L
0.0029T] 0.0039T 0.0044T
0.082L 0.056L 0.028L
900.000 1000.000  -0.100 -0.026  -0.082 0.074T  0.000 -0.056 | 0.100T +0.012  -0.028  0.112T
35.4331 39.3701  -0.0039  -0.0010 0.0032 0.0032L 0.0000 -0.0022 0.0022L B +0.0005 -0.0011 0.0011L
0.0029T] 0.0039T 0.0044T
0.094L 0.0661. 0.033L
1000.000 1120.000  -0.125 -0.028  -0.094 0.097T 0000 -0.066 | 0.125T +0.013  -0.033  0.138T
39.3701 44.0945  -0.0049  -0.0011 -0.0037 0.0037L 0.0000 -0.0026 0.0022L N +0.0005 -0.0013  0.0013L
0.0038T] 0.0039T 0.0054T
0.094L 0.0661L 0.033L
1120.000 1250.000  -0.125 -0.028 -0.094 0.097T 0000 -0.066 | 0.125T +0.013  -0.033  0.138T
440945 492126  -0.0049  -0.0011 -0.0037 0.0037L 0.0000 -0.0026 0.0022L N +0.0005 -0.0013  0.0013L
0.0038T| 0.0039T 0.0054T

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing bore.
(MTolerance range is from +0 to value listed.
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

i6 K5 \ k6 m5
Shaft Diameter Fit Shaft Diameter ‘ Shaft Diameter Fit Shaft Diameter Fit
Max. Min. Max. Min. ‘ Max. Min. Max. Min.
mm mm mm mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in. in. in. in.
0.016L 0.004T 0.020T
+0.016  -0.016  0.051T  +0.027  +0.004  0.062T +0.043  +0.020  0.078T
+0.0006 -0.0006 0.0006L +0.0011 +0.0002  0.0002T - - +0.0017  +0.0008  0.0008T
0.0020T] 0.0025T 0.0031T
0.018L 0.004T 0.021T
+0.018  -0.018  0.058T  +0.029  +0.046  0.069T +0.046  +0.021  0.086T
+0.0007 -0.0007 0.0007L +0.0011 +0.0002  0.0002T - - +0.0018  +0.0008  0.0008T
0.0023T| 0.0027T 0.0034T
0.018L 0.004T 0.021T
+0.018  -0.018  0.058T  +0.029  +0.004  0.069T +0.046  +0.021  0.086T
+0.0007 -0.0007 0.0007L +0.0011 +0.0002  0.0002T - - +0.0018  +0.0008  0.0008T
0.0023T 0.0027T 0.0034T
0.020L 0.005T 0.023T
+0.020  -0.020  0.065T  +0.032  +0.005  0.077T +0.050  +0.023  0.095T
+0.0008 -0.0008 0.0008L +0.0013 +0.0002  0.0002T - - +0.0020 +0.0009  0.0009T
0.0026T| 0.0031T 0.0037T
0.020L 0.005T 0.023T
+0.020 -0.020  0.065T +0.032  +0.005 0.077T +0.050  +0.023  0.095T
+0.0008 -0.0008 0.0008L +0.0013 +0.0002  0.0002T - - +0.0020 +0.0009  0.0009T
0.0026T| 0.0031T 0.0037T
0.022L 0.00T| 0.026T
+0.022  -0.022  0.072T +0.030  0.000  0,080T +0.056  +0.026  0.106T
+0.0009 -0.0009 0.0009L +0.0012  0.0000  0.0000T - - +0.0022  +0.0010  0.0010T
0.0029T] 0.0032T 0.0042T
0.022L 0.00T| 0.026T
+0.022  -0.022 0.072T +0.030  0.000  0,080T +0.056  +0.026  0.106T
+0.0009 -0.0009 0.0009L +0.0012  0.0000  0.0000T - - +0.0022 +0.0010  0.0010T
0.0029T| 0.0032T 0.0042T
0.025L 0.000T 0.030T
+0.025 -0.025 0.100T +0.035  0.000  0/110T +0.065  +0.030  0.140T
+0.0010 -0.0010 0.0010L +0.0014  0.0000  0.0000T - - +0.0026 +0.0012  0.0012T
0.0040T| 0.0044T 0.0056T
0.025L 0.000T 0.030T
+0.025  -0.025 0.100T +0.035  0.000  0/110T +0.065  +0.030  0.140T
+0.0010 -0.0010 0.0010L +0.0014  0.0000  0.0000T - - +0.0026 +0.0012  0.0012T
0.0040T| 0.0044T 0.0056T
0.028L 0.000T 0.034T
+0.025  -0.025 0.128T  +0.040  0.000  0/140T +0.074  +0.0030  0.174T
+0.0010 -0.0010 0.0011L +0.0016 0.0000  0.0000T - - +0.0029 +0.0012  0.0012T
0.0050L 0.0055T 0.0056T
0.028L 0.000T 0.034T
+0.028  -0.028  0.128T  +0.040  0.000  0,140T +0.074  +0.034  0.174T
+0.0011 -0.0011 0.0011L +0.0016 0.0000  0.0000T - - +0.0029 +0.0013  0.0013T
0.0050T| 0.0055T 0.0068T
0.033L 0.000T 0.040T
+0.028  -0.028  0.158T  +0.046  0.000  0,171T +0.086  +0.040  0.211T
+0.0011 -0.0011 0.0013L +0.0018  0.0000  0.0000T - - +0.0034 +0.0016 0.0016T
0.0062T] 0.0067T 0.0083T
0.033L 0.000T 0.040T
+0.033  -0.033 0.158T +0.046  0.000  0/171T +0.086  +0.040  0.211T
+0.0013 -0.0013 0.0013L +0.0018  0.0000  0.0000T - - +0.0034 +0.0016 0.0016T
0.0062T| 0.0067T 0.0083T
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

TABLE 10. SPHERICAL ROLLER BEARINGS — SHAFT TOLERANCES

Bearing Bore m6 né ‘ p6 6 r7
Nominal (Max.) Shaft Diameter Shaft Diameter ‘ Shaft Diameter Shaft Diameter Shaft Diameter
Tolerancé” . Fit . Fit . Fit . Fit ~ Fit
Over Incl. Max.  Min. Max.  Min. ‘ Max.  Min. Max.  Min. Max.  Min.
mm mm mm mm mm  mm mm mm  mm mm mm  mm mm mm  mm mm mm  mm

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in.

3.000 6.000 -0.008
0.1181 0.2362 -0.0003

6.000 10.000 -0.008
0.2362 0.3937 -0.0003

10.000 18.000 -0.008
0.3937 0.7087 -0.0003

18.000 30.000 -0.010
0.7087 1.1811 -0.0004

0.009T
30.000 50.000  -0.014  +0.025 +0.009 D.037T
11811 1.9685 -0.0006 +0.0010 +0.0004 0.0004T
0.0145T \

0.011T 0.020T

50.000 80.000  -0.015  +0.030 +0.011 D0.045T +0.039 +0.020 0.054T
1.9685 3.1496  -0.0006 +0.0012 +0.0004 0.0004T +0.0015 +0.0008 0.0008T
0.0018T 0.0021T

0.013T 0.023T 0.037T

80.000 120.000 -0.020  +0.035 +0.013 (0.055T +0.045 +0.023 0.065T +0.059 +0.037 0.079T
3.1496 4.7244  -0.0008 +0.0014 +0.0005 0.0005T +0.0018 +0.0009 0.0009T +0.0023 +0.0015 0.0015T
0.0022T 0.0026T 0.0031T

0.015T 0.027T 0.043T 0.065T

120.000 180.000 -0.02 +0.040 +0.015 |0.065T +0.052 +0.0?_7 0.077T +0.068 +0.043 0.093T +0.090 +0.065 0.115T

al

4.7244  7.0866 -0.0010 +0.0016 +0.0006 0.0006T +0.0020 +0.0b11 0.0011T +0.0027 [+0.0017 0.0017T +0.0035 +0.0026 0.0026T
0.0026T 0.00240T 0.0037T 0.0045T
0.0177 0.03iL 0.050T 0.077T

180.000 200.000 -0.030 +0.046 +0.017 |0.076T +0.060 +0.0$1 0.090T +0.079 +0.050 0.109T +0.106 +0.077 0.136T

7.0866 7.8740 -0.001 +0.0018 +0.0007 |0.0007T +0.0024 +0.0b12 0.0012L +0.0031 [+0.0020 0.0020T +0.0042 +0.0030 0.0030T

0.0030T 0.00:{6T 0.0043T 0.0054T

0.0177 0.031L 0.050T 0.080T 0.080T

200.000 225.000 -0.030 +0.046 +0.017 |0.076T +0.060 +0.0$1 0.090T +0.079 +0.050 0.109T +0.109 +0.080 0.139T +0.126 +0.080 0.15¢

7.8740 8.8583 -0.001 +0.0018 +0.0007 |0.0007T +0.0024 +0.0b12 0.0012L +0.0031 |+0.0020 0.0020T +0.0043 +0.0031 0.0031T +0.0050 +0.0031 O.
0.0030T 0.00jBT 0.0043T 0.0055T 0.0062T
0.0177 0.031L 0.050T 0.084T 0.084T

+0.046 +0.017 |0.076T +0.060 +0.0$l 0.090T +0.079 +0.050 0.109T +0.ll$ +0.084 0.143T +0.130 +0.084 0.16(

N

N

225.000 250.000 -0.03

o

8.8583 9.8425  -0.0012 +0.0018 +(QWDY7T +0.0024 +0.0012 0.0012L +0.0031 +0.0020 0.0020T +0.0044 +0.0033 0.0033T +0.0051 +0.0033 0.0033T
0.0030T 0.0036T 0.0043T 0.0056T 0.0063T
0.020T 0.034T 0.056T 0.094T 0.094T

250.000 280.000 -0.035 +0.052 +0.020 |0.087T +0.066 +0.0$4 0.101T +0.088 +0.056 0.123T +0.12$ +0.094 0.161T +0.146 +0.094 0.18]

9.8425 11.0236 -0.0014 +0.0020 +0.0008 [0.0008T +0.0026 +0.0013 0.0013T +0.0035 +0.0022 0.0022T +0.0050 +0.0037 0.0037T +0.0057 +0.0037 O.
0.0034T 0.0040T 0.0049T 0.0064T 0.0071T
0.020T 0.034T 0.056T 0.098T 0.098T

280.000 315.000 -0.035 +0.052 +0.020 |0.087T +0.066 +0.0$4 0.101T +0.088 +0.056 0.123T +0.13¢ +0.098 0.165T +0.150 +0.098 0.18¢
11.0236 12.4016 -0.0014 +0.0020 +0.0008 |0.0008T +0.0026 +0.d013 0.0013T +0.0035 [+0.0022 0.0022T +O.d051 +0.0039 0.0039T +0.0059 +0.0039 O.
0.0034T 0.0040T 0.0049T 0.¢JO65T 0.0073T

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing bore. Continued on next page.

MTolerance range is from +0 to value listed.
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ENGINEERING

SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

Continued from previous page.

Bearing Bore m6
Nominal (Max.) Shaft Diameter
Tolerancé&” Fit
Over Inc Max.  Min.
mm mm mm mm mm mm
in. in. in. in. in. in.
0.021T7
315.000 355.000 -0.040 +0.057 +0.021
12.4016 13.9764 -0.0016 +0.0022 +0.0008
0.0038
355.000 400.000 -0.040 _ _
13.9764 15.7480 -0.0016
400.000 450.000 -0.045 _ _
15.7480 17.7165 -0.0018
450.000 500.000 -0.045 _ B
17.7165 19.6850 -0.0018
500.000 560.000 -0.050
19.6850 22.0472  -0.0020
560.000 630.000 -0.050
22.0472 24.8032 -0.0020
630.000 710.000 -0.075
24.8032 27.9528 -0.0030
710.000 800.000 -0.075
27.9528 31.4961 -0.0030
800.000 900.000 -0.100 : 3
31.4961 35.4331 -0.0039
900.000 1000.000 -0.100
35.4331 39.3701  -0.0039
1000.000 1120.000 -0.125
39.3701 44.0945 —0.00#9
1120.000 1250.000 -0.125
44.0945 49.2126  -0.0049

né
Shaft Diameter
. Fit
Max. Min.
mm mm mm
in. in. in.
0.037

0.097T +0.073 +0.0
0.0008T +0.0029 +0.0
T 0.004;
0.037T]
+0.037
+0.0015
0.0045
0.040T
+0.040
+0.0016
0.0049
0.040T
+0.040
+0.0016
0.0049

+0.073
+0.0029

+0.080
+0.0031

+0.080
+0.0031

5T

T

T

T
+0.122

+0.0048

+0.122
+0.0048

+0.138
+0.0054

+0.138
+0.0054

+0.156
+0.0061

+0.156
+0.0061

+0.186
+0.0073

+0.186
+0.0073

0.0055T
0.062T

0.0055T
0.068T

0.0061T
0.068T

0.0061T
0.078T
+0.078 0.172T
+0.0031 0.0031T
0.0068T
0.078T
+0.078 0.172T
+0.0031 0.0031T
0.0068T
0.088T
+0.088  0.213T
+0.0035 0.0035T
0.0084T
0.088T
+0.088 0.213T
+0.0035 0.0035T
0.0084T
0.100T
+0.100 0.256T
+0.0039 0.0039T
0.0100T
0.100T
+0.100 0.256T
+0.0039 0.0039T
0.0100T
0.120T
+0.120 0.311T
+0.0047 0.0047T
0.0122T
0.1207
+0.120 0.311T
+0.0047 0.0047T
0.0122T

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing bore.
(MTolerance range is from +0 to value listed.

TIMKEN

p6 6 r7
Shaft Diameter ‘ Shaft Diameter ‘ Shaft Diameter
. Fit . Fit ~ Fit
Max. Min. ‘ Max. Min. ‘ Max. Min.
mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in.
T 0.062T 0.108T 0.108T

37 0.113T +0.098 +\0.062 0.138T +0.144l +0.108 0.184T +0.165 +0.10
015 0.0015T +0.0039 ‘+0.0024 0.0024T +0.d057 +0.0043 0.0043T +0.0065 +0

0.0073T
0.114T

0.0081T
0.114T

0.113T +0.098 +0.062 0.138T +0.150 +0.114 0.190T +0.171 +0.114
0.0015T +0.0039 +0.0024 0.0024T +0.0059 |+0.0045 0.0045T +0.0067 +0.004

0.0075T
0.126T

0.0083T
0.126T

0.125T +0.108 +0.068 0.153T +0.166 +40.126 0.211T +0.189 +0.126
0.0016T +0.0043 +0.0027 0.0027T +0.0065 |+0.0050 0.0050T +0.0074 +0.005

0.0092T
0.132T

0.0083T
0.132T

0.125T +0.108 +0.0$8 0.153T +0.172 #0.132 0.217T +0.195 +0.132
0.0016T +0.0043 +0.d027 0.0027T +0.0068‘+0.0052 0.0052T +0.0077 +0.005:

0.0086T 0.0095T
0.150T 0.150T

+0.194 +0.150 0.244T +0.220 +0.150 0.270T

+0.0076 +0.0059 | 0.0059T +0.0087 +0.0059 0.0059
0.0096T 0.0107T
0.155T 0.155T

+0.199 +0.155 0.249T +0.225 +0.155 0.275T

+0.0078 +0.0061|0.0061T +0.0089 +0.0061 0.0061
0.0098T 0.0109T
0.175T 0.175T

+0.225 +0.175 0.300T +0.255 +0.175 0.330T

+0.0089 +0.0069 | 0.0069T +0.0100 +0.0069 0.0069
0.0119T 0.0130T
0.185T 0.185T

+0.235 +0.185 0.310T +0.265 +0.185 0.340T

+0.0093 +0.0073|0.0073T +0.0104 +0.0073 0.0073
0.0123T 0.0134T
0.210T 0.210T

+0.266 +0.210 0.366T +0.300 0A4DZLO

+0.0105 +0.0083 |0.0083T +0.0118 +0.0083 0.0083
0.0144T 0.0157T
0.220T 0.220T

+0.276 +0.220 0.366T +0.0310 +0.220 0.410T

+0.0109 +0.0087 |0.0087T +0.0122 +0.0087 0.0087
0.0148T 0.0161T
0.250T 0.250T

+0.316 +0.250 0.441T +0.355 +0.250 0.480T

+0.0124 +0.0098 | 0.0098T +0.0140 +0.0098 0.0098
0.0173T 0.0189T
0.260T 0.260T

+0.326 +0.260 0.451T +0.365 +0.260 0.490T

+0.0128 +0.01020.0102T +0.0144 +0.0102 0.0102
0.0177T 0.0193T
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

SPHERICAL ROLLER BEARING HOUSING TOLERANCES

TABLE 11. SPHERICAL ROLLER BEARINGS — HOUSING TOLERANCES

Bearing O.D.
Nominal (Max.
( ) Tolerancé”
Over Incl.
mm mm mm
in. in. in.

10.000 18.000 -0.008
0.3937 0.7087 -0.0003
18.000 30.000 -0.009
0.7087 1.1811 -0.0035
30.000 50.000 -0.011
1.1811 1.9685 -0.00045
50.000 80.000 -0.013
1.9685 3.1496 -0.0005
80.000  120.000 -0.015
3.1496 4.7244 -0.0006
120.000 150.000 -0.01
4.7244 5.9055 -0.0007
150.000 180.000 -0.025
5.9055 7.0866 -0.0010
180.000 250.000 -0.03
7.0866 9.8425 -0.0012
250.000 315.000 -0.035
9.8425 12.4016 -0.0014
315.000 400.000 -0.04
12.4016 15.7480 -0.0016
400.000 500.000 -0.045
15.7480 19.6850 -0.0018
500.000 630.000 -0.05
19.6850 24.8032 -0.0020

F7 G7
Housing Bore Fit Housing Bore
Max. Min. Max. Min.
mm mm mm mm mm
in. in. in. in. in.
0.016L
+0.034  +0.016 0.042L  +0.024
+0.0013 +0.0006 0.0006L  +0.0009
0.0016L
0.020L
+0.041  +0.020 0.050L  +0.028
+0.0016 +0.0008 0.0008L  +0.0011
0.00195L
0.025L
+0.050 +0.025 0.061L  +0.034
+0.0020 +0.0010 .0010L  +0.0013
0.00245L
0.030L
+0.060 +0.030 0.073L  +0.040
+0.0024 +0.0012 0.0012L +0.0016
0.0029L
0.036L
+0.071 +0.036 0.086L +0.047
+0.0028 +0.0014 0.0014L +0.0019
0.0034L
0.043L
+0.083  +0.043 .101L  +0.054
+0.0033 +0.0017 0.0017L +0.0021
0.0040L
0.043L
+0.083  +0.043 .108L  +0.054
+0.0033 +0.0017 0.0017L +0.0021
0.0043L
0.050L
+0.096  +0.050 126L  +0.061
+0.0038 +0.0020 0.0020L  +0.0024
0.0050L
0.056L
+0.108  +0.056 .143L  +0.069
+0.0043 +0.0022 .0022L  +0.0027
0.0057L
0.063L
+0.119  +0.062 A59L  +0.075
+0.0047 +0.0024 0.0024L  +0.0030
0.0063L
0.068L
+0.131 +0.068 .176L +0.083
+0.0052 +0.0027 0.0027L  +0.0033
0.0070L
0.076L
+0.146  +0.076 J196L  +0.092
+0.0057 +0.0030 0.0030L +0.0036
0.0077U

H6 \
. Housing Bore ‘ H
Fit .
Max. Min. ‘
mm mm mm mm m
n. n. n. n.
0.006L 0.000L
+0.002 | 0032L +0.011  0.000
+0.0002 0.0002L  +0.0004  0.0000
0.0012L 0.0007L
0.007L 0.000L
+0.007 | 0037L  +0.013  0.000
+0.0003 0.0003L  +0.0005  0.0000
0.00145L 0.00085L
0.009L 0.000L
+0.009 | 0045L +0.016  0.000
+0.0004 0.0004L  +0.0006  0.0000
0.00175L 0.00105L
0.010L 0.000L
+0.010 | 0.053L  +0.019  0.000
+0.0004 0.0004L  +0.0007  0.0000
0.0021L 0.0012L
0.012L 0.000L
+0.012| 0.062L  +0.022  0.000
+0,0005 0.0005L  +0.0009  0.0000
0.0025L 0.0015L
0.014L 0.000L
+0.014| 0.072L +0.025  0.000
+0,0006 0.0006L  +0.0010  0.0000
0.0028L 0.0017L
0.014L 0.000L
+0.014| 0.079L  +0.025  0.000
+0.0006 0.0006L +0.0010  0.0000
0.0031L 0.0020L
0.015L 0.000L
+0.015| 0091L  +0.029  0.000
+0.0006 0.0006L +0.0011  0.0000
0.0036L 0.0023L
0.017L 0.000L
+0.17 | 0.104L  +0.032  0.000
+0.0007  0.0007L  +0.0013  0,0000
0.0041L 0.0027L
0.018L 0.000L
+0.018| 0.115L  +0.089  0.000
+0,0007 0.0007L  +0.0014  0/0000
0.0046L 0.0080L
0.020L 0.000L
+0.020| 0.128L  +0.097  0.000
+0,0008 0.0008L +0.0016  0/0000
0.0051L 0.0034L
0.022L 0.000L
+0.022| 0.142L +0.110  0.000
+0.0009 0.0009L +0.0017  0/0000
0.0056L 0.0087L

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing O.D.
(MTolerance range is from +0 to value listed.
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in.

H7
ousing Bore _
X Fit
Max. Min.
m mm mm
in. in.
0.000L
0.019L +0.018 0.000
0.0000L +0.0007  0.0000
0.0010L
0.000L
0.022L +0.021 0.000
0.0000L +0.0008 0.0000
0.00125L
0.000L
0.027L +0.025 0.000
0.0000L +0.0010  0.0000
0.00145L
0.000L
0.032L +0.030 0.000
0.0000L +0.0012 0.0000
0.0017L
0.000L
0.037L +0.035 0.000
0.0000L +0.0014  0.0000
0.0020L
0.000L
0.043L +0.040 0.000
0.0000L +0.0016  0.0000
0.0023L
0.000L
0.050L +0.040 0.000
0.0000L +0.0016  0.0000
0.0026L
0.000L
0.059L +0.046 0.000
0.0000L +0.0018 0.0000
0.0030L
0.000L
0.067L +0.052 0.000
0.0000L +0.0020  0.0000
0.0034L
0.000L
0.129L +0.057 0.000
0.0000L +0.0022  0.0000
0.0038L
0.000L
0.142L +0.063 0.000
0.0000L +0.0025  0.0000
0.0043L
0.000L
0.160L +0.070 0.000
0.0000L +0.0028  0.0000
0.0048L

0.026L
0.0000L

0.030L
0.0000L

0.036L
0.0000L

0.059L
0.0000L

0.050L
0.0000L

0.058L
0.0000L

0.065L
0.0000L

0.076L
0.0000L

0.087L
0.0000L

0.097L
0.0000L

0.108L
0.0000L

0.120L
0.0000L



ENGINEERING

SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

H8
Housing Bore )
. Fit
Max. Min.
mm mm mm
in. in. in.
0.000L

+0.027 0.000 0.035
+0.0011  0.0000  0.000

0.0014L
0.000L

+0.033 0.000 0.030
+0.0013  0.0000  0.000

0.00165
0.000L

+0.039 0.000 0.050
+0.0015 0.0000  0.000Q

0.00195
0.000L

+0.046 0.000 0.059
+0.0018  0.0000  0.000

0.0023L

+0.054 0.000 0.000
+0.054 0.000 0.069
+0.0021  0.0000  0.000

0.0027L
0.000L

+0.063 0.000 0.081
+0.0025  0.0000  0.000

0.0032L
0.000L
+0.063 0.000 0.088
+0.0025  0.0000  0.000
0.0035L
0.000L
+0.072 0.000 0.102
+0.0028  0.0000  0.000
0.0040L
0.000L
+0.081 0.000 0.116
+0.0032  0.0000  0.000
0.0046L
0.000L
+0.036 0.000 0.076
+0.035 0.0000  0.000
0.0051L
0.000L
+0.040 0.000 0.08
+0.0038  0.0000  0.000
0.0056L
0.000L
+0.044 0.000 0.094
+0.0043  0.0000  0.000

Min.

0.0063L

Max.
mm mm
in. in.
0.005T

-0.005  0l014L
-0.0002  0.0002T
0.0005L
0.005T
-0.005  0l017L
-0.0002  0.0002T
0.00065L
0.006T
-0.006  0l021L
-0.0002  0.0002T
0.00085L
0.006T
-0.006  0/026L
-0.0002  0.0002T
0.0010L
0.006T
-0.006  0/031L
-0.0002  0.0002T
0.0012L
0.007T
-0.007  0l036L
-0.0003  0.0003T
0.0014L
0.007T
-0.007  0l043L
-0.0003  0.0003T
0.0017L
0.007T
-0.007  0los2L
-0.0003  0.0003T
0.0021L
0.007T
-0.007  0los0L
-0.0003  0.0003T
0.0024L
0.007T
-0.007  0l069L
-0.0003  0.0003T
0.0027L
0.007T

-0.007  0/078L

-0.0003  0.0003T
0.0031L
0.022T

-0.007  0lo9sL

-0.0003  0.0003T
0.0035L

Housing Bore

|
Fit }

Max.
mm mm
in. in.
0.008T

-0.008 | 0.018L

-0.0003  0.0003T
0.0007L
0.009T

-0.009 | 0.021L

-0.0004  0.0004T
0.00085L
0.011T

-0.011 | 0.025L

-0.0004  0.0004T
0.00105L
0.012T

-0.012 | 0.031L

-0.0005  0.0005T
0.0012L
0.013T

-0.013 | 0.037L

-0.0005  0.0005T
0.0015L
0.014T

-0.014 | 0.044L

-0.0006  0.0006T
0.0017L
0.014T

-0.014 | 0.051L

-0.0006  0.0006T
0.0020L
0.016T

-0.016 | 0.060L

-0.0006  0.0006T
0.0024L
0.016T

-0.016 | 0.071L

-0.0006  0.0006T
0.0028L
0.018T

-0.018 | 0.079L

-0.0007  0.0007T
0.0031L
0.020T

-0.020 | 0.088L

-0.0008  0.0008T
0.0035L
0.022T

-0.022 | 0.098L

-0.0009  0.0009T
0.0039L

Housing Bore .
Fit

\ K7
‘ Housing Bore .
. Fit

‘ Max. Min.

mm mm mm

in. in. in.
0.009T 0.012T
0009  0.010L  +0.006 -0012  O.
-0.0004  0.0004T  +0.0002  -0.0005
0.0004L 0.0005L
0.011T 0.015T
-0.011  0011L  +0.006  -0.015  O.
-0.0004 0.0004T  +0.0002  -0.0006
0.00045L 0.00055L
0.013T 0.018T
-0.014  0.014L  +0.007  -0.018  O.
-0.0005  0.0005T  +0.0003  -0.0007
0.00055L 0.00065L
0.015T 0.021T
-0.015  0.017L  +0.009  -0.021  O.
-0.0006 0.0006T  +0.0004  -0.0008
0.0007L 0.0009L
0.018T 0.025T
-0.018  0019L  +0.010  -0.025  O.
-0.0007  0.0007T  +0.0004  -0.0010
0.0008L 0.0010L
0.021T 0.028T
0021  0022L  +0.012  -0.028  O.
-0.0008 0.0008T  +0.0005 -0.0011
0.0009L 0.0012L
0.021T 0.028T
-0.021  0.029L  +0.012  -0.033 0.
-0.0008  0.008T  +0.0005  -0.028
0.0012L 0.0015L
0.024T 0.033T
-0.024  0035L  +0.013 -0.0011 0.
-0.0009  0.0009T  +0.0005 -0.0013
0.0014L 0.0017L
0.027T 0.036T
-0.027  0.040L  +0.016 -0.036  O.
00011  0.0011T +0.0006 -0.0014
0.0016L 0.0020L
0.029T 0.040T
-0.029  0.047L  +0.017  -0.040  O.
-0.0011  0.0011T  +0.0007  -0.0016
0.0019L 0.0023L
0.032T 0.045T
-0.032  0053L  +0.018  -0.045 0.
-0.0013  0.0013T  +0.0007  -0.0018
0.0021L 0.0025L
0.044T 0.070T
-0.044  0.050L  0.000  -0.070 0.
-0.0017 0.0017T 0.0000  -0.0028
0.0020L 0.0020L

Continued on next page.
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

Continued from previous page.

Bearing O.D. F7 G7 H6 H7
Nominal (Max.) Housing Bore . Housing Bore . Housing Bore . Housing Bore .
Tolerancé” ) Fit . Fit . Fit . Fit
Over Incl. Max. Min. Max. Min. Max. Min. Max. Min.
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm
in. in. in. in. in. in. in. in. in. in. in. in. in. in. in.
0.080L 0.024L 0.000L 0.000L
630.000 800.000 -0.075 +0.160 +0.080 .235L +0.104 +0.024 0.179L +0.125 0.000 0.200L +0.080 0.000 0.155L
24,8032 31.4961 -0.0030 +0.0063 +0.0031 0.0031L +0.0041 +0.0009 0.0009L +0.0020 0)0000 0.0000L +0.0031 0.0000 0.0000L
0.0093L 0.0071L 0.0030L 0.0061L
0.086L 0.026L 0.000L 0.000L

800.000 1000.000 -0.100 +0.179 +0.086 0.276L +0.116 +0.026 0.216L +0.140 0.000 0.240L +0.090 0.000 0.190L
31.4961 39.3701 -0.0039 +0.0063 +0.0034 0.0034L +0.0046 +0.0010 0.0010L +0.0022 0/0000 0.0000L +0.0035 0.0000 0.0000L
0.0108L 0.0085L 0.0061L 0.0074L

0.098L 0.028L 0.000L 0.000L

1000.000 1250.000 -0.125 +0.203 +0.098 0.328L +0.133 +0.028 0.258L +0.165 0.000 0.290L +0.105 0.000 0.230L
39.3701 49.2126 -0.0049 +0.0080 +0.0039 0.0039L +0.0052 +0.0011 0.0011L +0.0026 0/0000  0.0000L +0.0041  0.0000 0.0000L
0.01291 0.0101L 0.0075L 0.0090L

0.110L 0.030L 0.000L 0.000L

1250.000 1600.000 -0.160 +0.155 +0.030 0.395L +0.155 +0.030 0.315L +0.195 0.000 0.355L +0.125 0.000 0.355L
49.2126  62.9921 -0.0063 +0.0093 +0.0043 0.0043L +0.0061 +0.0012 0.0012L +0.0031 0/0000 0.0000L +0.0049 0.0000 0.0000L
0.0156L 0.0124L 0.0094L 0.0112L

0.120L 0.032L 0.000L 0.000L

1600.000 2000.000 -0.200 +0.270 +0.120 0.470L +0.182 +0.032 0.382L +0.230 0.000 0.430L +0.150 0.000 0.350L
62.9921 78.7402 -0.0079 +0.0106 +0.0047 0.0047L +0.0072 +0.0013 0.0013L +0.0036 0/0000 0.0000L +0.0059 0.0000 0.0000L
0.01854 0.0151L 0.0115L 0.0138L

0.130L 0.034L 0.000L 0.000L

2000.000 2500.000 -0.250 +0.305 +0.0130 0.555L +0.209 +0.034 0.459L +0.280 0.000 0.530L +0.175 0.000 0.425L
78.7402  98.4252 -0.0098 0.0120 +0.0051 0.0051L +0.0082 +0.0018 0.0013L  +0.043 0.0000 0.0000L +0.0069 0.0000  0.0000L
0.0218L 0.0180L 0.0141L 0.0167L

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing O.D.
(MTolerance range is from +0 to value listed.
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

H8

Housing Bore

Max.

mm
in.

+0.050

+0.0049

+0.056
+0.0055

+0.066
+0.0065

+0.078
+0.0077

+0.092
+0.0091

+0.110
+0.0110

Min.
mm
in.

0.000

0.0000

0.000
0.0000

0.000
0.0000

0.000
0.0000

0.000
0.0000

0.000
0.0000

Fit
mm
in.
0.000L
0.125
0.000
0.0079L
0.000L
0.156
0.000
0.0094L
0.000L
0.191
0.000
0.0114L
0.000L
0.238
0.000
0.0104L
0.000L
0.292
0.000
0.0170L
0.000L
0.360
0.000
0.0208L

36 \ 37
Housing Bore Fit ‘ Housing Bore
Max. Min. ‘ Max. Min.
mm mm mm mm mm
n. n. n. n. n.

0.010T
+0.040  -0.010  0|115L  +0.056
+0.0016 -0.0004 0.0004T  +0.0022
0.0046L
0.010T
+0.046 0010  0/146L  +0.064
+0.0018 -0.0004 0.0004T  +0.0025
0.0057L
0.010T
+0.056  -0.010  0181L  +0.077
+0.0022  -0.0004  0.0004T  +0.0030
0.0071L
0.010T
+0.068  -0.010  0|228L  +0.095
+0.0027  -0.0004  0.0004T  +0.0037
0.0090L
0.110T
+0.082  -0.010  0\282L  +0.118
+0.0032  -0.0004 0.0004T  +0.0046
0.0111L
0.010T
+0.100 0010  0|350L  +0.141
+0.0039  -0.0004  0.0004T  +0.0056
0.0137L

K6
. Housing Bore
Fit i

Max. Min.
mm mm mm
n. n. n.
0.024T

-0.024 | 0.131L  0.000
-0.0009  0.0009T  0.0000
0.0052L
0.026T

-0.026 | 0.164L  0.000
-0.0010  0.0010T  0.0000
0.0064L
0.028T

-0.028 | 0.202L  0.000
-0.0011  0.0011T  0.0000
0.0079L
0.030T

-0.030 | 0.255L  0.000
-0.0012  0.0012T  0.0000
0.0100L
0.032T

-0.032 | 0318L  0.000
-0.0013  0.0013T  0.0000
0.0125L
0.034T

-0.034 | 0391L  0.000
-0.0013  0.0013T  0.0000
0.0154L

\ K7
. ‘ Housing Bore .
Fit X Fit
‘ Max. Min.

mm mm mm mm

n. n. n. n.

0.050T 0.080T
-0.050  0.075L  0.000  -0.080 0.
-0.0020 0.0020T 0.0000 -0.0031
0.0030L 0.0030L
0.056T 0.090T
-0.056  0.100L  0.000  -0.090 0.
-0.0022  0.0022T  0.0000  -0.0035
0.0039L 0.0039L
0.066T 0.105T
-0.066  0.125L  0.000  -0.105 0.
-0.0026  0.0026T  0.0000  -0.0041
0.0049L 0.0049L
0.078T 0.125T
-0.078  0.160L  0.000  -0.125 0.
-0.0031  0.0031T  0.0000  -0.0049
0.0063L 0.0063L
0.092T 0.150T
-0.092  0.200L  0.000  -0.150 0.
-0.0036  0.0036T  0.0000  -0.0059
0.0079L 0.0079L
0.110T 0.175T
01100  0250L  0.000 -0.175 0.
-0.0043  0.0043T  0.0000  -0.0069
0.0098L 0.0098L
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ENGINEERING
SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

TABLE 12. SPHERICAL ROLLER BEARINGS — HOUSING TOLERANCES

Bearing O.D.
Nominal (Max.)
Over Incl.
mm mm
in. in.
10.000 18.000
0.3937 0.7087
18.000 30.000
0.7087 1.1811
30.000 50.000
1.1811 1.9685
50.000 80.000
1.9685 3.1496
80.000 120.000
3.1496 4.7244
120.000 150.000
4.7244 5.9055
150.000 180.000
5.9055 7.0866
180.000 250.000
7.0866 9.8425
250.000 315.000
9.8425 12.4016
315.000 400.000
12.4016 15.7480
400.000 500.000
15.7480 19.6850
500.000 630.000
19.6850 24.8032

Toleranc&
mm

in.

-0.008
-0.0008

-0.009
-0.0035

-0.011
-0.0045

-0.013
-0.0005

-0.018
-0.0006

-0.018
-0.000¢7

-0.025
-0.0010

-0.030
-0.0012

-0.035
-0.0014

-0.040
-0.0016

-0.045
-0.0018

-0.050
-0.0020

M6 M7
Housing Bore Ei Housing Bore
Max. Min. it Max. Min.
mm mm mm mm
in. in. in. in.
0.015T
-0.004 -0.015 0.004L 0.000
-0.0002 -0.0006 0.0006T 0.0000
0.0001L
0.017T
-0.004 -0.017 0.005L 0.000
-0.0002 -0.0007 0.0007T 0.0000
0.00015L
0.020T
-0.004 -0.020 0.007L 0.000
-0.0002 -0.0008 0.0008T 0.0000
0.00025L
0.024T
-0.005 -0.024 0.008L 0.000
-0.0002 -0.0009 0.0009T 0.0000
0.0003L
0.028T
-0.006 -0.028 0.009L 0.000
-0.0002 -0.0011 0.0011T 0.0000
0.0004L
0.033T
-0.008 -0.033 0.010L 0.000
-0.0003 -0.0013 0.0013T 0.0000
0.0004L
0.033T
-0.008 -0.033 0.017L 0.000
-0.0003 -0.0013 0.0013T 0.0000
0.0007L
0.037T
-0.008 -0.037 0.022L 0.000
-0.0003 -0.0015 0.0015T 0.0000
0.0009L
0.041T
-0.009 -0.041 0.026L 0.000
-0.0004 -0.0016 0.0016T 0.0000
0.0010L
0.046T
-0.010 -0.046 0.030L 0.000
-0.0004 -0.0018 0.0018T 0.0000
0.0012L
0.050T
-0.010 -0.050 0.035L 0.000
-0.0004 -0.0020 0.0020T 0.0000
0.0014L
0.070T
-0.026 -0.070 0.024L -0.026
-0.0010 -0.0028 0.0028T -0.0010
0.0010L

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing O.D.
(MTolerance range is from +0 to value listed.
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Fit
mm
n.
0.018T
-0.018
-0.0007
0.0003L
0.021T
-0.021
-0.0008

0.0035L

0.025T
-0.025
-0.0010
0.00045
0.030T
-0.030
-0.0012
0.0005L
0.035T
-0.035
-0.0014
0.0006L
0.040T
-0.040
-0.0016
0.0007U
0.040T
-0.040
-0.0016
0.0010U
0.046T
-0.046
-0.0018
0.0012U
0.052T
-0.052
-0.0020

030014L

0.057T
-0.057
-0.0022
0.0016L
0.063T
-0.063
-0.0025
0.0018L
0.096T
-0.096
-0.0038

N6

Housing Bore

Max.

mm
in.

0.008L
0.0007T

0.009L
0.0008T

0.011L
0.0010T
L

0.013L

0.0012T

0.015L
0.0014T

0.018L
0.0016T

0.025L
0.0016T

0.030L
0.0018T

0.035L
0.0020T

0.040L
0.0022T

0.045L
0.0025T

0.024L
0.0038T

0.0010L

Min.
mm
in.

-0.009

-0.0004

-0.007
-0.0004

-0.012
-0.0005

-0.014
-0.0006

-0.016
-0.0006

-0.020
-0.0008

-0.020
-0.0008

-0.022
-0.0009

-0.025
-0.0010

-0.026
-0.0006

-0.027
-0.0011

-0.044
-0.0017

Fit
mm
in.
0.020T
-0.020
-0.0008
0.0001T
0.024T
-0.028
-0.0009
0.00005T
0.028T
-0.028
-0.0011
0.00005T
0.033T
-0.033
-0.0013
0.0001T
0.038T
-0.038
-0.0015
0.0000T
0.045T
-0.045
-0.0018
0.0001T
0.045T
-0.045
-0.0018
0.0002T
0.051T
-0.051
-0.0020
0.0003T
0.057T
-0.057
-0.0022
0.0004T
0.062T
-0.062
-0.0029
0.0006T
0.067T
-0.067
-0.0026
0.0007T
0.088T
-0.088
-0.0035
0.0003T

0.001T
0.0008T

0.002T
0.0009T

0.001T
0.0011T

0.001T
0.0013T

0.001T
0.0015T

0.002T
0.0018T

0.005T
0.0018T

0.008T
0.0020T

0.010T
0.0022T

0.014T
0.0024T

0.018T
0.0026T

0.006T
0.0035T



ENGINEERING

SHAFT AND HOUSING FITS

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

N7
Housing Bore
Max. Min.
mm mm
in. in.
-0.005 -0.023
-0.0002 -0.0009
-0.007 -0.028
-0.0003 -0.0011
-0.008 -0.033
-0.0003 -0.0013
-0.009 -0.039
-0.0004 -0.0015
-0.010 -0.045
-0.0004 -0.0018
-0.012 -0.052
-0.0005 -0.0020
-0.012 -0.052
-0.0005 -0.0020
-0.014 -0.060
-0.0006 -0.0024
-0.014 -0.066
-0.0006 -0.0026
-0.016 -0.073
-0.0006 -0.0029
-0.017 -0.080
-0.0007 -0.0031
-0.044 -0.114
-0.0017 -0.0045

Fit
mm
in.
0.023T
0.003L
0.0009
0.0001L
0.028T
0.002L
0.0011
0.00005L
0.033T
0.003L
0.0013
0.00015L
0.039T
0.004L
0.0015
0.0001L
0.045T
0.005L
0.0018
0.0002L
0.061T
0.018L
0.0020
0.0002L
0.052T
0.013L
0.0020
0.0005L
0.060T
0.016L
0.0024
0.0006L
0.066T
0.021L
0.0025
0.0008L
0.073T
0.024L
0.0029
0.0010L
0.080T
0.028L
0.0031
0.0011L
0.114T
0.006L
0.0045
0.0003L

P6
Housing Bore

Fit

Max. Min.

mm mm
in. in.

-0.015

-0.0006

-0.018
-0.0007

-0.021
-0.0008

-0.026
-0.0010

-0.030
-0.0012

-0.036
-0.0014

-0.036
-0.0014

-0.041
-0.0016

-0.047
-0.0019

-0.051
-0.0020

-0.055
-0.0022

-0.078
-0.0031

mm
in.
0.026T

-0.026 0.0

-0.0010 0.
0.0003T
0.031T

-0.031 0.0

-0.0012 0.
0.00035)
0.037T

-0.037 0.0

-0.0015 0.
0.00035
0.045T

-0.045 0.0

-0.0018 0.
0.0005T
0.052T

-0.052 0.0

-0.0020 0.
0.0006T
0.061T

-0.061 0.0

-0.0024 0.
0.0007T
0.061T

-0.061 0.0

-0.0024 0.
0.0004T
0.070T

-0.070 0.0

-0.0028 0.
0.0004T
0.079T

-0.079 0.0

-0.0031 0.
0.0005T
0.087T

-0.087 0.0

-0.0034 0.
0.0004T
0.095T

-0.095 0.0

-0.0037 0.
0.0004T
0.122T

-0.122 0.0

-0.0048 0.
0.0011T

Housing Bore
Max.

mm
in.

07T
0010T

09T
0012T
T

10T
0015T
T

13T
0018T

15T
0020T

18T
0024T

11T
0024T

11T
0028T

12T
0031T

11T
0034T

10T
0037T

28T
0048T

-0.011
-0.0004

-0.014
-0.0006

-0.017
-0.0007

-0.021
-0.0008

-0.024
-0.0009

-0.028
-0.0011

-0.028
-0.0011

-0.033
-0.0013

-0.036
-0.0014

-0.041
-0.0016

-0.045
-0.0018

-0.078
-0.0031

P7
X Fit
Min.
mm mm
in. in.
0.029T
0.003T
0.0011T

-0.029
-0.0011
0.0001T
0.035T
-0.035 0.005T
-0.0014 0.0014T
0.0025T
0.042T
-0.042 0.006T
-0.0017 0.0017T
0.0025T
0.051T
0.008T
0.0020T

-0.051
-0.0020
0.0003T
0.059T
0.009T
0.0023T

-0.059
-0.0023
0.0003T
0.068T
0.010T
0.0027T

-0.068
-0.0027
0.0004T
0.068T
0.003T
0.0027T

-0.068
-0.0027
0.0001T
0.079T
0.003T
0.0031T

-0.079
-0.0031
0.0001T
0.088T
0.001T
0.0035T

-0.088
-0.0035
0.0000T
0.098T
0.001T
0.0039T

-0.098
-0.0039
0.0000T
0.108T
0.000T
0.0043T

-0.108
-0.0043
0.0000T
0.148T
0.028T
0.0058T

-0.148
-0.0058
0.0011T

Continued on next page.

TIMKEN SPHERICAL ROLLER BEARING CABK30G



ENGINEERING
SHAFT AND HOUSING FITS

Continued from previous page.

These charts are guidelines for specifying shaft and housing ts related to particular operating conditions found in table 6 on page 30.

Bearing O.D.
Nominal (Max.
( ) Toleranc&
Over Incl.
mm mm mm
in. in. in.
630.000 800.000 -0.075
24.8032 31.4961 -0.0030
800.000 1000.000 -0.100
31.4961 39.3701 -0.0039
1000.000 1250.000 -0.125
39.3701 49.2126 -0.0049
1250.000 1600.000 -0.160
49.2126 62.9921 -0.0063
1600.000 2000.000 -0.200
62.9921 78.7402 -0.0079
2000.000 2500.000 -0.250
78.7402 98.4252 -0.0098

Housing Bore

Min.
mm mm mm
in. in. in.

Max.

mm
in.

-0.030

-0.0012

-0.034
-0.0013

-0.040
-0.0016

-0.048
-0.0019

-0.058
-0.0023

-0.068
-0.0027

M6

Fit

0.080T
-0.080 0.045L
-0.0031 0.0031T
0.0018L
0.090T
-0.090 0.066L
-0.0035 0.0035T
0.0026L
0.106T
-0.106 0.085L
-0.0042 0.0042T
0.0033L
0.126T
-0.126 0.112L
-0.0050 0.0050T
0.0044L
0.150T
-0.150 0,142L
-0.0059 0.0059T
0.0056L
0.178T
-0.178 0,182L
-0.0070 0.0070T
0.0071L

Max.

M7

Housing Bore
Min.

mm

in.
-0.030

-0.0012

-0.034
-0.0013

-0.040
-0.0016

-0.048
-0.0019

-0.058
-0.0023

-0.068
-0.0027

NOTE: Tolerance and shaft diameters are shown in the table as variances from nominal bearing O.D.
(MTolerance range is from +0 to value listed.
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Fit
mm
in.
0.110T
-0.110
-0.0043
0.0018L
0.124T
-0.124
-0.0049
0.0026L
0.145T
-0.145
-0.0057
0.0033L
0.173T
-0.173
-0.0068
0.0044L
0.208T
-0.208
-0.0082
0.0056L
0.243
-0.243
-0.0096
0.0071L

Housing Bore
Max.

mm
in.

0.045L

0.0043T

0.066L
0.0049T

0.085L
0.0057T

0.112L
0.0068T

0.142L
0.0082T

0.182L
0.0096T

N6
. Fit
Min.
mm mm
in. in.
0.100T
-0.050 -0.100
-0.0020 -0.0039
0.0010T
0.112T
-0.056 -0.112
-0.0022 -0.0044
0.0017T
0.132T
-0.066 -0.132
-0.0026 -0.0052
0.0023T
0.156T
-0.078 -0.156
-0.0031 -0.0061
0.0032T
0.184T
-0.092 -0.184
-0.0036 -0.0072
0.0043T
0.285T
-0.110 -0.220
-0.0043 -0.0087
0.055T

0.025T
0.0039T

0.044T
0.0044T

0.059T
0.0052T

0.082T
0.0061T

0.108T
0.0072T

0.140T
0.112T



ENGINEERING

These charts are guidelines for specifying shaft and housing

N7

Housing Bore

Max.

mm
in.

-0.050

-0.0020

-0.056
-0.0022

-0.066
-0.0026

-0.078
-0.0031

-0.092
-0.0036

-0.110
-0.0043

Min.
mm
in.

-0.130

-0.0051

-0.146
-0.0057

-0.171
-0.0067

-0.203
-0.0080

-0.242
-0.0095

-0.285
-0.0112

Fit
mm
in.
0.130T
0.025L
00051
0.0010L
0.146T
0.044L
0.0057T
0.0017L
0.171T
0.059L
0.0067T
0.0023L
0.203T
0.082L
0.0080T
0.0023L
0.242T
0.108L
0.0095T
0.0043L
0.285T
0.140L
0.0112T
0.0055L

P6
Housing Bore
Max. Min.
mm mm
in. in.
-0.088 -0.138
-0.0035 -0.0054
-0.100 -0.156
-0.0039 -0.0061
-0.120 -0.186
-0.0047 -0.0073
-0.140 -0.218
-0.0055 -0.0086
-0.170 -0.262
-0.0067 -0.0103
-0.195 -0.305
-0.0077 -0.0120

SHAFT AND HOUSING FITS

ts related to particular operating conditions found in table 6 on page 30.

P7
. Housing Bore .
Fit X Fit
Max. Min.
mm mm mm mm
in. in. in. in.
0.138T 0.168T
0.013T -0.088 -0.168 0.013T
0.0054T -0.0035 -0.0066 0.0066T
0.0005T 0.0005T
0.156T 0.190T
0.000T -0.100 -0.190 0.000T
0.0061T -0.0039 -0.0075 0.0075T
0.0000T 0.0000T
0.186T 0.225T
0.005L -0.120 -0.225 0.005T
0.0073T -0.0047 -0.0089 0.0089T
0.0002L 0.0002T
0.218T 0.265T
0.020L -0.140 -0.265 0.020L
0.0086T -0.0055 -0.0104 0.0104T
0.0008L 0.0008L
0.262T 0.320T
0.030L -0.170 -0.320 0.030L
0.0103T -0.0067 -0.0126 0.0126T
0.0012U 0.0012L
0.305T 0.370T
0.055L -0.195 -0.370 0.055L
0.0120T -0.0077 -0.0146 0.0146T
0.0021L 0.0021L
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OPERATING TEMPERATURES

OPERATING TEMPERATURES

Bearings operate in a wide range of applications andOperating temperature affects lubricant film thickness and
environments. In most cases, bearing operating temperature getting, both of which directly in uence bearing life. Extremely
not an issue. Some applications, however, operate at extrentégh temperatures can resultin areduced Im thickness that can
speeds or in extreme temperature environments. In these casdead to asperity contact between contacting surfaces.

care must be taken not to exceed the temperature limits %perating temperature also can affect performance of cages,

the bearing. Minimum temperature limits are primarily basedg 45 and shields, which in turn can affect bearing performance.

on lubricant capability. Maximum temperature limits are mosfaieriais for these components and their operating temperature
often based on material and/or lubricant constraints, but alspanges are shown in table 15

may be based on accuracy requirements of the equipment that
the bearings are built into. These constraints/limitations are

discussed below. LUBRICATION LIMITATIONS
BEARING MATERIAL LIMITATIONS Starting torque in grease-lubricated applications typically

increases signi cantly at cold temperatures. Starting torque is
Standard bearing steels with a standard heat treatment cannatot primarily a function of the consistency or channel properties
maintain a minimum hardness of 58 HRC much above 1205fGhe grease. Most often, it is a function of the rheological
(250° F). properties of the grease.

Dimensional stability of Timken bearings is managed through tAde high-temperature limit for greases is generally a function of
proper selection of an appropriate heat-treat process. Standarthe thermal and oxidation stability of the base oil in the grease
spherical roller bearings are dimensionally stabilized up to 200°a@d the effectiveness of the oxidation inhibitors.

(392° F). Upor?.reques_t, these bearings can be"ordered tf) high&le the Lubrication section on page 51 for more information on
levels of stability as listed below. These desigmat are in lubrication limitations.

agreement with DIN Standard 623. EQUIPMENT REQU|REMENTS

TABLE 13.
. : ; The equipment designer must evaluate the effects of temperature
Stability ‘ Maximum Operating Temperature . . . ..
Designation | © | = on the performance of the equipment being designed. Precision
S0 | 150 | 302 machine tool spindles, for example, can be very sensitive to thermal
s1 ‘ 200 ‘ 392 expansions. For some spindles, it is important that the temperature
S2 \ 250 \ 482 rise over ambient be held to 20° C to 35° C (36° F to 45° F).
S3 300 572 . . . . .
| | Most industrial equipment can operate at considerably higher
sS4 \ 350 \ 662

temperatures. Thermal ratings on gear drives, for example, are
With dimensionally stabilized product, there still may bdased on 93° C (200° F). Equipment such as gas turbines operates
some changes in dimensions during service as a result aontinuously at temperatures above 100° C (212° F). Running at
microstructural transformations. These transformations includéigh temperatures for extended periods of time, however, may
the continued tempering of martensite and decompositioaffect shaft and housing ts, if the shaft and housing are not
of retained austenite. The magnitude of change depends anachined and heat-treated properly.

the ope.r’?lting temperature, the time at temperature and thﬁlthough bearings can operate satisfactorily up to 120° C (250° F),
composition and heat-treatment of the steel. an upper temperature limit of 80° C to 95° C (176° F to 203° F) is
Temperatures exceeding the limits shown in table 13 requimaore practical. Higher operating temperatures increase the risk
special high-temperature steel. Consult your Timken salesf damage from transient temperature spikes. Prototype testing of
engineer for availability of speci ¢ part numbers for non-standardhe application can help de ne the operating temperature range
heat stability or high-temperature steel grades. and should be conducted, if possible. It is the responsibility of

Suggested materials for use in balls, rings and rollers at variodid€ €auipment designer to weigh all relevant factors and make
operating temperatures are listed in table 14. Also Iisteﬂje nal determination of satisfactory operating temperature.
are chemical composition recommendations, hardness

recommendations and dimensional stability information.
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Tables 14 and 15 provide standard operating temperatures fare available on request. Contact your Timken sales engineer

ENGINEERING
OPERATING TEMPERATURES

common bearing component materials. They should be used fimr more information.
reference purposes only. Other bearing component materials

Material

Low-alloy
carbon-
chromium
bearing steels.
52100 and others
per ASTM A295

Low-alloy
carbon-
chromium
bearing steels.
52100 and others
per ASTM A295

Deep-hardening
steels for heavy
sections per
ASTM A485

Carburizing
steels per ASTM
A534

TABLE 14. OPERATING TEMPERATURES FOR BEARING COMPONENT MATERIALS

Approximate

Chemical Analysis %

1C
0.5-1.5Cr
0.35Mn

1C
0.5-1.5Cr
0.35Mn

1C
1-1.8Cr
1-1.5Mn .06Si

Temp. Hardness

N

70

70
350
450

70
450
600

a) low alloy 4118, Ni-Moly: 0.2C, 0.4-2.0Mn, 70
8X19, 5019, 86200.3-0.8Cr, 0-2.0Ni, 0-0.3Mo

(Ni-Moly grades)
b) high nickel
3310

Corrosion-
resistant 440C
stainless steel
per ASTM A756

Corrosion-
resistant 440C
stainless steel
per ASTM A756

M-50
medium
high speed

.0.1C, 1.5Cr, 0.4Mn, 3.5Ni

1C 18Cr

1C 18Cr

4Cr 4Mo
1V 0.8C

70

70
450
600

70
450
600

HRC

60

58
56
54

58
55
52

58

58

58
55
52

60
59
57

-73C

STANDARD DIMENSIONAL
STABILIZATION
<0.0001 in./in dimensional change in
2500 hours at 100° C (A)2°
Good oxidation resistance.

Heat stabilized per FS136, <0.0001in./in dimensional
change in 2500 hours at 149° C (300° F). When given a stabilizing
heat treatment, A295 steel is suitable for many applications
in the 177°-232° C (350-450° F) range; however, it is not as
dimensionally stable as it is at temperatures below
177° C (350° F). If utmost stability is required, use materials
in the 316° C (600° F) group below.

As heat-treated and tempered, it is stabilized, <0.0001 in./in
dimensional change in 2500 hours at 149° C (300° F).

Nickel-Moly grades of steel
frequently used to achieve
extra ductility in inner rings for
locking device bearings.
3311 and others used for
extra-thick-section rings.

Excellent corrosion resistance.

As heat stabilized for maximum hardness at high temperatures (FS238).
Good oxidation resistance at higher temperatures. Note load capacity
drops off more rapidly at higher temperatures than M50 shown below,
which should be considered if loads are high,
<0.0001 in./in dimensional change in 1200 hours.

Suggested where stable high hardness at elevated temperature is required,
<0.0001 in./in dimensional change in 1200 hours at 316° C (600° F).

Note: Dimensional stability data shown above is the permanent metallurgical growth and/or shrinkage only. Thermal expansion effects are not included.
For operating temperatures above 427° C (800° F), consult your Timken sales engineer.
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TABLE 15. OPERATING TEMPERATURES FOR CAGES, SHIELDS AND SEALS

CAGES
Molded 6/6 nylon (PRB)
Molded 6/6 berglass

reinforced nylon (PRC)

Phenolic resin laminate
Low-carbon pressed steel
Pressed stainless steel
Machined bronze
Machined iron-silicon bronze
Machined steel

SHIELDS
Low-carbon steel
Stainless steel
Nylon

SEALS
Buna N
Polyacrylic
Fluoroelastomer
Stabilized TFE uorocarb®h
TFE uorocarbo® (with glass fabric)

(Limited life above these temperatures.
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HEAT GENERATION AND DISSIPATION

HEAT GENERATION AND DISSIPATIONAT DISSIPATION

Bearing operating temperature is dependent upon a numbdrhe problem of determining the heat ow from a bearing in
of factors, including heat generation of all contributing hea@ Speci ¢ application is rather complex. In general, it can be
sources, heat ow rate between sources and the ability ofsaid that factors affecting the rate of heat dissipation include
the system to dissipate the heat. Heat sourcesudeclsuch  the following:

things as bearings, seals, gears, clutches and oil supply. Heht Temperature gradient from the bearing to the housing.
dissipation is affected by many factors, including shaft and This is affected by size con guration of the house and any
housing materials and designs, lubricant circulation and external external cooling such as fans, water cooling or fan action of

. . . the rotating components.
environmental conditions. These and other factors are discussed . .
. . . 2. Temperature gradient from the bearing to the shaft. Any
in the following sections.

other heat sources, such as gears and additional bearings
and their proximity to the bearing considered, will in uence

HEAT GENERATION the temperature of the shaft.

Under normal operating conditions, most of the torque and hedt The heat carried away by a circulating oil system.

generated by the bearing is caused by the elastohydrodynamig, \yhat extent nos. 1 and 2 can be controlled will depend on

losses at the roller/ring contacts. the application. The heat-dissipation modes include conduction

Heat generation is the product of bearing torque and speedhrough the system, convection along the inside and outside
The following equation is used to calculate the heat generatediurfaces of the system, as well as radiation exchange to and
Qen = kN'M from neighboring structures. In many applications, overall heat
dissipation can be divided into two categories — heat removed by

If the bearing is a spherical roller bearing, the torque calcuIation%'rCUIatmg oil and heat removed through the structure.

are given in the subsequent sections.
Heat dissipation by circulating oil

The amount of heat removed by the lubricant can be controlled
more easily. In a splash lubrication system, cooling coils may be
used to control the bulk oil temperature.

The amount of heat carried away in a circulating oil system by
the lubricant can be approximated from the following equations.

Qi = IsQ,ﬁf(»,- >?)

Where:
k

1.67 x B@or Q;in W
1.67 x 2@or Qu in Btu/min

If the circulating lubricant is petroleum oil, the heat removed is
further approximated by the following:

Qi = kf (>b - »)
The following factors apply to the heat generation and dissipation
equations listed on this page.

Where:
k = 28 for Qin W when f in L/min anslin °C
= 0.42 forgdn Btu/min when fin U.S. pt/min
and»in °F
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TORQUE

TORQUE

RUNN | NG TORQU E_M TABLE 16. COEFFICIENTS FOR THE TORQUE EQUATION
. . ) o Bearing T Dimension f §
The rotational resistance of a rolling bearing is dependent on loa earing 1ype Series o 1
speed, lubrication conditions and bearing internal characteristics. 30 4.5 0.00017
, . N . 39 45 0.00017
The following formulas yield approximations to values of bearing 40 6.5 0.00027
running torque. The formulas apply to bearings lubricated by oil. 31 5.5 0.00027
F . . Lo . Spherical roller bearings i '
or bearings lubricated by grease or oil mist, torque is usually 41 7 0.00049
lower, although for grease lubrication this depends on amount 22 4 0.00019
and consistency of the grease. The formulas also assume the 32 6 0.00036
23 45 0.00030

bearing running torque has stabilized after anainfieriod
referred to as “running-in.”

SPHERICAL ROLLER BEARINGS

The torque equations for spherical roller bearings are given as
follows, where the coef cients are based on series and found
in the following table:

f, F,dm+ 10 f,(vx n)adn® if (vx n)= 2000
f, Rdm+ 160 x 10, dn? if (vxn) <2000

M =

Again, note that the viscosity is in units of centistokes. The load
term (F) is dependent on bearing type as follows:

Radial spherical roller: B:Fmax( 0.8Eoto )
r

r
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LUBRICATION

To help maintain a bearing’s antifriction characteristics,® Oil can be introduced to the bearing in many ways, such
lubrication is needed to: as drip-feed, wick-feed, pressurized circulating systems,

o . . . oil bath or air-oil mist. Each is suited for certain types
Minimize rolling resistance caused by deformation of the P

. X of applications.
rolling elements and raceway under load by separating the . .pp . . )
mating surfaces. Oil is easier to keep clean for recirculating systems.

Minimize sliding friction occurring between rolling Oil may be introduced to the bearing housing in many ways.
elements, raceways and cage. The most common systems are:

Transfer heat (with oil lubrication). Oil bath.The housing is designed to provide a sump

Protect from corrosion and, with grease lubrication, from through which the rolling elements of the bearing will pass.
contaminant ingress. Generally, the oil level should be no higher than the center

. : . . point of the lowest rolling element. If speed is high, lower
The wide range of bearing types and operating conditions i eyels should be used to reduce churning. Gages or

precludes any simple, all-inclusive statement or guideline controlled elevation drains are used to achieve and
allowing the selection of the proper lubricant. At the design maintain the proper oil level.

level, the rst consideration is whether oil or grease is best for Circulating systemThis system has the advantages of:

the particular operation. The advantages of oil and grease are - An adequate supply of oil for both cooling and lubrication.
outlined in the table below. When heat must be carried away - Metered control of the quantity of oil delivered to each
from the bearing, oil must be used. It is almost always preferred ~bearing.

for very high-speed applications. - Removgl of cqntaminants and moisture from the bearing
by ushing action.
TABLE 17. ADVANTAGES OF OIL AND GREASE - Suitability for multiple bearing installations.
Oil Grease - Large reservoir, which reduces deterioration. Increased
Carries heat away Simpli es seal design lubricant life provides economical ef ciency.
from the bearings and acts as a sealant - Incorporation of oil- Itering devices.
Carries away moisture Permits prelubrication of sealed - Positive control to deliver the lubricant where needed.
and particulate matter or shielded bearings - A typical circulating oil system consists of an oil reservoir,
Easily controlled lubrication Gfenerallyt ulregguretg less Pum-p, p|p|r.19 gnd Itgr. A heat gxchange may be required.
requent lubrication Oil-mist lubrication.Oil-mist lubrication systems are used

European REACH compliance in high-speed, continuous-operation applications. This
system permits close control of the amount of lubricant
Timken-branded lubricants, greases and similar products sold reaching the bearings. The oil may be metered, atomized
in stand-alone containers or delivery systems are subject to the by compressed air and mixed with air, or it may be picked
European REACHRegistration,Evaluation,Authorization and up from a reservoir using a venturi effect. In either case,

. . - . . the air is Itered and supplied under suf cient pressure
Restriction ofCHemicals) directive. For import into the European to assure adequate lubrication of the bearings. Control

Union, Timken can sell and provide only those lubricants and greases gf this type of lubrication system is accomplished by
that are registered with ECHA (European CHemical Agency). Formonitoring the operating temperatures of the bearings

further information, please contact your Timken sales engineer. ~ being lubricated. The continuous passage of the
pressurized air and oil through the labyrinth seals used in

OIL LUBRICATION the system prevents the entrance of contaminants from the
atmosphere to the system.

Oils used for bearing lubrication should be high-quality mineralh ul . ¢ thi ¢ i< based
oils or synthetic oils with similar properties. Selection of thér e successiul operation of this type of system Is based upon

proper type of oils depends on bearing speed, load, operatir{ae following fa_ctors: _ ) )
temperature and lubrication method. Some features and Proper location of the lubricant entry ports in relation to the

. S . rin ing lubri .
advantages of oil lubrication, in addition to the above are: Ta'd gs be ¢ g lub c.ated 4 i
. . . . voidance of excessive pressure drops across void spaces
Oil is a better lubricant for high speeds or high P P P

. within the system.
temperatures. It can be cooled to help reduce bearing ] . . ) .
temperature. Proper air pressure and oil quantity ratio to suit the

It is easier to handle and control the amount of lubricant particular application. o L
reaching the bearing. It is harder to retain in the bearing. Adequate exhgust of the air-oil mist after lubrication has
Lubricant losses may be higher than with grease. been accomplished.
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LUBRICATION

To ensure “wetting” of the bearings, and to prevent possibla/|SCOSITY
damage to the rolling elements and rings, it is imperative th . . ) . L .

.g : g g . P %the selection of oil viscosity for any bearing application requires

the oil-mist system be turned on for several minutes before the . . .

equipment is started. The importance of “wetting” the bearin consideration of several factors: load, speed, bearing setting,

qauip ) P g q pe of oil and environmental factors. Since oil viscosity varies

before starting cannot be overstated, and it also has particula ) . .
nversely with temperature, a viscosity value must always be

signi cance for equipment that has been idled for extende . . . .
g. . auip stated with the temperature at which it was determined. High-
periods of time. . o . .
viscosity oil is used for low-speed or high-ambient-temperature

Lubricating oils are commercially available in many forms fofpplications. Low-viscosity oil is used for high-speed or low-
automotive, industrial, aircraft and other uses. Oils are classi egmbient-temperature applications.

as either petroleum types (re ned from crude oil) or syntheti

. . Sh | classi cations of oil iscosit .
types (produced by chemical SynthESIS). ere are several classi cations of oils based on viscosi Yy grades

The most familiar are the Society of Automotive Engineers (SAE)
PETROLEUM OILS classi cations for automotive engine and gear oils. The American

_ ~ Society for Testing and Materials (ASTM) and the International
Petroleum oils are made from a petroleum hydrocarbon derive§yanization for Standardization (1ISO) have adopted standard

from crude Qil, with additives to impr.ove gertain propert_iesviscosity grades for industrial uids. Fig. 19 shows the viscosity
Petroleum oils are used for nearly all oil-lubricated appl|cat|on§0mparisonS of ISO/ASTM with SAE classi cation systems at
of bearings. 40° C (104° F).

SYNTHETIC OILS

Synthetic oils cover a broad range of categories and include

polyalphaole ns, silicones, polyglycols and vari@ssers. In VISCOSITY CLASSIFICATION COMPARISON
general, synthetic oils are less prone to oxidation and parate
at extreme .hot or cold tem_peratures. Physical propertles_, such a: 00 Viscosity Classification Comparispg
pressure-viscosity coef cients, tend to vary between oil types; ;549 7500
use caution when making oil selections. 1000 250 ming 5000
- 800 4000
H (18
The polyalphaole ns _(PAO)_ have a_ hydrocarbon chemistry tha 5 600 . 3000 _
parallels petroleum oil both in chemical structures and pressure- 2, 14 2000 2
. . . - . (@)
viscosity coef cients. Therefore, PAO oil is mostly used in the o 300 1500 g
oil-lubricated applications of bearings when severe temperature g 00 = 20 1000 é’
environments (hot and cold) are encountered or when extendec & 150 700 S
. - . ~ 40 85W miry =
lubricant life is required. & 100 " 500 §
Ie] 80 400 <
The silicone, ester and polyglycol oils have an oxygen-basecZ ¢ 8OW miny 300 §
chemistry that is structurally quite different from petroleum & 20 20 200 @
oils and PAO oils. This difference has a profound effect on it ‘% 30 10W min. 70w min, 150 8
) . . ) R o | o
physical properties where pressure-viscosity coef cients can § 20 L 5W min. e 100 %
be lower compared to mineral and PAO oils. This means the g 15 SAE GearOil |75 &
these types of synthetic oils may actually generate a smallel § 13 Cetearn s 6 =
. . . =
elastohydrodynamic (EHD) Im thickness than a mineral or PA( ¥ 6 50 2
oil of equal viscosity at operating temperature. Reductions ir 4 w0 B
bearing fatigue life and increases in bearing wear could result 3 ;
from this reduction of lubricant Im thickness. X >
ISO/ASTM
Viscosity Grade

Fig. 19. Comparison between ISO/ASTM grades
(ISO 3448/ASTM D2442) and SAE grades
(SAE J 300-80 for crankcase oils, SAE J 306-81 for

axle and manual transmission oils).
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The ASTM/ISO viscosity grade system for industrial oils is TABLE 18. SUGGESTED GENERAL PURPOSE
depicted below. R&O LUBRICATING OIL PROPERTIES

Properties

500000 ISO VISCOSITY SYSTEM Base stock  Solvent-re ned, high viscosity-index petroleum oil

10000d ISO/ASTM Viscosity System Additives  Corrosion and oxidation inhibitors
For Industrial Fluid Lubricants . L .
20000l 1SO 3428 e e 200000 Viscosity index 80 min.
ASTM D2422 50000 b it 10°C 140 F
5000 Assumes 90 Viscosity Index 10000 our poin - max. ( )
1000 5000 Viscosity grades  ISO/ASTM 32 through 220
500 2000 Some low-speed and/or high-ambient-temperature applications
g 20 1000 < require the higher viscosity grades. High-speed and/or low-
g 100 0 8 temperature applications require the lower viscosity grades.
g 0 200 =
£ ISO Vg 1%
£ £
0 680 S . .
s 2 460 igo S Industrial extreme-pressure (EP) gear oil
G 320 < ) ) _ )
§ 10| SO Meade 220 S Extreme-pressure gear oils are used to lubricate Timken bearings
S atons 150 @ . . . . .
> I\S/ggggi{yM \élssf?ni%)Ra? ge 160 50 g in most types of heavily loaded industrial equipment. They should
T %] . .
£ s500|_GCrade 40 C(104%F) 68 o be capable of withstanding abnormal shock loads that are
g ,o0| 1500 1350-1650 46 40 S . .
s 4 1000 900-1100 2 common in heavy-duty equipment.
300 680 612-748 32 =
3 e R = TABLE 19. SUGGESTED INDUSTRIAL EP GEAR OIL PROPERTIES
220 198-242 = :
2.00 150 135-165 33 Properties
1gg 9&_17150 Base stock  Solvent-re ned, high viscosity-index petroleum oil
1.50 gg géjgé Corrosion and oxidation inhibitors
22 20-24 Additives Extreme-pressure (EP) additie
*Rounded off to the 15.8 kg (35 Ib.) min.
1.00 nearest whole number Viscosity index 80 min
0 50 100 150 Yy :
Temperature Degrees Celsius Pour point  -10° C max. (14° F)
Viscosity grades  ISO/ASTM 100, 150, 220, 320, 460
20 60 100 140 180 220 260 300
210 WASTM D 2782

Temperature Degrees Fahrenheit

Industrial EP gear oils should be composed of a highly re ned
petroleum oil-based stock plus appropriate inhibitors and
additives. They should not contain materials that are corrosive

TYPICAL BEARING LUBRICATION OILS or abrasive to bearings. The inhibitors should provide long-term

) ) ) o ) protection from oxidation and protect the bearing from corrosion
In this section, the properties and characteristics of Iubr|cant§n the presence of maisture. The oils should resist foaming in
for typical roller bearing applications are listed. These gener%ervice and have good water-

characteristics are derived from successful performance i
applications across all industries.

Fig. 20. Viscosity grade system for industrial oils.

separation properties. An EP
Madditive protects against scoring under boundary-lubrication
conditions. The viscosity grades suggested represent a wide
General-purpose rust and oxidation range. High-temperature and/or slow-speed applications
lubricating oil generally require the higher viscosity grades. Low temperatures

o S ) and/or high speeds require the use of lower viscosity grades.
General-purpose rust and oxidation (R&O) inhibited oils are

the most common type of industrial lubricant. They are used to
lubricate Timkehbearings in all types of industrial applications
where conditions requiring special considerations do not exist.
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GREASE LUBRICATION

Grease lubrication is generally applicable to low-to-moderatéJse of the thickeners in table 21 with synthetic hydrocarbon or
speed applications that have operating temperatures within thester base oils increases the maximum operating temperature
limits of the grease. There is no universal antifriction bearingy approximately 10° C (50° F).

grease. Each grease has limiting properties and characteristic%sing polyurea as a thickener for lubricating uids is one of the

Greases consist of a base oil, a thickening agent and additivesiost signi cant lubrication developments in more than 30 years.
Conventionally, bearing greases have consisted of petroleumglyurea grease performance is outstanding in a wide range of
base oils thickened to the desired consistency by some form ggaring applications and, in a relatively short time, it has gained

metallic soap. More recently synthetic base oils have been Useé’cceptance as a factory-packed lubricant for ball bearings.
with organic and inorganic thickeners. Table 20 summarizes the

composition of typical lubricating greases. LOW TEMPERATURES

Starting torque in a grease-lubricated bearing at low
temperatures can be critical. Some greases may function
Lubricating adequately as long as the bearing is operating, but resistance to

TABLE 20. COMPOSITION OF GREASES

Base Oil +  Thickening Agents +  Additives

Grease initial movement may be excessive. In certain smaller machines,
Mineral oil Soaps afl‘ift’hfmpﬁrﬁ;i@“ﬂi”hibitors starting may be impossible when very cold. Under such
ﬁ)slfgrtgggrcbon barium, calcium ves operating circumstances, greases containing low-temperature
Estors Nonhsoa&i(ci?g;%??(i;;y) :/::tt:rs characteristic oils are generally required.
Per ironiated oil carbon black,  deactivates If the operating temperature range is wide, synthetic greases
Silicone silica-gel, PTFE  oyidation offer advantages. Synthetic greases are available to provide
Non-Soap (organic) inhibitors very low starting and running torque at temperatures as low as

u dsp .
rea compoundSanti-wear EP -73° C (-100° F). In certain instances, these greases perform

better in this respect than oil.

Calcium- and aluminum-based greases have excellent wate;& . . . N .

. . . . n important point concerning lubricating greases is that the
resistance and are used in industrial applications where water

. . . o . starting torque is not necessarily a function of the consistency
ingress is an issue. Lithium-based greases are multi-purpose an

o . . . or the channel properties of the grease. Starting torque is more
are used in industrial applications and wheel bearings. . N . . .
a function of the individual rheological properties of a particular

Synthetic base oils such as esters, organic esters and silicongsrease and is best evaluated by application experience.
used with conventional thickeners and additives typically have

higher maximum operating temperatures than petroleum-basdd|GH TEMPERATURES

greases. Synthetic greases can be designed to operate i*f'he high temperature limit for lubricating greases is generally
temperatures from -73° C (-100° F) to 288° C (550° F). a function of the thermal and oxidation stability of the
Below are the general characteristics of common thickenersand the effectiveness of the oxidation inhibitors. Grease
used with petroleum base oils. temperature ranges are de ned by both the dropping point of
the grease thickener and composition of the base oil. Table

TABLE 21. GENERAL CHARACTERISTICS OF 22 shows the temperature ranges of various base oils used in

THICKENERS USED WITH PETROLEUM-BASED oILs 9rease formulations.

Typical Vg _ A rule of thumb, developed from years of testing grease-
Thickener | Dropping Point |  Temperature | Typical lubricated bearings, indicates that grease life is halved for every
. . . . ater Resistance ) ) i )
c F c F 10° C (50° F) increase in temperature. For example, if a particular
Listggipm 193 380 121 250 Good grease provides 2000 hours of life at 90° C (194° F), by raising the
— temperature to 100° C (212° F), reduction in life to approximately
C"(;::‘]'pulgx 260+ 500+ 149 300 Good 1000 hours would result. On the other hand, 4000 hours could be
Aluminum expected by lowering the temperature to 80° C (176° F).
249 480 149 300 Excellent
complex
Calcum | 599 570 | 177 380 Excellent
sulfonate
Polyurea 260 500 149 300 Good
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Thermal stability, oxidation resistance and temperatureéodium-soap greases are water-soluble and should not be used
limitations must be considered when selecting greases for highn applications involving water.

tgmperature ap_pllcatlo_ns. In non-_relubncatable apphgatpnsEither dissolved or suspended water in lubricating oils can exert
highly re ned mineral oils or chemically stable synthetic u'dsa detrimental in uence on bearing fatigue life. Water can cause
are required as the oil cc;mponenot of greases for operation Ebtearing etching that also can reduce bearing fatigue life. The
temperatures above 121° C (250° F). exact mechanism by which water lowers fatigue life is not fully

understood. It has been suggested that water enters micro-

TABLE 22. TEMPERATURE RANGES FOR BASE OILS cracks in the bearing rings that are caused by repeated stress
USED IN LUBRICATING GREASES cycles. This leads to corrosion and hydrogen embrittlement in

Petrol | | | | the micro-cracks, reducing the time required for these cracks
etroleum ]
‘ to propagate to an unacceptable-sized spall.

Ester Water-based uids, such as water glycol and invert emulsions,
Svntheti also have shown a reduction in bearing fatigue life. Although

nthetic . . .
h;ldrocarbon water from these sources is not the same as contamination,

- the results support the previous discussion concerning water-
Silicone contaminated lubricants.
Per uoroalkyl
polyether GREASE SELECTION

\ \ \ \ \ \

-73°C -18°C 38°C 93°C 149°C204°C260°C316°C  The successful use of bearing grease depends on the physical
-100°F -0°F 1007 F 200° F 300° F 400° F 500° F 600°F 54 chemical properties of the lubricant as well as application
and environmental conditions. Because the choice of grease
CONTAMINATION fqr a particular bearing under certain s_ervice cono!itions is oﬁen
dif cult to make, you should consult with your lubricant supplier
Abrasive Particles or equipment maker for speci ¢ questions about lubrication
gquirements for your application. You also can contact your

When roller bearings operate in a clean environment, the prima ) s o
imken sales engineer for general lubrication guidelines for

cause of damage is the eventual fatigue of the surfaces wher oo
rolling contact occurs. However, when particle contaminatiorf"Y application.

enters the bearing system, it is likely to cause damage such &rease must be carefully selected with regard to its consistency
bruising, which can shorten bearing life. at operating temperature. It should not exhibit thickening,

When dirt from the environment or metallic wear debris froricPa ation of ail, acid formation or hardening m? anarked
some component in the application are allowed to contaminatgegre_e' It shou_ld b? Smo‘_’“" non- brous gnd ent_lrely free from
the lubricant, wear can become the predominant cause of bearin‘aqem'ca”y act.|ve ingredients. lts .dropplng point should be
damage. If bearing wear becomes signi cant, changes wilFonSlderably higher than the operating temperature.

occur to critical bearing dimensions that could adversely affecTimkef® application-specific lubricants were developed by
machine operation. leveraging our knowledge of tribology and antifriction bearings,

Bearings operating in a contaminated lubricant exhibit a higheéf‘_nd how these two elements affect overall system performance.

initial rate of wear than those running in an uncontaminate(-:l—'mk?n Iub_ncants help bgarlngs.and relat_ed componentatme
lubricant. With no further contaminant ingress, this wear rateeffgctwelym dema“d'“‘% |ndustr|alitl)perat|ons. H|gh.-temperat'ure,
quickly diminishes. The contamination particles ced .antl-wear and water-resistant additives offer superior protection

in size as they pass through the bearing contact area durin'% challenging environments. Table 23 provides an overview of
normal operation the Timken greases available for general applications. Contact

your Timken sales engineer for a more detailed publication on
Water Timken lubrication solutions.

Water and moisture can be particularly conducive to bearing
damage. Lubricating greases may provide a measure of
protection from this contamination. Certain greases, such as
calcium and aluminum-complex, are highly water-resistant.
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High Wear « Moderate Loads
Moderate Speeds
Moderate Temperatures

Extreme Heat « Heavy Loads
High Sliding Wear
Dirty Environments

Slow Speeds ¢ Shock Loading

Wet and Corrosive Conditions
Quiet Environments ¢ Light Loads
Moderate to High Speeds
Moderate Temperatures

Corrosive Media ¢ Extreme Heat
Heavy Loads * Wet Conditions
Slow to Moderate Speeds

Incidental Food Contact
Hot and Cold Temperatures
Moderate to High Speeds

Medium Loads

Extreme Low and High Temperatures

Severe Loads
Corrosive Media
Slow to Moderate Speeds

Moderate Speeds
Light to Moderate Loads
Moderate Temperatures

Moderate Water

Extreme Load * High Wear
Moderate Speed

High Temperatures ¢ Shock Loading

Timken Premium
All-Purpose Industrial LC-2 Grease

Timken Construction and
Off-Highway Grease

Timken Ball Bearing
Pillow Block Grease

Timken Mill Grease

Timken
Food Safe Grease

Timken
Synthetic Industrial LC-1.5 Grease

Timken
Multi-Use Lithium EP1 and EP2 Grease

Timken High-Performance Roller
Housed Unit Grease

TABLE 23. GREASE LUBRICATION SELECTION GUIDE

Agriculture « Bushings/Ball Joints
Truck and Auto Wheel Bearings
Heavy Duty Industrial

Agriculture/Mining « Cement Plants
Construction/Off Road * Rock Quarry
Earth Moving Equipment
Fleet Equipment ¢ Heavy Industry
Pivot Pins/Splined Shafts

Lightly Loaded Pillow Blocks
Idler Pulleys « Oven Conveyors
Electric Motors « Fans « Pumps

Aluminum Mills ¢ Paper Mills
Steel Mills « Offshore Rigs
Power Generation

Food and Beverage Industries
Pharmaceuticals

only for ball bearing applications

Wind Energy Main Bearing
Pulp and Paper Machines
General Heavy Industry

Marine Applications
Centralized Grease Systems

General Industrial Applications
Pins and Bushings ¢ Track Rollers
Water Pumps
Plain and Antifriction Bearings

Metals ¢ Mining * Aggregate
Power Generation
Material Handling

Heavy Industry

This selection guide is not intended to replace the speci cations by the equipment builder, who is responsible for its performance.

Many bearing applications require lubricants with special properties or lubricants formulated speci cally

for certain environments, such as:

Friction oxidation (fretting corrosion).
Chemical and solvent resistance.
Food handling.

For assistance with these or other areas requiring special lubricants, consult your Timken sales engineer.
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GREASE USE GUIDELINES

It is important to use the proper amount of grease in th
application. In typical industrial applications, the bearing cavity™ /4
should be kept approximately one-third to one-half full. Lessf '
grease may result in the bearing being starved for lubricationf
More grease may result in churning. Both conditions may resul
in excessive heat generation. As the grease temperature rises;
viscosity decreases and the grease becomes thinner. This can
reduce the lubricating effect and increase leakage of the grease
from the bearing. It also may cause the grease components
o Sepqrate, leading to a general breakdown of tbegant Fig. 21. Grease can easily be Fig. 22. Mechanical grease
properties. As the grease breaks down, bearing torque increasegacked by hand. packer.

In the case of excess grease resulting in churning, torque may

also increase due to the resistance caused by the grease.

_ ~ Grease application methods
For best results, there should be ample space in the housing to

allow room for excess grease to be thrown from the beariné}rease, in general, is easier to use than oil in industrial bearing
However, it is equally important that the grease be retained dJifbrication applications. Most bearings that are initially packed
around the bearing. If a large void exists between the bearing@’,'th grease require periodic relubrication to operate ef ciently.

grease closures should be used to prevent the grease froBrease should be packed into the bearing so that it gets between
leaving the bearing area. the rolling elements — the rollers or balls. For tapered roller

Only in low-speed applications may the housing be entirely lle§earings, forcing grease through the bearing from the large end
with grease. This method of lubrication is a safeguard against tt@ the small end will ensure proper distribution.

entry of foreign matter, where sealing provisions are inadequat@rease can be easily packed into small- and medium-size
for exclusion of contaminants or moisture. bearings by hand ( g. 21). In shops where bearings are frequently

During periods of non-operation, it is often wise to completely fi€9réased, a mechanical grease packer that forces grease
the housings with grease to protect the bearing surfaces. Pridhrough the bearing under pressure may be appropriate (g. 22).

to restarting operation, remove the excess grease and restora€gardless of the method, after packing the internal areas of the
the proper level. bearing, a small amount of grease also should be smeared on the

L o L outside of the rollers or balls.
Applications utilizing grease lubrication should have a grease

tting and a vent at opposite ends of the housing near the top. he two primary considerations that determine the relubrication

drain plug should be located near the bottom of the housing f/Cl€ are operating temperature and sealing ef ciency. High-
allow the old grease to purge from the bearing. operating-temperature applications generally require more
frequent regreasing. The less ef cient the seals, the greater

Bearings should be rel_ubr_|caFed at regular intervals to h_el‘?he grease loss and the more frequently grease must be added.
prevent damage. Relubrication intervals are dif cult to determine.

If plant practice or experience with other applications is nofréase should be.added any time the amount in the bearing
available, consult your lubricant supplier. falls below the desired amount. The grease should be replaced

. ] ) when its lubrication properties have been reduced through
Timken offers a range of Iubrlcgnts -to help bgarmgs ar.]gontamination, high temperature, water, oxidation or any other
related components operate effectively in demanding 'ndusm"i‘gctors. For additional information on appropriate regreasing

opergtlons. ngh-temperaturg, ahtl-wear an_d Water-reS|stanEycleS, consult with the equipment manufacturer or your Timken
additives offer greater protection in challenging environments, . engineer

Timken also offers a line of single- and multi-point lubricators to
simplify grease delivery.
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CONSISTENCY

Greases may vary in consistency from semi- uids that are hardly
thicker than a viscous oil to solid grades almost as hard as a
soft wood.

Consistency is measured by a penetrometer in which a standard
weighted cone is dropped into the grease. The distance the cone
penetrates (measured in tenths of a millimeter in a speci c time)
is the penetration number.

The National Lubricating Grease Institute (NLGI) classi cation
of grease consistency is shown below:

TABLE 24. NLGI CLASSIFICATIONS
NLGI Grease Grades Penetration Number

0 355-385
310-340
265-295
220-250
175-205
130-160
85-115

o O~ W N P

Grease consistency is not xed; it normally becomes softer
when sheared or “worked.” In the laboratory, this “working” is
accomplished by forcing a perforated plate up and down through
a closed container of grease. This “working” does not compare
with the violent shearing action that takes place in a bearing and
does not necessarily correlate with actual performance.

58 TIMKEN SPHERICAL ROLLER BEARING CATALOG



ENGINEERING

= Best Choice

= Compatible

= Borderline
M = Incompatible

Aluminum Complex

Aluminum Complex

Barium Complex

Calcium Stearate

Calcium 12 Hydroxy

Calcium Complex

Calcium Sulfonate

Barium Complex

LUBRICATION

TABLE 25. GREASE COMPATIBILITY CHART

Calcium Stearate

Calcium 12 Hydroxy

Calcium Complex

Calcium Sulfonate

Clay Non-Soap

Lithium Stearate

Lithium 12 Hydroxy
Lithium Complex
Polyurea Conventional
Polyurea Shear Stable

Clay Non-Soap

Lithium Stearate

Lithium 12 Hydroxy

Lithium Complex

Polyurea Conventional

Polyurea Shear Stable
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GREASE LUBRICATIONS FOR MULTI-PURPOSE INDUSTRIAL GREASE
BEARING HOUSING ASSEMBLIES These are typical of greases that can be used to lubricate many

Polyurea and lithium-based greases are normally preferred fdimken bearing applications in all types of standard equipment.

general-purpose bearing lubrication and are advantageougpecial consideration should be given to applications where

in high moisture applications. Both greases have good wategpeed, load, temperature or environmental conditions are extreme.
resistant characteristics. For temperature ranges of standard

greases, see table 22.

; ; TABLE 26. SUGGESTED LITHIUM SOAP, LITHIUM COMPLEX
The grease must be _carefully selected with regard to .It-S AND CALCIUM SULEONATE GREASE PROPERTIES
consistency at operating temperature. It should not exhibi Thickener type Lithium Complex, or equivalent

thickening, separation of oil, acid formation or hardening to. any Consistency NLGI No.L of No. 2
marked degree. It should be smooth, non- brous and entirely

i . . . k . Additives Anti-wear, corrosion and oxidation inhibitors
free from chemically active ingredients. Its melting point should - : : ;
. . . Base oil Mineral oil or synthetic
be considerably higher than the operating temperature. Incases
. Viscosity at 40° C ISO VG 150-220
of extreme load or very low operating speeds, extreme pressure §
.. . . Viscosity index 80 min.
additives (EP) that retard adhesive wear should be considered. y
Pour point -18° C max.

Frictional torque is in uenced by the quantity and the quality of

lubricant present. Excessive quantities of grease cause churning.

The adverse effects of churn are accelerated with increases ikithium greases, lithium complex greases, or calcium sulfonate
operating speed. The churn results in excessive temperaturethickened grease are suitable for most centralized, single-point,
separation of the grease components, and breakdown iar manually lubricated product. They should be a smooth,
lubrication values. In normal-speed applications, the housinggomogeneous and uniform, premium-quality product composed
should be kept approximately one-third to one-half full. Only #f mineral or synthetic oil, a thickener and appropriate inhibitors.
low-speed applications may the housing be entirely lled withThey should not contain materials that are corrosive or abrasive to
grease. This method of lubrication is a safeguard against theller bearings. The grease should have excellent mechanical and
entry of foreign matter, where sealing provisions are inadequatehemical stability. The grease should contain inhibitors to provide
for exclusion of contaminants or moisture. long-term protection against oxidation in high-performance
ﬁlpplications and protect the bearings from corrosion in the

During periods of non-operation, it is often wise to completely ¢ moist Th ted b i vi i
the housings with grease to protect the bearing surfaces. Prior l%res_,ence_ of moisture. The §ugg§s ed base oll viscostly cove.rs
a airly wide range. Lower viscosity products should be used in

subsequent operation, the excess grease should be removed al J

the proper level restored. Applications utilizing grease Iubricatioﬂ'gh'Speed and/or lightly loaded applications to minimize heat

should have a grease tting and a vent at opposite ends of th.%eneratlon and torque. Higher viscosity products should be used

housing near the top. A drain plug should be located near tHa moderate- to low-speed applications and under heavy loads

bottom of the housing to allow purging of the old grease from tﬁg maximize lubricant Im thickness. Speed ratings are listed for

. . . each size/class part number in the SPHERICAL ROLLER BEARING
bearing. Relubricate at regular intervals to prevent damage to the

bearing. Relubrication intervals are dif cult to determine. If pIan?emIon (pages 66-93) of the catalog. When app_llcatl.on spegds
exceed 70 percent of grease speed rating, consider increasing

RIC by one ISO clearance range (CNormal to C3). Never mix
greases (type or manufacturer). Incompatibility can inhibit proper
lubrication. Table 25 is provided as a reference for typical grease
thickener compatibilities. Consult your lubricant supplier for
further information for your speci ¢ requirement. For general

NOTE industrial applications, consider a grease that is NLGI No. 1 or
Mixing greases can result in improper bearing lubrication. No. 2, with a ISO 150 to 220 viscosity grade.
Always follow the speci c lubrication instructions of your

equipment supplier.

practice or experience with other applications is not available
consult your lubricant supplier.
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APPLICATION CONSIDERATIONS The bearing ambient temperature is 20° C.

For higher-speed applications (operating at 75 percent of the The tolerable bearing/housing interface temperature is 70° C.

grease speed rating or more), a grease with a lighter base oll Oil and é:l].re;abse Igbrltiarét(s)argcgoznsfered.
viscosity (ISO 100-150) can be considered. Conversely, for lower- For radia earllngs. ISOV 0','
.. . . S .. - For thrust bearings: 1ISO VG 68 oil.

speed applications, a grease with a heavier base oil viscosity For radial & thrust bearings: 1SO VG 150 arease

(ISO 320-460) can be considered. For lower-speed applications n - H | gs- 9 Lol '

operating at colder start-up temperatures (>-18° C [0° F]), The Rad|.a andt_ rust loads agsume a_norma cearag)cg (c
. . - For radial bearings, the applied load is 5% of the Static

consider a softer grease (NLGI grade 1) with an approved EP Load Rating (.

addmve. The lighter grade will allow more_grease ow into the - For thrust bearings, the applied load is 2% of the Static

bearing contact area and the EP additive will reduce wear during | pad Rating (g.

start-up. An ISO 460 base oil viscosity also can be considered. .
P y 'Idhe Thermal Reference Speed values assume the bearing

When lower-speed applications operate at higher temperaturefas been suf ciently broken in. During the break in process,

(>149° C [300° F]), consult a local Timken sales engineer.  temperatures may exceed the tolerable limit, experience a
stabilized maximum temperature and then decrease. Break in

GREASE FILL commonly takes between 10 to 36 hours. Any gquestions about

For normal industrial applications, |l the bearing void to 108mperatures experienced during the break in process should

percent full and the housing void to 40-60 percent full. For high directed to your Timken sales engineer.

speed applications, |l the bearing void to 100 percent full and thertain bearing materials, lubricants, and methods of applying

housing void to 30-40 percent full. The free volume of the bearithg lubricant, permit bearing temperatures in excess of 70° C.

can be estimated by rst calculating the “solid ring” volume ofContact your Timken sales engineer if applicatiomditions

the bearing. Then, weigh the bearing and divide the weight Islictate operating temperatures greater than 70° C are required, or

the density of steel. This “actual” volume can then be subtractetl your application requires speeds above the Timken Catalogued

from the “solid ring” volume. The resultant value is an estimatédlues. Note: the Thermal Reference Speed does not consider

of the free volume of the bearing available for grease Il. Whefage behavior, as does the Limiting Speed.

the grease volume is determined for the application, multiplying

this value by the density of the grease will yield the approxima!eI MITING SPEED

weight of the grease Il. After weighing the grease required Limiting Speed is the speed at which predicted cage life equals the

apply approximately 75 percent of the amount into the cage ahearing Catalogued fatigue life, under certain reference conditions.

roller assembly. The remaining amount of grease should th%e Limiting Speed is based on cage behavior. The Limiting Speed

be applleq to bOth, inner a”q outer rings in equal amoulnts. Tr&?ilculation studies cage stability and material wear through a
preservatives applied to bearing components are compatible W'qﬁeoretical speed dependent power law correlation.
nearly all industrial greases and should not be wiped or cleaned

prior to packing the bearing. If in doubt, contact a local Timkeh{Miting Speed calculations are dependent on the following

sales engineer. assumptions.
The bearing is operating under typical sump or circulating
THERMAL REFERENCE SPEED oil conditions.

After a critical amount of cage wear, the bearing is
operating outside a tolerable factor of safety.

The wear rate differs by bearing geometry and kinematics,
This criteria is based on industry standard reference conditions cage geom_etr)_/ and d)_/namics, as well as the raceway and
outlined in 1SO 15312: 2003. Thermal equilibrium balances theage material interactions.

heat generated by the bearing, with heat conduction througithe Catalogued Limiting Speed values have been substantiated
the housing and shaft. This standard applies to both bath @Hrough testing. Contact your Timken sales engineer if your
lubricated and 30% grease Il packed bearings. It excludegpplication requires faster speeds. Elevated speeds require
any heat removed by a circulating lubricant. This standard al§@rther consideration, such as lubricant selection and method

Thermal Reference Speed is the bearing thermal equilibrium
speed, under certain referenced conditions.

excludes the heat generated by seals. of application, cage design, and bearing sealing.
ISO 15312 Thermal Reference Speed calculations are basedNte: the Limiting Speed does not consider thermal equilibrium,
the following assumptions. as does the Thermal Reference Speed.
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SPHERICAL ROLLER BEARINGS

Timker? spherical roller bearings feature all of the
characteristics that have made Timken renowned superior
design, reliable performance and comprehensive technical
support. Spherical roller bearings are designed to managd@
high radial loads and perform consistently, even whef
misalignment, marginal lubrication, contamination
extreme speeds and critical application stresses are present

Nomenclature. .......... ... i i 64. ..
Modication Codes ....... ..ot 65..
Spherical Roller Bearings. . . ...t
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NOMENCLATURE

NOMENCLATURE

Bore:

(5x__=borein
millimeters
when 2 digits)

5x07 =35mm
23! P1l3 P23 P33 5x76 =380 mm
(/### =borein
E E E /1060 = 1060 mm

222 17 K EJW33 C3

when >2 digits)
/530 =530 mm

A -
223 26 EM W33 W800 C4
Common modi cation and style codes: Radial Internal Clearances (RIC):
Note: K = tapered bore C2<cCo
ote: ) .
EJ bearings supersede EJ = 2-p_|ece steel cage - window type @ . CO =normal
CJ and VCSJ bearings. EM/YM = 1—p!ece brass cage - nger type, roller piloted C3>CO0
K EMB/YMB = 1-piece brass, nger type, land piloted C4>C3
EM bear!ngs supersede YMD = 2-piece brass, nger type, land piloted C5>C4
YM bearings. W33 = 3 holes and groove in O.D. C6 = special clearance
EMB bearings supersede W800 = shaker screen modi cation:
YMB bearings. - tighter bore diameter and O.D. tolerances
- brass cage
- RIC in upper 23 of clearance speci ed
MSee complete modi cation code list on page 65.

Fig. 23. Timken spherical roller bearing nomenclature.
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TIMKENY

EJ
EM
EMB
YMB
YMD
o7)

c3

ca

C5

C6
S1(4)
s2

s3

sS4
02
Cco4
cos
C08C3
C08C4

W4
W6R
W20
w22
W25
w3l
W33
W40
W40l
WA40R
WA40E
W45A
W47
ws4
we4l
wa8
w89
w4
W507
W509
W525
W534
W800
W906A

SK®@

E, EJA, C,CC, CCJA EC, E
CA, ECA, CAMA
CA, ECA, CAMA
CA, ECA, CAMA

Cc2

C3

c4

C5

C6

S1

S2

S3

S4

C02

C04

C08
€083
Co84

K30
W4

W20

W22

W73

W31

W33

ECD-

HA3, ECB-

VE 553
VA414 (incl W800 & W47)
w77

W

W26

W507

W509 (W26 + W31 +W33)
W525 (W31 +W77)

VA405
CO83HA3

FA®

CC El
M
MB

MB

C2
C3
C4
C5
C6
S1
S2
S3
S4
T52BE
T52BN
T52BW
C3, T52BW
C4, T52BW
K
K30
J26A

SY
TS0H

W209
W209B

T41B (incl W22 & W4
H44SA, H40
H40

H40AB
J26A
S.H40A
S.H44S

T41A

=
—

T52BW.W209B

NSK

EA, C,CD
CA
CA
CA

Cc2

C3

C4

C5

CGxx, SLxx
S11

P5B, P53
P5C, P52
P55

P55, C3
P55, C4
K

K30

E3

S (a, b)

u22
E4

g3

gl
g2

E42

ES
E4U22, E4P
E7U22

U15, Vs

SPHERICAL ROLLER BEARINGS
MODIFICATION CODES

TABLE 27. TIMKEN SPHERICAL ROLLER BEARING MODIFICATION CODES

Timken General De nition

Stamped nitrided steel cage - high performance
One-piece, roller-riding, machined-brass cage — high performance
One-piece, inner-ring-piloted, machined-brass cage — high performance
One-piece, inner-ring-piloted, machined-brass cage
Two-piece, inner-ring-piloted, machined-brass cage
Bearing radial internal clearance (RIC) smaller than normal
Bearing radial internal clearance (RIC) greater than normal
Bearing radial internal clearance (RIC) greater than C3
Bearing radial internal clearance (RIC) greater than C4
Speci ¢ RIC designed to bearing size
Bearing rings dimensionally stabilized for use at operating temperatures up to 200° C (392° F)
Bearing rings dimensionally stabilized for use at operating temperatures up to 250° C (482° F)
Bearing rings dimensionally stabilized for use at operating temperatures up to 300° C (572° F)
Bearing rings dimensionally stabilized for use at operating temperatures up to 350° C (662° F)
Inner ring with P5 running accuracy, high point of eccentricity marked (SKF does not mark)
Outer ring with P5 running accuracy, high point of eccentricity marked (SKF does not mark)
P5 running accuracy (C02 + C04)
P5 running accuracy (C02 + C04), C3 RIC
P5 running accuracy (C02 + C04), C4 RIC
Tapered bore (1:12 on diameter 13, 22, 23, 30, 31, 32, 33, 38, 39 series)
Tapered bore (1:30 on diameter 40, 41, 42 series)
Inner ring or sleeve marked to show high point of eccentricity
Engineered surface thin- Im coating ES302 on roller contact surfaces
Outer ring with lubrication holes
Special reduced O.D. tolerance on outer rings
Outer ring counter-drilled lubrication holes
Bearing inspected to certain quality control requirements
Standard lubrication holes and groove in outer ring
Bearing made of carburizing-grade steel
Inner ring only made of carburizing-grade steel
Roller only made of carburizing-grade steel
Outer ring only made of carburizing-grade steel
Tapped lifting holes in face of outer ring to facilitate lifting and handling
Inner ring with oversize bore
Outer ring with standard lubrication holes plugged
Outer ring with no lubrication hole
Special reduced bore tolerance on inner ring
Inner ring with lubrication holes and lubrication groove
Inner ring lubrication holes
58V31 + W33 + W45A
W31 + W33 + W94 + W45A (where feasible)
W31 + W33 + W84 + W45A (where feasible)
W507 + C08
Shaker screen modi cation (W22 + W88 + radial internal clearance in upper 2 3 of range speci ed)

C08 + W31 +W33 + W40l + W40R — Modi cation mainly used in paper industry

@Timken offers differentiated solutions for many applications. This is only a partial list of common modi cation codes.
@E suf x for SKF Explorer available in some sizes.
GE1 suf x for FAG X-life available in some sizes.

@Standard for all Timken spherical roller bearings.
Every reasonable effort has been made to ensure the accuracy of the information contained in this writing, but no liability is accepted for errors, omissions or for any other

reason.
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SPHERICAL ROLLER BEARINGS

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you
have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backin D i Static Geometr:
Cage g ynamic atic _
Part . . . }T ge Fileth  Diameter E = Factoﬁ)%‘ Thermal | | yeight
Number| Bore O.D. Width | Dynamic Static | 'YP 5 e Bse nan Reference | Limiting
d D B € c | (3] < 3 = S | Speed | Spee®
‘ R  Shaft Housing e |\ _4 X:O.Sgases ‘
\ d D, Y Y Y | Oil |Grease
mm mm mm kN \ mm mm  mm \ \ kg
in. . in.  Ibf.  Ibf. | in. in.in. |RPM R RPM s,
22205| 25 52 18| 506 431 EJ| 1 30 47 | 034 200 298 196 0033 11500 9200 |17@2D
0.9843 20472 0.7087 11400 9690 004 12 | 19 | 0.4
21305| 25 62 17| 555 443 EJ| 1 35 55 | 027 248 370 243 0037 10100 (8100 |13020
0.9843 24409 0.6693 12500 9970 004 14 | 21 | 0.6
22206| 30 62 20| 674 608 EJ| 1 38 56 | 031 215 320 210 0037 9700 (7800 |1386D
11811 2.4409 0.7874 15200 13700 004 15 | 22 | 0.6
22206| 30 62 20| 643 568EM| 1 38 56 | 031 215 320 210 0036 9900 (7900 (1403
11811 2.4409 0.7874 14400 12800 004 15 | 22 | 0.6
21306| 30 72 19| 703 565 EJ| 1 41 64 | 026 260 387 254 0041 8900 7200 (11890
11811 2.8346 0.7480 15800 12700 004 16 | 25 | 0.9
22207| 35 72 23| 905 88| EJ| 1 45 65 031 221 329 216 0041 B600 6900 (118D
1.3780 2.8346 0.9055 20300 19700 004 18 | 26 | 1.0
22207 35 72 23| 865 82/ EM| 1 45 65 031 221 329 216 0041 B700 7000 (13290
1.3780 2.8346 0.9055 19400 18500 004 18 | 26 || 1.0
21307| 35 80 21| 902 778 EJ| 15 47 71 | 026 256 38l 250 0044 7900 6400 |1088D
1.3780 3.1496 0.8268 20300 17500 006 19 | 28 || 11
22208| 40 80 23| 104 997 EJ| 1 50 73 | 027 247 367 241 0044 7500 6000 |1008D
15748 3.1496 0.9055 23400 22400 004 20 | 29 || 12
22208| 40 80 23| 996 934EM| 1 50 73 | 027 247 367 241 0044 7600 6100 998G
15748 3.1496 0.9055 22400 21000 004 20 | 29 || 12
21308| 40 90 23| 113 102 EJ | 15 54 80 | 0.26| 2.64 393 258 0048 7100 5800 9T
15748 3.5433 0.9055 25400 22900 006 21 | 32 | 15
22308 40 90 33| 155 147 EJ| 15 53 81 | 036 187 279 183 0046 6700 5600 7550
15748 35433 1.2992 34900 33100 006 21 | 32 || 22
22308| 40 90 33| 147 137 EM| 15 53 81 | 036 187 279 183 0045 6700 5600 | 8Q#Q
15748 35433 12992 33100 30800 006 21 | 32 | 23
22209| 45 85 23| 109 108 EJ| 1 55 77 | 026 264 393 258 0046 6800 5500 |108(D
17717 3.3465 0.9055 24500 24200 004 22 | 30 | 13
22209 45 85 23| 104 100l EM| 1 55 77 | 0.26| 264 393 258 0046 6900 5600 |94D6
17717 3.3465 0.9055 23500 22800 004 22 | 30 | 1.3
21309| 45 100 25| 138 125 EJ| 15 60 90 | 0.25| 275 4.09 269 0052 6500 5300 |85LO
17717 3.9370 0.9843 31000 28200 006 24 | 35 | 22
22309| 45 100 36| 190 182 EJ| 15 58 90 | 0.36| 190 283 186 0049 6100 5100 |7QBG
17717 3.9370 14173 42700 40800 006 23 | 35 | 3.0
22309| 45 100 36| 180 169 EM| 15 58 90 | 0.36| 190 283 1.86 0048 6100 5100 |702@
17717 3.9370 14173 40500 37900 006 23 | 35 | 31
(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

©GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
GSee limiting speed on page 61.

66 TIMKEN SPHERICAL ROLLER BEARING CATALOG



SPHERICAL ROLLER BEARINGS

_ |=—B— R I —Lr > B>,Rr
= | il :
DI —-f[aDa Dci - t[aDa D d - frd D
EJ EM/YM EMB/YMB
Continued from previous page.
Bearing Dimensions Load Rating% Mounting Data EquwallzlzztoF:;:jlal e Speed Reference
Bearin i i ic Geometr
Partg 5 : : : }?ag: Fillefv ;Zﬂw(;gr D,):InamlcF } St Factof@y Thermal | T\eight
Number| Bore  O.D. Width | Dynamic Static | yp (Max.) Ze D>e maAl G Rseferegag:e L|m|t|ng);
d D B Cc G | R Sgaﬁ Ho;smg e | %oy Xzo.b?ases 7pee Speed
\ 8 6 Y Y | Y Oil |Grease
mm mm  mm| kN kN mm  mm - mm | RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
22210 | 50 90 23 117 118‘ EJ 1 59 82 | 024 284 4.2$ 2.78 0.049 6200 5000 |94%6
1.9685 3.5433 0.9055 26300 2#600 0.04 2.3 3.2 ‘ 1.3
22210 | 50 90 23 112 112‘ EM 1 59 82 | 024 284 4.2<B 2.78 0.048 6300 5100 |9106
1.9685 3.5433 0.9055 25200 2$100 0.04 2.3 3.2 ‘ 1.3
21310 | 50 110 27 163 15]J EJ 2 67 99 | 0.24| 2.83 4.2ir 2.76 0.055 5900 4900 |771@
1.9685 4.3307 1.0630 36700 3#800 0.08 2.6 3.9 ‘ 2.6
22310 | 50 110 40 238 24ﬂ EJ 2 65 98 | 0.36| 1.89 2.81 1.85 0.055 5500 4600 |64B0
1.9685 4.3307 1.5748 53500 5%1200 0.08 2.6 3.9 ‘ 4.2
22310 | 50 110 40 227 225{ EM 2 65 98 | 0.36| 1.89 2.81 1.85 0.052 5600 4700 |66BO
1.9685 4.3307 1.5748 51000 5@600 0.08 2.6 3.9 ‘ 4.2
22211 | 55 100 25 140 142 EJ 1.5 66 91 | 0.23| 2.95 4.44) 2.89 0.052 5800 4700 |89B6
2.1654 3.9370 0.9843 31400 3ﬁQOO 0.06 2.6 3.6 ‘ 1.8
22211 | 55 100 25 134 134 EM 15 66 91 | 0.23| 2.95 4.4¢ 2.89 0.052 5900 4700 |8919
2.1654 3.9370 0.9843 30100 3@100 0.06 2.6 3.6 ‘ 1.9
21311 | 55 120 29 188 17d EJ 2 73 108 | 0.24| 2.81 4.1$ 2.75 0.051 5500 4500 |6986
2.1654 4.7244 1.1417 42400 3@500 0.08 2.9 4.2 ‘ 35
22311 | 55 120 43 266 265{ EJ 2 69 106 | 0.36| 1.89 Z.Bi 1.84 0.050 5100 4300 |58m@
2.1654 4.7244 1.6929 59800 5@500 0.08 2.7 4.2 ‘ 53
22311 | 55 120 43 266 26j EM 2 69 106 | 0.36| 1.89 Z.Bi 1.84 0.050 5200 4400 |611@
2.1654 4.7244 1.6929 59800 5@500 0.08 2.7 4.2 ‘ 53
22212 | 60 110 28 169 174} EJ 15 72 100 | 0.24| 2.84 4.2$ 2.78 0.055 5500 4400 |796Q
2.3622 4.3307 1.1024 38100 3@000 0.06 2.8 4.0 ‘ 25
22212 | 60 110 28 163 164} EM 15 72 100 | 0.24| 284 4.2$ 2.78 0.055 5600 4500 |90D@
2.3622 4.3307 1.1024 36600 3¢900 0.06 2.8 4.0 ‘ 2.6
21312 | 60 130 31 225 Zlq EJ 2 80 116 | 0.23| 2.91 4.3$ 2.84 0.054 5100 4200 |66B0
2.3622 5.1181 1.2205 50500 49200 0.08 3.2 4.6 ‘ 44
22312 | 60 130 46 306 301 EJ 2 77 117 | 0.34| 1.98 2.9%1 1.93 0.053 4700 4000 |53&0
2.3622 5.1181 1.8110 68800 69000 0.08 3.0 4.6 ‘ 6.6
22312 | 60 130 46 306 301 EM 2 7 117 | 0.34| 1.98 2.9*1 1.93 0.053 4900 4100 |5530
2.3622 5.1181 1.8110 68800 69000 0.08 3.0 4.6 ‘ 6.6
22213 | 65 120 31 206 Zld EJ 1.5 78 109 | 0.24| 2.79 4.1$ 2.73 0.051 5100 4200 |73p6
25591 4.7244 1.2205 46400 4#600 0.06 3.1 43 ‘ 3.3
(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . }Cage Fileth  Diameter | Facto Thermal | | yeight
Number| Bore O.D. Width | Dynamic Static ‘Type (Max.) Ee Ese man 5 Reference | Limiting
d D B C i i R i Speed | Speed®
G | R Shaft Housing e | _, J'_ 0_69ases‘ P p
\ d D, Y Y Y \ Oil |Grease
ol ) L kN mm . mm . mn | RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
22213 | 65 120 31 198 204 EM 15 78 109 | 0.24| 2.79 4.15 2.%3 0.051 5200 4200 |75P6
25501 4.7244 12205 44600 45900 006 3.1 4.3 \ 3.4
21313 | 65 140 33 259 254 EJ 2 86 126 | 0.23| 294 437 2.5{7 0.057 4800 (3900 |612@
25591 5.5118 1.2992 58200 5?100 0.08 34 5.0 ‘ 5.3
22313 | 65 140 48 344 34d EJ 2 84 127 | 0.33| 2.05 3.05 Z.dO 0.056 4400 (3800 |49%6
25591 5.5118 1.8898 77400 7?800 0.08 3.3 5.0 ‘ 7.9
22313 | 65 140 48 344 34d EM 2 84 127 | 0.33| 2.05 3.05 2.do 0.056 4600 (3900 |5136
25591 5.5118 1.8898 77400 7?800 0.08 3.3 5.0 ‘ 7.9
22214 | 70 125 31 213 23ﬂ EJ 15 84 114 | 0.23| 2.90 4.32 2.5%4 0.055 4800 (3900 |7046
27569 4.9213 1.2205 47800 52000 006 33 45 \ 35
22214 70 125 31 205 Zld EM 1.5 84 114 | 0.23| 290 4.32 2.&4 0.055 4900 4000 7116
2.7559 4.9213 1.2205 46000 4?200 0.06 3.3 4.5 ‘ 35
21314 | 70 150 35 292 284 EJ 2 93 135 | 0.23| 297 4.42 z.do 0.059 4500 (3700 |56&0
2.7559 5.9055 1.3780 65600 6#5000 0.08 3.7 5.3 ‘ 6.6
22314 | 70 150 51 395 414‘ EJ 2 91 135 | 0.33| 2.07 3.08 2.d2 0.059 4200 (3600 |469@
2.7559 5.9055 2.0079 88800 9?100 0.08 3.6 5.3 ‘ 9.7
22314 | 70 150 51 395 414\ EM 2 91 135 | 0.33| 2.07 3.08 z.dz 0.059 4200 (3600 |502@
27559 59055 2.0079 88800 93100 0.08 3.6 5.3 \ 9.7
22215 75 130 31 222 24d EJ 1.5 88 120 | 0.22| 3.14 4.67 3.d7 0.055 4600 (3700 |66HT
2.9528 5.1181 1.2205 49900 5%100 0.06 35 4.7 ‘ 3.7
21315| 75 160 37 322 32:IJ EJ 2 99 144 | 0.23| 298 4.43 2.41 0.062 4300 (3600 |52B6
2.9528 6.2992 1.4567 72400 7?200 0.08 3.9 5.7 ‘ 7.7
22315| 75 160 55 450 47d EJ 2 97 144 | 0.33| 2.04 3.04 2.do 0.061 4000 (3400 |4RQ
2.9528 6.2992 2.1654 101000 l(P?OOO 0.08 3.8 5.7 ‘ 11.9
22315| 75 160 55 450 47§ EM 2 97 144 | 0.33| 2.04 3.04 2.d0 0.061 4000 /3400 |47%@
2.9528 6.2992 2.1654 101000 10‘/(000 0.08 3.8 5.7 ‘ 11.9
22216 | 80 140 33 254 27d EJ 2 95 129 | 0.22| 3.14 4.67 3.d7 0.057 4300 (3500 |61R0
3.1496 5.5118 1.2992 57200 6?500 0.08 3.7 51 ‘ 4.5
22216 | 80 140 33 245 265 EM 2 95 129 | 0.22| 3.14 4.67 3.d7 0.057 4400 (3600 |66BQ
3.1496 5.5118 1.2992 55100 5?200 0.08 3.7 5.1 ‘ 4.7
21316 | 80 170 39 363 36:# EJ 2 105 153 | 0.22| 3.01 447 2.44 0.065 4100 (3400 |505Q@
3.1496 6.6929 1.5354 81700 8#700 0.08 4.1 6.0 ‘ 9.2
22316 | 80 170 58 499 534 EJ 2 103 153 | 0.33| 2.06 3.06 Z.dl 0.064 3700 (3200 |41K@
3.1496 6.6929 2.2835 112000 1?0000 0.08 4.1 6.0 ‘ 14.1
22316 | 80 170 58 499 534 EM 2 103 153 | 0.33| 2.06 3.06 Z.dl 0.064 3800 (3300 |453@
3.1496 6.6929 2.2835 112000 1?0000 0.08 4.1 6.0 ‘ 141
MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Rating% Mounting Data Equwa'l:k;r;:olfg)dlal e ‘ Speed Reference
Bearing Backing Dynamic Static Geometry
Part i ) i }?ags File®®  Diameter = S | Factof | Thermal | = |\yeight
Number| Bore  O.D. Width | Dynamic Static | yp (Max.) =2 e Z2>e InAl ‘ € Reference | Limiting
d D B c G R~ Shaft Housing e | § _. F_ Cases Speed” | Speed
\ g 0 X=1 X=0672%
\ “ < Y Y Y \ Oil |Grease
mm mm  mm kN kN | mm mm  mm \ kg
in. in. in.  Ibf.  Ibf. | in. . in. \ RPM RPM = RPM .
22217 | 85 150 36 297 32d EJ 2 101 139 | 0.22| 3.07 457 3.d0 0.060 4200 (3400 |5826
3.3465 5.9055 1.4173 66900 7#900 0.08 4.0 5.5 ‘ 5.6
22217 | 85 150 36 286 30j EM 2 101 139 | 0.22| 3.07 457 3.d0 0.059 4200 (3500 |59B0
3.3465 5.9055 1.4173 64200 6?900 0.08 4.0 5.5 ‘ 6.0
21317 | 85 180 41 403 40ﬁ EJ 25 112 162| 0.22| 3.04 453 2.47 0.067 3900 3200 |4789
3.3465 7.0866 1.6142 90600 9#500 0.1 4.4 6.4 ‘ 10.8
22317 | 85 180 60 543 584 EJ 25 110 162| 0.32| 211 3.14 2.d6 0.066 3500 (3000 |38BS
3.3465 7.0866 2.3622 122000 1$1000 0.1 4.3 6.4 ‘ 16.5
22317 | 85 180 60 543 584 EM | 25 110 162| 0.32| 211 3.14 2.d6 0.066 3500 (3000 |4328
3.3465 7.0866 2.3622 122000 1$1000 0.1 4.3 6.4 ‘ 16.5
22218 | 90 160 40 355 38d EJ 2 105 146 | 0.23| 290 431 2.d3 0.064 4300 3500 |5528
3.5433 6.2992 1.5748 79700 87200 0.08 4.2 5.8 ‘ 7.7
22218 | 90 160 40 355 38d EM 2 105 146 | 0.23| 290 431 2.d3 0.064 4300 (3500 |5736
3.5433 6.2992 1.5748 79700 87200 0.08 4.2 5.8 ‘ 7.7
23218 | 90 160 52.4 436 521 EJ 2 107 147 | 0.30| 2.28 3.40 2.j3 0.065 3000 [2600 |4146
3.5433 6.2992 2.0630 98000 1#7000 0.08 4.2 5.8 ‘ 9.9
23218 | 90 160 52.4 436 521 EM 2 107 147 | 0.30| 2.28 3.40 2.j3 0.065 3000 [2600 |38%6
3.5433 6.2992 2.0630 98000 1#7000 0.08 4.2 5.8 ‘ 9.9
21318 | 90 190 43 442 44d EJ 25 118 171| 0.22| 3.05 455 2.49 0.069 3700 (3100 |44&8
3.5433 7.4803 1.6929 99400 1Q1000 0.1 4.7 6.7 ‘ 12.8
22318 | 90 190 64 606 654 EJ 25 116 171| 0.32| 2.09 311 2.d4 0.069 3400 [2900 |363.3
3.5433 7.4803 2.5197 136000 1418000 0.1 4.6 6.7 ‘ 19.4
22318 | 90 190 64 606 65d EM | 25 116 171| 0.32| 2.09 311 2.d4 0.069 3400 [2900 |41%8
3.5433 7.4803 2.5197 136000 1418000 0.1 4.6 6.7 ‘ 19.4
23318 | 90 190 73 623 67ﬁ EM | 25 110 167 | 0.40| 1.70 252 1.d6 0.067 2500 [2100 |2998
3.5433 7.4803 2.8740 140000 151(000 0.1 4.3 6.6 ‘ 21.6
21319 | 95 200 45 474 48:4 EJ 25 125 180| 0.22| 3.02 4.50 2.46 0.072 3600 (3000 |44&66
3.7402 7.8740 1.7717 107000 1(?9000 0.1 4.9 7.1 ‘ 144
22219 | 95 170 43 385 44]J EJ 2 114 155 | 0.23| 2.88 4.29 2.§2 0.067 3900 (3200 |512Q
3.7402 6.6929 1.6929 86600 99000 0.08 4.5 6.1 ‘ 9.2
22219 | 95 170 43 385 44ﬂ EM 2 114 155 | 0.23| 2.88 4.29 2.§2 0.067 3900 3200 |556Q@
37402 6.6929 1.6929 86600 99000 0.08 45 6.1 \ 9.2
(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
©See limiting speed on page 61.

TIMKEN SPHERICAL ROLLER BEARING CABQ0G



SPHERICAL ROLLER BEARINGS

SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances
and other technical data for these bearings are found in
the engineering section of this catalog and the Timken
Engineering Manual (order no. 10424).

Continued from previous page.

Bearings are available with a tapered bore for adapter-type
mounting. To order, add the suf x “K” to bearing
number (e.g., 23120K).

Consult your Timken sales engineer for up-to-date
information about the availability of the bearings you

have

selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . } ?age Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore  O.D. Width | Dynamic Static | ype (Max.) 5 e Bse nan G Reference | Limiting
d D B c i i R i Speed” | Speed®
G | R Szaft HoILDJsmg e | %Y-1 x=ogpyases P p
\ a B Y Y Y Oil |Grease
ol ) L kN mm . mm . mn RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
22319 | 95 200 67 694 774 EJ 25 122 180| 0.32| 2.10 3.13 2.05 0.072 8000 2600 |34702
3.7402 7.8740 2.6378 156000 1T4000 0.1 4.8 7.1 224
22319 | 95 200 67 663 72d EM 25 122 180| 0.32| 2.10 3.13 2.05 0.071 3100 2600 |4QB02
3.7402 7.8740 2.6378 149000 1¢3000 0.1 4.8 7.1 224
24020 | 100 150 50 352 SOé EJ 1.5 111 139| 0.29| 2.32 345 2.26 0.065 8200 [2700 |40&0
3.9370 5.9055 1.9685 79100 1#4000 0.06 4.4 5.5 6.6
21320 | 100 215 47 521 536 EJ 25 133 193| 0.22| 3.13 4.66 3.06 0.075 8400 2800 |41®0
3.9370 8.4646 1.8504 119000 1?1000 0.1 5.2 7.6 17.7
23120 | 100 165 52 446 582% EJ 2 114 150 | 0.28| 2.35 3.50 2.30 0.067 8200 [2700 |407@
3.9370 6.4961 2.0472 100000 1$1000 0.08 4.5 6.0 9.7
23120 | 100 165 52 446 58:% EM 2 114 150 | 0.28| 2.35 3.50 2.30 0.067 3200 [2700 |406@
3.9370 6.4961 2.0472 100000 12?1000 0.08 4.5 6.0 9.7
22220 | 100 180 46 435 50é EJ 2 120 163 | 0.24| 285 4.24 2.78 0.069 3800 [3100 |40
3.9370 7.0866 1.8110 97700 1#3000 0.08 4.7 6.4 11.0
22220 | 100 180 46 435 SOi EM 2 120 163 | 0.24| 2.85 4.24 2.78 0.069 3800 (3100 |5230
3.9370 7.0866 1.8110 97700 1#3000 0.08 4.7 6.4 11.0
23220 | 100 180 60.3 554 67é EJ 2 119 164 | 0.30| 2.22 3.30 2.7 0.070 2700 [2300 |3736
3.9370 7.0866 2.3740 124000 1$2000 0.08 4.7 6.5 14.5
23220 | 100 180 60.3 554 67é EM 2 119 164 | 0.30| 2.22 3.30 2.17 0.070 2700 [2300 3436
3.9370 7.0866 2.3r4 124000 1'3{2000 0.08 4.7 6.5 14.5
22320 | 100 215 73 804 916 EJ 2.5 131 193| 0.33| 2.06 3.07 2.02 0.075 2800 (2400 |32207
3.9370 8.4646 2.8740 181000 Z(PSOOO 0.1 5.1 7.6 28.2
22320 | 100 215 73 768 851% EM 2.5 130 193| 0.33| 2.06 3.07 2.02 0.074 2900 2500 |3828
3.9370 8.4646 2.8740 173000 l$2000 0.1 51 7.6 28.2
23022 | 110 170 45 391 534 EJ 2 125 158 | 0.23| 290 4.32 2.84 0.071 3600 2900 |43R6
4.3307 6.6929 1.7717 88000 12q000 0.08 4.9 6.2 7.9
24022 | 110 170 60 493 70é EJ 2 122 157 | 0.31| 2.15 3.21 2.11 0.070 2900 [2500 |3669
4.3307 6.6929 2.3622 111000 1$9000 0.08 4.8 6.2 10.8
23122 | 110 180 56 518 68é EJ 2 126 166 | 0.28| 2.40 3.58 2.35 0.072 2900 [2500 |3736
4.3307 7.0866 2.2047 116000 1$4000 0.08 5.0 6.5 12.3
23122 | 110 180 56 518 68é EM 2 126 166 | 0.28| 2.40 3.58 2.35 0.072 2900 [2500 |3726
4.3307 7.0866 2.2047 116000 1$4000 0.08 5.0 6.5 12.3
24122 | 110 180 69 595 811 EJ 2 124 164 | 0.34| 196 2.92 1.92 0.071 2100 [1800 |30Ra
4.3307 7.0866 2.7165 134000 1$2000 0.08 49 6.5 14.7
22222 | 110 200 53 555 65:% EJ 2 133 182 | 0.25| 2.73 4.06 2.67 0.074 8500 [2900 |441Q
4.3307 7.8740 2.0866 125000 1417000 0.08 5.2 7.2 15.8

(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use.
@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINGS
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaUivEL e REGIE Les Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometr
Part : : : }gag: Fillef®  Diameter E E ‘ Factof) | Thermal | yyeight
Number| Bore O.D. Width Dynamic Static | yp (Max)) £ =2>e InAll G Reference Limiting
d D B C G R Shaft Housing e R _ Ff_ 9ases Speed | Speed®
\ . o X=1 X=06 \
\ 8 & Y Y Y | Oil |Grease
mm mm  mm kN kN | mm mm  mmn \ kg
in. in.  in.  Ibf.  Ibf. | . in.in. \ RPM RPM  RPM s,
22222 | 110 200 53 555 65:% EM 2 133 182 | 0.25| 2.73 4.06 2.d7 0.074 3500 2900 |48n@
4.3307 7.8740 2.0866 125000 1{17000 0.08 5.2 7.2 ‘ 15.8
23222 | 110 200 69.8 710 88JV EJ 2 131 182 | 0.32| 211 3.14 2.d6 0.074 2300 2000 |3326
4.3307 7.8740 2.7480 160000 1?9000 008 52 7.2 \ 21.1
23222 | 110 200 69.8 710 88{7 EM 2 131 182 | 0.32| 211 3.14 2.d6 0.074 2300 2000 |31%6
4.3307 7.8740 2.7480 160000 1$9ooo 008 52 7.2 \ 21.1
22322 | 110 240 80 949 105b EJ 25 144 215| 0.32| 2.08 3.10 2.d4 0.079 2500 2100 |28908
4.3307 9.4488 3.1496 213000 2,?6000 0.1 5.7 8.5 ‘ 39.2
22322 | 110 240 80 949 105b EM 25 144 215| 0.32| 2.08 3.10 2.d4 0.079 2500 2200 |33408
4.3307 9.4488 3.1496 213000 2:}6000 0.1 5.7 8.5 ‘ 39.2
23322 | 110 240 92.1 979 10éOEM 25 136 209| 0.40| 1.67 249 1.&3 0.077 1800 (1600 |2£904
4.3307 9.4488 3.6260 220000 2{13000 0.1 5.4 8.2 ‘ 44.9
23024 | 120 180 46 408 574 EJ 2 134 167 | 0.22| 3.02 4.49 2.45 0.074 3300 [2700 |4260
47244 7.0866 18110 91700 129000 008 53 6.6 \ 8.8
24024 | 120 180 60 523 76i EJ 2 132 167 | 0.29| 2.32 345 z.ie 0.073 2700 [2200 |34Q
4.7244 7.0866 2.3622 117000 1‘{’1000 0.08 5.2 6.6 ‘ 11.4
23124 | 120 200 62 621 81é EJ 2 138 182 | 0.28| 2.38 3.54 2.:{2 0.075 2600 [2200 |3460
4.7244 7.8740 2.4409 140000 1$3000 0.08 5.4 7.2 ‘ 17.4
23124 | 120 200 62 621 81é EM 2 138 182 | 0.28| 2.38 3.54 2.:#2 0.075 2600 [2200 |3420
4.7244 7.8740 2.4409 140000 1$3ooo 008 54 7.2 \ 17.4
24124 | 120 200 80 778 108b EJ 2 135 182 | 0.36| 1.86 277 1.5{2 0.075 1700 (1600 |26600
4.7244 7.8740 3.1496 175000 2412000 0.08 5.3 7.2 ‘ 22.0
22224 | 120 215 58 647 77i EJ 2 143 196 | 0.25| 2.70 4.02 2.d4 0.078 3200 [2600 |40&0
4.7244 8.4646 2.2835 145000 1‘{’4000 0.08 5.6 7.7 ‘ 19.8
22224 | 120 215 58 647 77é EM 2 143 196 | 0.25| 2.70 4.02 2.d4 0.078 3200 [2600 |4410
4.7244 8.4646 2.2835 145000 174}000 0.08 5.6 7.7 ‘ 19.8
23224 | 120 215 76 824 104b EJ 2 142 197 | 0.32| 2.10 3.13 2.d5 0.078 2100 (1800 |31aM8
47244 8.4646 29921 185000 2$4ooo 0.08 56 7.7 \ 26.0
23224 | 120 215 76 824 104b EM 2 142 197 | 0.32| 2.10 3.13 2.d5 0.078 2100 (1800 |29108
4.7244 8.4646 2.9921 185000 2$4000 0.08 5.6 7.7 ‘ 26.0
22324 | 120 260 86 1080 12]J0 EJ 25 157 234|032 211 315 2.d7 0.083 2200 1900 |2@304
47244 10.2362 3.36{358 244000 2?2000 0.1 6.2 9.2 ‘ 48.4
(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

(GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINGS

SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . } ?age Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore  O.D. Width | Dynamic Static | ype (Max.) 5 e Bse nan G Reference | Limiting
d D B C i i R i Speed” | Speed®
G | R Szaft HoILDJsmg e | %-1 x=ograses p p
\ a B Y Y Y Oil |Grease
ol ) L kN mm . mm . mn RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
22324 | 120 260 86 1080 12]j0 EM 25 157 234| 032 211 3.15 2.07 0.083 2200 |1900 32203
4.7244 10.2362 3.3858 244000 2?2000 0.1 6.2 9.2 49.1
23324 | 120 260 106 1230 l4iOEM 2.5 147 226| 0.43| 157 2.34 1.54 0.082 1500 |1400 22108
4.7244 10.2362 4.1732 276000 3#.8000 0.1 5.8 8.9 61.2
23926 | 130 180 37 302 451% EM 1 142 169 | 0.18| 3.83 5.70 3.75 0.076 300 P2400 |34B®
5.1181 7.0866 1.4567 67900 quOOO 0.04 5.6 6.7 6.2
23026 | 130 200 52 518 72:% EJ 2 146 185 | 0.23| 294 437 2.87 0.078 3100 [2500 38O
5.1181 7.8740 2.0472 116000 1$2000 0.08 5.8 7.3 13.0
24026 | 130 200 69 664 96é EJ 2 144 185 | 0.31| 2.21 3.29 2.16 0.078 2400 [2000 3048
5.1181 7.8740 2.7165 149000 21F7OOO 0.08 5.7 7.3 17.2
23126 | 130 210 64 679 93* EJ 2 149 193 | 0.27| 2.48 3.69 2.43 0.080 2400 2000 |36
5.1181 8.2677 2.5197 153000 24_1000 0.08 59 7.6 18.9
23126 | 130 210 64 679 93* EM 2 149 193 | 0.27| 2.48 3.69 2.43 0.080 2400 [2000 |3X6
5.1181 8.2677 2.5197 153000 24.1000 0.08 59 7.6 18.9
24126 | 130 210 80 798 1l3b EJ 2 146 192 | 0.34| 199 296 1.94 0.079 1600 |1500 24905
5.1181 8.2677 3.1496 179000 2$5000 0.08 5.7 7.6 23.1
22226 | 130 230 64 757 94% EJ 25 155 210| 0.26| 2.62 3.90 2.56 0.082 2900 [2400 378903
5.1181 9.0551 2.5197 170000 21r2000 0.1 6.1 8.3 24.9
22226 | 130 230 64 757 94% EM 2.5 155 210| 0.26| 2.62 3.90 2.56 0.082 2900 2400 42303
5.1181 9.0551 2.5197 170000 2:’.2000 0.1 6.1 8.3 249
23226 | 130 230 80 915 117b EJ 2.5 153 211 0.32| 214 319 2.09 0.082 1900 |1700 |29%00
5.1181 9.0551 3.1496 206000 2¢2000 0.1 6.0 8.3 30.8
23226 | 130 230 80 915 1l7b EM 25 153 211 0.32| 214 319 2.09 0.082 1900 |1700 | 27400
5.1181 9.0551 3.1496 206000 2¢2000 0.1 6.0 8.3 30.8
22326 | 130 280 93 1250 l4]j0 EJ 3 169 252 | 032, 211 314 2.06 0.087 2000 |1800 |22B07
5.118111.0236 3.6614 281000 3l$OOO 0.1 6.7 9.9 60.3
22326 | 130 280 93 1250 14]J0 EM 3 169 2521 032 211 314 2.06 0.087 2000 |1800 |3@908
5.1181 11.0236 3.6614 281000 3?.8000 0.1 6.7 9.9 61.2
23326 | 130 280 112 1340 15§0EM 3 164 245 | 042 162 242 1.59 0.086 1400 |1200 |2B3®
5.1181 11.0236 4.4094 302000 3%59000 0.1 6.5 9.6 74.4
23928 | 140 190 37 314 47* EM 1.5 152 180| 0.16| 4.10 6.10 4.01 0.079 2800 [2200 3310
5.5118 7.4803 1.4567 70500 lq7000 0.06 6.0 7.1 6.4
23028 | 140 210 53 551 SOé EJ 2 158 196 | 0.22| 3.10 461 3.03 0.082 2800 [2300 |34BQ
5.5118 8.2677 2.0866 124000 1$0000 0.08 6.2 7.7 13.6
24028 | 140 210 69 702 lO6b EJ 2 154 195 | 0.29| 236 3.51 231 0.081 2100 [1800 |29BQ
5.5118 8.2677 2.7165 158000 ZZFSOOO 0.08 6.1 7.7 18.0
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Stati Geometry
Part : : : } B Fillef>  Diameter ‘ Factof) | Thermal | yyeight
Number| Bore  O.D. Width | Dynamic Static | Type (Max.) E e Ese mal G Reference | Limiting
d D B © : i R R Speed” | Speed®
G | R Shaft Housing e |5 _, ./ cCases p
\ c D, Y Y Y | Oil |Grease
mm mm  mm| kN kN mm  mm - mm | RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
23128 | 140 225 68 766 107b EJ 2 160 208 | 0.27| 250 3.72 2.4‘5 0.083 2100 (1800 |29604
5.5118 8.8583 2.6772 172000 2{10000 0.08 6.3 8.2 ‘ 22.9
23128 | 140 225 68 766 107b EM 2 160 208 | 0.27| 250 3.72 2.45 0.083 2100 (1800 |316M2
5.5118 8.8583 2.6772 172000 2{10000 0.08 6.3 8.2 ‘ 223
24128 | 140 225 85 894 129b EJ 2 157 206 | 0.34| 2.01 299 1.#6 0.082 1500 1300 |22907
5.5118 8.8583 3.3465 201000 2$9000 0.08 6.2 8.1 ‘ 27.9
26228 | 140 240 80 863 111b EM 25 161 218| 0.32| 2.08 3.10 2.d4 0.083 1500 1300 |18407
5.5118 9.4488 3.1496 194000 2419000 0.1 6.3 8.6 ‘ 32.3
22228 | 140 250 68 863 lOGb EJ 25 167 228| 0.25| 2.67 3.98 Z.dl 0.086 2600 2200 |33@2
5.5118 9.8425 2.6772 194000 2$7000 0.1 6.6 9.0 ‘ 31.2
22228 | 140 250 68 863 106b EM | 25 167 228| 0.25| 2.67 3.98 Z.dl 0.086 2600 2200 |39@2
5.5118 9.8425 2.6772 194000 2$7000 0.1 6.6 9.0 ‘ 31.2
23228 | 140 250 88 1090 14ﬂ0 EJ 25 165 229| 0.32| 211 3.13 Z.dG 0.086 1700 (1500 |272@0
55118 9.8425 3.4646 246000 317000 01 65 9.0 \ 39.6
23228 | 140 250 88 1090 14JJOEM 25 165 229/ 0.32| 211 313 2.d6 0.086 1700 (1500 |268%6
55118 9.8425 3.4646 246000 3:’.7000 0.1 6.5 9.0 ‘ 40.6
22328 | 140 300 102 1450 16*0 EJ 3 182 270 | 0.33| 2.06 3.06 Z.dl 0.091 1800 (1600 |23806
55118 11.8110 4.0157 326000 375000 0.1 7.1 10.6 ‘ 73.9
22328 | 140 300 102 1450 16*0EM 3 182 270 | 0.33| 2.06 3.06 Z.dl 0.091 1800 (1600 |2%A02
5.5118 11.8110 4.0157 326000 375000 0.1 7.1 10.6 ‘ 75.3
23328 | 140 300 118 1570 191(EMB 3 175 261 | 041 165 245 l.dl 0.091 1200 (1100 |1@qao7
55118 11.8110 4.6457 352000 4?9000 0.1 6.9 10.3 ‘ 91.7
23030 | 150 225 56 621 Qli EJ 2 169 210 | 0.21| 3.14 4.68 3.d7 0.086 2600 [2100 |3726
5.9055 8.8583 2.2047 140000 ZqJSOOO 0.08 6.7 8.3 ‘ 16.6
23030 | 150 225 56 621 Qli EM 2 169 210 | 0.21| 3.14 4.68 3.d7 0.086 2600 [2100 |31RG
5.9055 8.8583 2.2047 140000 20$000 0.08 6.7 8.3 ‘ 16.9
24030 | 150 225 75 808 124b EJ 2 165 209 | 0.29| 2.32 3.46 2.i7 0.085 2000 (1700 |28002
5.9055 8.8583 2.9528 182000 2‘(8000 0.08 6.5 8.2 ‘ 22.3
23130 | 150 250 80 1000 13d0 EJ 2 173 229 | 0.29| 232 345 2.2{6 0.088 1900 (1600 |26%06
5.9055 9.8425 3.1496 225000 312000 0.08 6.8 9.0 \ 34.2
23130 | 150 250 80 1000 13d0EM 2 173 229 | 0.29| 232 345 2.j6 0.088 1900 (1600 |29B%
5.9055 9.8425 3.1496 225000 34_2000 0.08 6.8 9.0 ‘ 34.2
(MMaximum shaft or housing llet radius that bearing corners will clear. _
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backin D i Static Geometr
Cage g ynamic ati ;
Part . . . } T ge Fileth  Diameter E = | Facto Thermal | | yeight
Number| Bore O.D. Width | Dynamic Static | 'YP 5 e Bse nan Reference | Limiting
‘ (Max.) i B E & Speed )
d D B c G | R Shaft Housing e | _, J'_ 0 s?ases\ pee Speed®
d D. o e
\ a B Y Y Y \ Oil |Grease
g Ry Bkt | RPM RPM  RPM 0
24130 | 150 250 100: 1180 lGéO EJ 2 169 227 | 0.36| 186 2.77 l.dZ 0.087 1300 |1200 |2aBM4
5.9055 9.8425 3.9370 264000 3?’8000 0.08 6.7 8.9 ‘ 42.7
22230 | 150 270 73 1000 12#0 EJ 25 179 246 | 0.25| 2.69 4.00 2.d3 0.090 2400 |2000 32506
5.9055 10.6299 2.8740 225000 2?6000 0.1 7.0 9.7 ‘ 39.2
22230 | 150 270 73 1000 1250 EM 25 179 246| 0.25| 2.69 4.00 2.d3 0.090 2400 2000 | 34008
5.9055 10.6299 2.8740 225000 2?6000 0.1 7.0 9.7 ‘ 39.2
23230 | 150 270 96 1270 16&0 EJ 25 178 247| 0.32| 2.08 3.10 2.d4 0.090 1500 |1400 22800
5.9055 10.6299 3.7795 286000 3?2000 0.1 7.0 9.7 ‘ 52.4
23230 | 150 270 96 1270 16d0 EM 25 178 247| 0.32| 2.08 3.10 2.d4 0.090 1500 |1400 2283
5.9055 10.6299 3.7795 286000 3?2000 0.1 7.0 9.7 ‘ 52.4
22330 | 150 320 108 1620 lBéO EJ 3 194 288 | 0.33| 2.08 3.09 2.d3 0.088 1600 |1500 | 22006
5.9055 12.5984 4.2520 365000 4?4000 0.1 7.6 11.3 ‘ 94.6
22330 | 150 320 108 1620 18§(IEMB 3 194 288 | 0.33| 2.08 3.09 2.d3 0.088 1600 |1500 | 199300
5.9055 12.5984 4.2520 365000 4?4000 0.1 7.6 11.3 ‘ 94.6
23330 | 150 320 128 1780 21.’.%(IEMB 3 185 280 | 0.41| 164 244 l.dO 0.087 1100 |1000 16804
5.9055 12.5984 5.0394 400000 4?9000 0.1 7.3 11.0 ‘ 111.0
23932 | 160 220 45 421 654 EM 2 175 207 | 0.18| 3.78 5.63 3.%0 0.086 2500 [2100 2990
6.2992 8.6614 1.7717 94700 147000 0.08 6.9 8.2 ‘ 10.8
23032 | 160 240 60 705 104b EJ 2 180 224 | 0.22| 3.12 465 3.d5 0.089 2400 [2000 |30:G
6.2992 9.4488 2.3622 159000 ZZFSOOO 0.08 7.1 8.8 ‘ 20.4
23032 | 160 240 60 705 104b EM 2 180 224 | 0.22| 312 4.65 3.d5 0.089 2400 [2000 308G
6.2992 9.4488 2.3622 159000 2$5000 0.08 7.1 8.8 ‘ 20.4
24032 | 160 240 80 914 141b EJ 2 176 223 | 029, 232 345 2.j7 0.089 1800 1500 26205
6.2992 9.4488 3.1496 206000 31F7000 0.08 6.9 8.8 ‘ 27.5
23132 | 160 270 86 1160 lSdO EJ 2 185 248 | 0.29| 2.33 3.46 2.j7 0.092 1700 1500 |23207
6.299210.6299 3.3858 261000 35*1000 0.08 7.3 9.8 ‘ 43.3
23132 | 160 270 86 1160 1550 EM 2 185 248 | 0.29| 2.33 346 2.j7 0.092 1700 |1500 22002
6.2992 10.6299 3.3858 261000 3%34000 0.08 7.3 9.8 ‘ 44.4
24132 | 160 270 109 1390 ZOéO EJ 2 181 245 | 0.37| 184 274 1.d0 0.091 1100 |1000 19301
6.2992 10.6299 4.2913 313000 4*19000 0.08 7.1 9.7 ‘ 55.2
22232 | 160 290 80 1120 13%0 EJ 25 192 264| 0.26| 2.62 391 2.#7 0.093 2200 |1900 223809
6.2992 11.4173 3.1496 253000 SPQOOO 0.1 75 10.4 ‘ 50.6
22232 | 160 290 80 1120 13%0 EM 2.5 192 264| 0.26| 2.62 391 2.&7 0.093 2200 |1900 | 32300
6.2992 11.4173 3.1496 253000 309000 01 75 | 104 \ 50.6
23232 | 160 290 104 1470 1940 EJ 25 190 264 | 0.33| 2.06 3.06 Z.dl 0.094 1400 |1200 22803
6.2992 11.4173 4.0945 330000 4?5000 0.1 7.5 10.4 ‘ 64.3
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Stati Geometry
Part : : : }?age Fillef>  Diameter E E ‘ Factof) | Thermal | yyeight
Number Bcére O.D. Width | Dynamic Static | ype (Max.) Ze e Al G Rseferegag:e L|m|t|(r;sg);
D B C : i pee Spee
G | R Sgaft Ho;smg e | w-q x= O.B?ases‘ p
\ 8 6 Y Y Y | Oil |Grease
mm mm  mm kN kN | mm mm  mmn \ el FEl rEl e
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
23232 | 160 290 104 1470 1940EM 2.5 190 264| 0.33| 2.06 3.06 Z.dl 0.094 1400 |1200 23000
6.2992 11.4173 4.0945 330000 4?5000 0.1 7.5 10.4 ‘ 66.0
22332 | 160 340 114 1800 ZliO EJ 3 207 306 | 0.32| 2.09 311 2.d4 0.092 1500 |1300 |26G400
6.2992 13.3858 4.4882 405000 4?5000 0.1 8.1 12.0 ‘ 112.2
22332 | 160 340 114 1800 ZliﬂEMB 3 207 306 | 0.32| 2.09 311 2.d4 0.092 1500 [1300 |18000
6.2992 13.3858 4.4882 405000 4?5000 0.1 8.1 12.0 ‘ 112.2
23332 | 160 340 136 2000 ZSC%GEMB 3 202 297 | 042 162 241 l.dB 0.091 990 900 15902
6.2992 13.3858 5.3543 449000 5*38000 0.1 8.0 11.7 ‘ 134.7
23934 | 170 230 45 453 71é EM 2 184 217 | 0.17| 4.07 6.05 3.d7 0.090 2300 |1900 |29™@
6.6929 9.0551 1.7717 102000 1$1000 0.08 7.2 8.6 ‘ 11.4
23034 | 170 260 67 858 125b EJ 2 192 242 | 0.22| 3.02 4.49 2.45 0.093 2200 |1800 28205
6.6929 10.2362 2.6378 193000 2*32000 0.08 7.6 9.5 ‘ 275
23034 | 170 260 67 858 125b EM 2 192 242 | 0.22| 3.02 4.49 2.45 0.093 2200 1800 |282B
6.6929 10.2362 2.6378 193000 2?2000 0.08 7.6 9.5 ‘ 275
24034 | 170 260 90 1030 15%0 EJ 2 189 240 | 0.30| 2.22 3.30 2.ﬂ7 0.092 1700 |1500 | 24607
6.6929 10.2362 3.5433 233000 3%54000 0.08 7.4 9.5 ‘ 37.8
23134 | 170 280 88 1220 17ZIJO EJ 2 195 258 | 0.28| 239 355 2.3*3 0.095 1600 |1400 22201
6.6929 11.0236 3.4646 274000 3?4000 0.08 7.7 10.1 ‘ 46.5
23134 | 170 280 88 1220 17]lOEM 2 195 258 | 0.28| 2.39 355 2.143 0.095 1600 |1400 2207
6.6929 11.0236 3.4646 274000 3%34000 0.08 7.7 10.1 ‘ 47.7
24134 | 170 280 109 1440 ZliOEJ 2 192 255 | 0.35| 193 287 l.d8 0.094 1000 960 18304
6.6929 11.0236 4.2913 324000 4?5000 0.08 7.5 10.1 ‘ 57.8
22234 | 170 310 86 1290 lSSiO EJ 3 204 281 | 0.26| 2.61 3.89 2.§5 0.090 2000 |1700 22303
6.6929 12.2047 3.3858 290000 3?9000 0.1 8.0 11.1 ‘ 62.7
22234 | 170 310 86 1290 15dOEM 3 204 281 | 0.26| 261 338 2.&5 0.090 2000 1700 3285
6.692912.2047 3.3858 290000 35?000 0.1 8.0 111 ‘ 62.7
23234 | 170 310 110 1660 22¢O EJ 3 202 281 | 0.33| 2.08 3.09 2.d3 0.091 1200 |1100 23318
6.6929 12.2047 4.3307 373000 494000 0.1 8.0 11.1 ‘ 78.8
23234 | 170 310 110 1660 22($OEM 3 202 281 | 0.33| 2.08 3.09 2.d3 0.091 1200 |1100 |2B8X%
6.6929 12.2047 4.3*307 373000 4?4000 0.1 8.0 111 ‘ 80.5
22334 | 170 360 120‘ 2000 23é0 EJ 3 219 325| 0.32| 211 315 2.d7 0.096 1400 |1200 | 19809
6.6929 14.1732 4.7244 450000 530000 01 86 | 128 \ 131.8
(MMaximum shaft or housing llet radius that bearing corners will clear. _
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing
the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backin D i Static Geometr
Cage g ynamic ati _
Part . . . }T ge Fileth  Diameter E = | Facto Thermal | | yeight
Number| Bore  O.D. Width | Dynamic Static | yp (Max.) 5 e Bse nan G Reference | Limiting
d D B C i i R R Speed | Speed®
G | R Szaft HoILDJsmg e [%oq = 0_69ases‘ P p
\ a B Y Y Y \ Oil |Grease
ol ) L kN mm . mm . mn | RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
22334 | 170 360 120 2000 ZBéGEMB 3 219 325| 0.32| 211 315 2.d7 0.096 1400 1200 |16309
6.6929 14.1732 4.7244 450000 530000 0.1 86 | 12.8 \ 131.8
23334 | 170 360 140 2170 ZSéGEMB 3 208 315 | 0.40| 1.67 249 l.d3 0.094 950 860 14403
6.6929 14.1732 5.5118 487000 5*31000 0.1 8.2 12.4 ‘ 154.7
23936 | 180 250 52 572 90* EJ 2 197 235| 0.18| 3.77 562 S.dg 0.094 2200 |1800 |28rR6
7.0866 9.8425 2.0472 129000 2q)4000 0.08 7.8 9.3 ‘ 16.7
23936 | 180 250 52 572 90* EM 2 197 235 | 0.18| 3.77 5.62 3.d9 0.094 2200 |1800 2846
7.0866 9.8425 2.0472 129000 2(P4000 0.08 7.8 9.3 ‘ 16.7
23036 | 180 280 74 1020 14d0 EJ 2 204 260 | 0.23| 291 434 2.d5 0.097 2000 1700 |26B08
7.0866 11.0236 2.9134 229000 3?2000 0.08 8.0 10.2 ‘ 37.0
23036 | 180 280 74 1020 14dOEM 2 204 260 | 0.23| 291 434 2.&5 0.097 2000 |1700 26608
7.0866 11.0236 2.9134 229000 3#2000 0.08 8.0 10.2 ‘ 37.0
24036 | 180 280 100 1320 2040 EJ 2 200 258 | 0.32| 2.13 317 2.d8 0.097 1500 |1300 22206
7.0866 11.0236 3.9370 296000 4FOOOO 0.08 7.9 10.2 ‘ 49.7
23136 | 180 300 96 1410 ZOdO EJ 2.5 208 275 0.29| 232 345 2.j7 0.099 1500 |1300 22506
7.0866 11.8110 3.7795 317000 4%9000 0.1 8.2 10.8 ‘ 60.7
23136 | 180 300 96 1410 ZOdOEM 25 208 275| 0.29| 232 3.45 2.j7 0.099 1500 [1300 |2£&706
7.0866 11.8110 3.7795 317000 449000 01 82 | 108 \ 60.7
24136 | 180 300 118 1650 24%0 EJ 25 204 273| 0.36| 190 2.82 l.d5 0.098 950 |870 17884
7.0866 11.8110 4.6457 370000 5%50000 0.1 8.1 10.7 ‘ 73.5
22236 | 180 320 86 1340 17d0 EJ 3 215 292 | 0.25| 2.72 4.0% 2.d6 0.094 1900 |1600 |2@901
7.0866 12.5984 3.3858 301000 3?2000 0.1 8.5 115 ‘ 64.0
22236 | 180 320 86 1340 l7dOEM 3 215 292 | 0.25| 2.72 4.05 2.d6 0.093 1900 |1600 |3@304
7.0866 12.5984 3.3858 301000 3%32000 0.1 8.5 115 ‘ 64.7
23236 | 180 320 112 1720 22§0EJ 3 211 292 | 0.32| 211 3.15 2.d7 0.093 1200 1100 |2B300
7.086612.5084 4.4094 387000 515000 01 83 |115 \ 85.0
23236 | 180 320 112 1720 22§CIEMB 3 211 292 | 0.32| 211 3.15 2.d7 0.093 1200 |1100 |18BX%
7.0866 12.5984 4.4094 387000 51].5000 0.1 8.3 115 ‘ 84.9
22336 | 180 380 126 2190 ZGéO EJ 3 232 343 | 0.32| 213 317 2.d8 0.099 1300 |1200 | 183900
7.0866 14.9606 4.9606 491000 5?4000 0.1 9.2 135 ‘ 153.0
22336 | 180 380 126 2190 26(b(IEMB 3 232 343 | 0.32| 213 317 2.d8 0.099 1300 |1200 |1BBOO
7.0866 14.9606 4.9606 491000 5?4000 0.1 9.2 13.5 ‘ 153.0
23938 | 190 260 52 589 964 EM 2 207 245 | 0.17| 4.01 5097 3.42 0.097 2000 |1700 (270
7.4803 10.2362 2.0472 133000 2117000 0.08 8.2 9.6 ‘ 17.6
23038 | 190 290 75 1060 1540 EJ 2 214 270 | 0.23| 3.00 447 2.43 0.100 1900 |1600 24708
7.4803 11.4173 2.9528 239000 3#5000 0.08 8.4 10.¢ ‘ 39.2
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometry
Part : : : }Cage Fillef>  Diameter Factof) | Thermal | yyeight
Number| Bore  O.D. Width | Dynamic Static ‘Type (Max.) E e Ese mal G Reference | Limiting
d D B c G R Shaft Housing e |F_. F_ Cases Speed” |Speed
\ i b X=1 X=06
\ 8 6 Y Y Y Oil |Grease
mm mm  mm| kN kN mm  mm - mm RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
23038 | 190 290 75 1060 15§0EM 2 214 270 | 0.23| 3.00 4.47 293 0.100 1900 (1600 |23708
7.4803 11.4173 2.9528 239000 3155000 0.08 8.4 10. 39.2
24038 | 190 290 100 1330 Zl(ﬁOEJ 2 210 268 | 0.31| 220 327 215 0.100 1400 (1200 |22800
7.4803 11.4173 3.9370 300000 4?3000 0.08 8.3 10.6 52.0
24038 | 190 290 100 1330 ZléOEM 2 210 268 | 0.31| 220 327 215 0.100 1400 1200 |2@a00
7.4803 11.4173 3.9370 300000 4?3000 0.08 8.3 10.6 52.0
23138 | 190 320 104 1630 2340EJ 25 221 293| 0.30| 226 336 221 0.095 1400 1200 |2B3XM
7.4803 12.5984 4.0945 365000 5?5000 0.1 8.7 11.5 74.6
23138 | 190 320 104 1630 ZSAOEM 25 221 293| 0.30| 226 336 221 0.095 1400 1200 |23407
7.4803 12.5984 4.0945 365000 5?5000 0.1 8.7 11.5 76.4
24138 | 190 320 128 1870 27éOEJ 25 215 290| 0.36| 1.85 276 181 0.094 880 (810 [1%4R0
7.4803 12.5984 5.0394 421000 6#9000 0.1 8.5 114 92.0
22238 | 190 340 92 1550 19do EJ 3 226 310 | 0.25| 2.67 398 2.62 0.097 1800 (1500 |23&00
7.4803 13.3858 3.6220 348000 4*10000 0.1 8.9 12.2 77.0
22238 | 190 340 92 1550 19dCEMB 3 226 310 | 0.25| 2.67 398 2.62 0.097 1800 (1500 |2BB0
7.4803 13.3858 3.6220 348000 4%0000 0.1 8.9 12.2 79.0
23238 | 190 340 120 1940 26i0EJ 3 225 311 032 210 312 205 0.097 1100 (980 |2QU00
7.4803 13.3858 4.7244 436000 5?6000 0.1 8.9 12.2 104.0
23238 | 190 340 120 1940 26i(EMB 3 225 311 0.32| 210 312 205 0.097 1100 (990 |148B01
7.4803 13.3858 4.7244 436000 5%36000 0.1 8.9 12.2 103.6
22338 | 190 400 132 2380 28:%05] 4 245 361 0.32| 212 315 2.07 0.102 1200 (1100 |18000
7.4803 15.7480 5.1969 534000 6?5000 0.2 9.6 14.2 177.0
22338 | 190 400 132 2380 ZBéCIEMB 4 245 361 | 0.32| 212 3.15 2.07 0.102 1200 |1100 16009
7.4803 15.7480 5.1969 534000 6?5000 0.2 9.6 14.2 178.0
23940 | 200 280 60 712 113b EM 2 219 263 | 0.19| 3.65 543 3.57 0.101 1900 (1600 |23a00
7.874011.0236 2.3622 160000 25*1000 0.08 8.6 10.3 25.0
23040 | 200 310 82 1230 17d0 EJ 2 225 289 | 0.23| 295 440 2.89 0.092 1800 (1500 |2z201
7.8740 12.2047 3.2283 276000 395000 0.08 8.9 114 48.6
23040 | 200 310 82 1230 17d0EM 2 225 289 | 0.23| 295 440 2.89 0.092 1800 (1500 |22909
7.8740 12.2047 3.2283 276000 3?5000 0.08 8.9 11.4 48.1
24040 | 200 310 109 1560 24é0EJ 2 223 286 | 0.31| 216 322 212 0.096 1300 1100 |2@B00
7.8740 12.2047 4.2913 351000 5%32000 0.08 8.8 11.2 67.0
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Equivalent Radial Load

Bearing Dimensions Load Ratings Mounting Data Factor® Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . ?age Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore O.D. Width | Dynamic Static | 'YP€ (Max.) 5 e Bse nan G Reference | Limiting
d D B C G R : Shaft Housing e ';r( -1 )IE_’: 0.69ases Speed") Speedp
d D, Y Y Y Oil |Grease
ol ) L S mm . mm . mn RPM RPM RPM K9
in. in. in. Ibf. Ibf. in. in. in. Ibs.
24040 | 200 310 109 1560 2460EM 2 223 286 | 0.31| 216 3.22 2.12 0.096 1300 1100 |18@00
7.8740 12.2047 4.2913 351000 552000 0.08 8.8 11.2 66.0
23140 | 200 340 112 1720 2400EJ 25 230 308| 0.31| 215 3.20 2.10 0.098 1300 1200 |2@008
7.8740 13.3858 4.4094 386000 540000 0.1 9.0 12.1 89.9
23140 | 200 340 112 1660 229EMB| 2.5 230 308| 0.31| 215 3.20 2.10 0.097 1400 [1200 |18907
7.8740 13.3858 4.4094 373000 514000 0.1 9.0 12.1 89.6
24140 | 200 340 140 2030 2930EJ 25 226 308| 0.39| 1.74 259 1.70 0.097 850 |790 14407
7.8740 13.3858 5.5118 456000 658000 0.1 8.9 12.1 113.7
24140 | 200 340 140 2030 293EMB| 2.5 226 308| 0.39| 1.74 259 1.70 0.097 850 |790 13601
7.8740 13.3858 5.5118 456000 658000 0.1 8.9 12.1 114.7
22240 | 200 360 98 1580 2010 EJ 3 236 323 | 0.27| 250 3.72 2.44 0.099 1700 [1500 |24807
7.8740 14.1732 3.8583 356000 452000 0.1 9.3 12.7 91.8
22240 | 200 360 98 1580 201EMB 3 236 323 | 0.27| 250 3.72 2.44 0.099 1700 [1500 |23206
7.8740 14.1732 3.8583 356000 452000 0.1 9.3 12.7 93.8
23240 | 200 360 128 2140 289EMB 3 237 329 | 0.33| 2.06 3.06 2.01 0.100 1000 920 165
7.8740 14.1732 5.0394 480000 650000 0.1 9.3 12.9 124.3
26340 | 200 380 126 1900 269EMB 4 240 336.7] 0.33| 2.02 3.01 1.98 0.101 820 |740 12680
7.8740 14.9606 4.9606 427000 605000 0.2 9.4 13.3 145.2
23340 | 200 420 165 2940 373EMB 4 246 366 | 041 166 247 1.62 0.104 720 670 123Q2.6
7.8740 16.5354 6.4961 660000 838000 0.2 9.7 14.4 247.7
22340 | 200 420 138 2470 2930EJ 4 246 369 | 0.33| 2.02 3.01 1.98 0.103 1200 [1000 |1B300
7.8740 16.5354 5.4331 556000 658000 0.2 9.7 14.5 195.8
22340 | 200 420 138 2470 293EMB 4 247 369 | 0.33| 202 3.01 1.98 0.103 1200 1000 |1680
7.8740 16.5354 5.4331 556000 658000 0.2 9.7 14.5 204.5
23944 | 220 300 60 739 1210EM 2 239 283 | 0.17| 3.94 5387 3.85 0.106 1700 [1400 |22300

8.661411.8110 2.362

N

166000 272000 0.08 9.4 11.2 26.4
23044 | 220 340 90 1340 1970 EJ 2.5 247 313| 0.24| 277 4.13 2.71 0.101 1700 [1400 |22307

8.6614 13.3858 3.5433 300000 443000 0.1 9.7 12.3 63.1
23044 | 220 340 90 1340 1970EM 2.5 247 313| 0.24| 277 4.13 2.71 0.101 1700 |1400 22808
8.6614 13.3858 3.5433 300000 443000 0.1 9.7 12.3 63.4
24044 | 220 340 118 1720 2720EJ 25 245 313| 0.32| 2.14 3.18 2.09 0.101 1200 |1000 | 18300
8.6614 13.3858 4.6457 388000 612000 0.1 9.6 12.3 86.0
24044 | 220 340 118 1720 272EMB| 2.5 245 313| 0.32| 2.14 3.8 2.09 0.101 1200 |1000 13803
8.6614 13.3858 4.6457 388000 612000 0.1 9.6 12.3 86.5
23144 | 220 370 120 1940 2740EJ 3 252 336 | 0.31| 217 3.24 2.12 0.103 1200 |1000 18208
8.6614 14.5669 4.7244 436000 616000 0.1 9.9 13.2 116.2
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.

78 TIMKEN SPHERICAL ROLLER BEARING CATALOG



SPHERICAL ROLLER BEARINGS

[~—B—| o = BTHR <+ B—=,-Rr
i il R
Dd - Hd, b, Dd —|td D Dd —fdnp
EJ EM/YM EMB/YMB
Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometry
Part : : : }?ag: Fillef>  Diameter [E E Factof) | Thermal | yyeight
Number| Bore O.D. Width | Dynamic Static | YP (Max.) £e Z>e InAl e Refereng:e Limiting
d D B C G ‘ R Shaft Housing e ‘ ';T(z 1 )E': g B?ases Speed |Speed®
\ c D, | Y v Y Oil |Grease
progromn E o E ar g RPM RPM RPM 0
23144 | 220 370 120 1940 274(IEMB 3 252 336 0.31‘ 217 324 212 0.103 1200 |1000 |1%@08
8.6614 14.5669 4.7244 436000 61].6000 0.1 9.9 13.4 116.2
24144 | 220 370 150 2250 SZiOEJ 3 248 337 0.36‘ 186 277 1.82 0.103 780 |720 |13®O
8.6614 14.5669 5.9055 505000 7?5000 0.1 9.8 13.% 144.0
24144 | 220 370 150 2250 325{(]EMB 3 248 337 0.36‘ 186 277 1.82 0.103 780 |720 11680
8.6614 14.5669 5.9055 505000 7?5000 0.1 9.8 13.:% 144.0
22244 | 220 400 108 1850 23i0EJ 3 261 359 0.27‘ 251 3783 245 0.106 1500 (1300 |2B24
8.6614 15.7480 4.2520 415000 5?0000 0.1 10.3 14.:‘. 130.7
22244 | 220 400 108 1850 23i(EMB 3 261 359 0.27‘ 251 373 245 0.106 1500 1300 |2GB04
8.6614 15.7480 4.2520 415000 5?0000 0.1 10.3 14.:‘. 130.7
23244 | 220 400 144 2490 33$OEJ 3 257 359 0.35‘ 195 290 1.90 0.105 920 (830 17800
8.6614 15.7480 5.6693 559000 7‘@4000 0.1 10.1 14.1r 174.0
23244 | 220 400 144 2490 33‘}»(EMB 3 257 359 0.35‘ 195 290 1.90 0.105 920 (830 13304
8.6614 15.7480 5.6693 559000 7§4000 0.1 10.1 14.1r 174.7
26344 | 220 420 138 2480 BZéGEMB 4 265 372 0.33‘ 204 3.08 1.99 0.108 700 |640 11882
8.6614 16.5354 5.4331 558000 7?3000 0.2 10.42 14.15 194.0
22344 | 220 460 145 2740 3240EJ 4 273 404 0.32‘ 208 310 2.04 0.110 1100 |940 |1600.0
8.6614 18.1102 5.7087 615000 7?9000 0.2 10.7 15.? 2442
22344 | 220 460 145 2740 324(EMB 4 273 404 0.32‘ 2.08 310 2.04 0.110 1100 |940 |1418.5
8.6614 18.1102 5.7087 615000 7?9000 0.2 10.7 15.$ 260.7
23948 | 240 320 60 785 l34b EM 2 260 304 0.16‘ 416 6.20 4.07 0.104 1600 (1300 |22209
9.4488 12.5984 2.3622 176000 3@0000 0.08 10.2 12.P 28.4
23048 | 240 360 92 1400 2140 EJ 25 267 334 0.23‘ 291 434 285 0.106 1500 (1300 |13300
9.4488 14.1732 3.6220 315000 4?0000 0.1 10.5 13.:‘. 72.0
23048 | 240 360 92 1400 214\OEM 25 267 334 0.23‘ 291 434 285 0.106 1500 1300 |2B300
9.448814.1732 3.6220 315000 484)000 0.1 10.5 13.1‘ 72.0
24048 | 240 360 118 1790 ZQéOEJ 25 265 334 0.29‘ 231 344 226 0.106 1100 |940 17200
9.4488 14.1732 4.6457 403000 6%62000 0.1 10.4 13.1r 92.0
24048 | 240 360 118 1790 Zgé(IEMB 25 265 334 0.29‘ 231 344 226 0.106 1100 |940 15708
9.4488 14.1732 4.6457 403000 652000 01 104 134 92.0
23148 | 240 400 128 2280 33:%0EJ 3 276 364 0.30‘ 228 340 223 0.111 1000 |910 16809
9.4488 15.7480 5.0394 512000 7%8000 0.1 10.9 14.:F 142.8
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINGS

SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . } ?age Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore O.D. Width | Dynamic Static | 'YP€ (Max.) 5 e Bse nan G Reference | Limiting
d D B c G } R Shaft Housing e |7 5 Cases Speed” | Speed
X=1 X=0.6
\ d D, Y Y Y Oil |Grease
ol ) L kN mm . mm . mn RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
23148 | 240 400 128 2200 31éGEMB 3 276 364 | 0.30| 2.28 3.40 2.23 0.110 1100 |930 1450
9.4488 15.7480 5.0394 495000 7114000 0.1 10.9 14.3 142.0
24148 | 240 400 160 2690 40.’%0 EJ 3 270 364 | 0.37| 180 2.68 1.76 0.109 650 610 12805
9.4488 15.7480 6.2992 606000 9?.2000 0.1 10.7 14.3 1771
24148 | 240 400 160 2690 40$(|EMB 3 270 364 | 0.37| 180 2.68 1.76 0.109 650 610 10805
9.4488 15.7480 6.2992 606000 91].2000 0.1 10.7 14. 177.1
22248 | 240 440 120 2330 29"%0 EJ 3 283 395 | 0.27| 246 3.67 241 0.112 1300 |1100 |2QG%00
9.4488 17.3228 4.7244 524000 6f53000 0.1 111 15.€ 169.5
22248 | 240 440 120 2330 29$GEMB 3 284 395 | 0.27| 246 3.67 241 0.112 1300 |1100 18400
9.4488 17.3228 4.7244 524000 6*53000 0.1 11.2 15.€ 178.2
23248 | 240 440 160 3050 41é0 EJ 3 280 394 | 0.35| 192 2.86 1.88 0.112 790 720 140a.8
9.4488 17.3228 6.2992 685000 9#5000 0.1 11.0 15.% 230.4
23248 | 240 440 160 3050 41éEMB 3 281 394 | 035 192 286 1.88 0.112 790 720 1168.0
9.4488 17.3228 6.2992 685000 9?5000 0.1 111 15.5 2375
26348 | 240 460 147 2910 36§(IEMB 4 286 410 | 0.32| 2.08 3.10 2.04 0.113 690 580 9703.0
9.4488 18.1102 5.7874 653000 8?9000 0.2 11.3 16.1 248.6
22348 | 240 500 155 3270 SQéCEMB 4 297 439 | 0.32| 210 3.13 2.05 0.117 910 820 1430.2
9.4488 19.6850 6.1024 734000 BPOOOO 0.2 11.7 17.2 328.2
26250 | 250 410 128 2190 BlébOEM 3 284.5 374| 0.30| 228 3.39 2.23 0.111 680 620 12300
9.8425 16.1417 5.0394 492000 7P9000 0.1 11.2 14.7 140.8
23952 | 260 360 75 1120 18d0 EM 2 284 339 | 0.18, 3.74 556 3.65 0.110 1400 |1200 12208
10.2362 14.1732 2.9528 251000 4F.9000 0.08 11.2 13.3 50.2
23052 | 260 400 104 1820 2740 EJ 3 291 369 | 0.24| 285 4.24 2.78 0.113 1300 |1100 18305
10.2362 15.7480 4.0945 409000 6#7000 0.12 115 14.5 104.5
23052 | 260 400 104 1820 274(]EMB 3 291 369 | 0.24| 285 4.24 2.78 0.113 1300 |1100 | 18206
10.236215.7480 4.0945 409000 61?000 0.1 11.5 14.5 104.7
24052 | 260 400 140 2380 3840 EJ 3 288 369 | 0.32| 212 315 2.07 0.113 930 820 15889
10.2362 15.7480 5.5118 535000 8F4000 0.1 11.3 14.5 140.6
24052 | 260 400 140 2380 384(|EMB 3 288 369 | 0.32| 212 315 2.07 0.113 940 830 13689
10.2362 15.7480 5.5118 535000 8F34000 0.1 11.3 14.5 140.6
23152 | 260 440 144 2680 391%0 EJ 3 301 400 | 0.30| 2.23 3.31 2.18 0.116 930 830 15507
10.236 17.3228 5.6693 603000 8?5000 0.1 11.8 15.7 193.0
23152 | 260 440 144 2680 SQiGEMB 3 302 400 | 0.30| 2.23 3.31 2.18 0.116 930 830 120
10.2362 17.3228 5.6693 603000 8?5000 0.1 11.9 15.7 199.0
24152 | 260 440 180 3160 4860 EJ 3 294 398 | 0.37| 182 270 1.78 0.115 580 540 109@.0
10.2362 17.3228 7.0866 710000 1q)8000 0.1 11.6 15.7 246.0
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Ratings Mounting Data EquwallzlzgtoF:;:jlal Lo Speed Reference
Bearing Backing Dynamic Static Geometry
Part : : : B Fillef>  Diameter Factof) | Thermal | yyeight
Number| Bore O.D. Width | Dynamic Static | TYPe (Max.) Ee Ese inan e Reference Limiting
d D B C G R " Shaft Housing e R R ?ases Speed |Speed®
d D X=1 X=0.6
a a Y Y Y QOil |Grease
mm mm  mm| kN A mm  mm - mm RPM RPM RPM K9
in. in. in. Ibf. Ibf. in. in. in. Ibs.
24152 | 260 440 180 3160 480EMB| 3 296 398 | 037, 182 270 178 0.115 580 |540 9601.4
10.2362 17.3228 7.0866 710000 108000 0.1 11.7 15.7 245.1
22252 | 260 480 130 2740 35($(IEMB 4 309 430 | 0.27| 246 366 241 0.118 1200 1000 |18608.5
10.2362 18.8976 5.1181 616000 7F37000 0.2 12.2 16.9 232.1
23252 | 260 480 174 3510 48$0EJ 4 307 430 | 0.34| 198 295 1.94 0.119 710 |650 1435.8
10.2362 18.8976 6.8504 790000 1(?9000 0.2 121 16.9 298.8
23252 | 260 480 174 3510 48ép(lEMB 4 308 430 | 0.34| 198 295 194 0.119 710 |650 100@0.0
10.2362 18.8976 6.8504 790000 1(?9000 0.2 12.1 16.9 308.0
22352 | 260 540 165 3730 451%(EMB 5 321 475 | 0.32| 213 3.17 2.08 0.123 810 (730 1383.5
10.2362 21.2598 6.4961 838000 1q)2000 0.2 12.6 18.7 405.9
23352 | 260 540 206 4600 59§OEM 5 318 4731 0.39| 171 254 1.67 0.123 490 |460 1227.0
10.2362 21.2598 8.1102 1030000 l?SOOOJ 0.2 12,5 18.6 499.4
23956 | 280 380 75 1170 19€i(EMB 2 304 360 | 0.17| 3.95 588 3.86 0.115 1300 (1100 |1@a03
11.0236 14.9606 2.9528 264000 4%16000 0.08 12.0 142 53.5
23056 | 280 420 106 1820 ZBiOEJ 3 309 389 | 0.23| 292 435 286 0.118 1300 (1100 |1@808
11.0236 16.5354 4.1732 410000 6?1000 0.1 12.2 15.3 107.3
23056 | 280 420 106 1820 281(EMB 3 312 389 | 0.23| 292 435 286 0.118 1300 1100 |16000
11.0236 16.5354 4.1732 410000 6?1000 0.1 12.3 15.3 112.2
24056 | 280 420 140 2420 40§0EJ 3 307 388 | 0.30| 225 335 220 0.117 860 |760 1380
11.0236 16.5354 5.5118 544000 9?1000 0.1 12.1 15.3 149.0
24056 | 280 420 140 2420 40§CEMB 3 310 388 0.30| 225 335 220 0.117 860 760 126800
11.0236 16.5354 5.50118 544000 9?1000 0.1 12.2 15.3 149.6
23156 | 280 460 146 2780 41*0EJ 4 318 419 | 0.30| 226 336 221 0.121 870 770 14303
11.0236 18.1102 5.7480 626000 9?7000 0.2 12.5 16.5 205.2
23156 | 280 460 146 2780 41*(EMB 4 320 419 | 0.30| 226 336 221 0.121 870 |770 13268
11.023618.1102 5.7480 626000 93?000 0.2 12.6 16.5 213.0
24156 | 280 460 180 3210 SOéOEJ 4 316 419 | 0.36| 1.86 2.77 1.82 0.121 540 |510 |1018.0
11.0236 18.1102 7.0866 723000 1}4000 0.2 12.5 16.5 260.0
24156 | 280 460 180 3210 SOéGEMB 4 319 419 | 0.36| 1.86 2.77 1.82 0.121 540 |510 9108.0
11.0236 18.1102 7.0866 723000 11r4000 0.2 12.6 16.5 259.6
22256 | 280 500 130 2800 37$(1EMB 4 331 449 | 0.26| 2.62 391 257 0.123 1100 |940 1570.1
11.0236 19.6850 5.1181 630000 8H4000 0.2 13.0 17.7 246.6
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . } ?age Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore  O.D. Width | Dynamic Static | ype (Max.) 5 e Bse nan G Reference | Limiting
d D B C i i R i Speed” | Speed®
G | R Szaft HoILDJsmg e | %Y-1 x=ogpyases P p
\ a B Y Y Y Oil |Grease
ol ) L kN mm . mm . mn RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
23256 | 280 500 176 3680 52%0 EJ 4 327 450 | 0.33| 2.07 3.08 2.02 0.123 650 590 14@0.0
11.0236 19.6850 6.9291 828000 14‘8000 0.2 12.9 17.7 328.0
23256 | 280 500 176 3680 52$CIEMB 4 329 450 | 0.33| 2.07 3.08 2.02 0.123 650 590 9149.6
11.0236 19.6850 6.9291 828000 14_8000 0.2 13.0 17.7 329.1
22356 | 280 580 175 4280 52é(IEMB 5 345 511 | 0.32| 2.13 317 2.08 0.129 720 660 1276.3
11.0236 22.8346 6.8898 962000 1*9000 0.2 13.6 20.1 497.9
23356 | 280 580 224 5340 70"%(IEMB 5 341 508 | 0.40| 1.69 252 1.65 0.128 440 |410 8P84.0
11.0236 22.8346 8.8189 1200000 lFSOOOJ 0.2 134 20.0 624.8
23960 | 300 420 90 1570 26:4(EMB 25 328 394| 0.19, 359 534 3.51 0.121 1200 |970 15804
11.8110 16.5354 3.5433 352000 5P2000 0.1 12.9 15.5 84.5
23060 | 300 460 118 2330 35*0 EJ 3 334 425 | 0.24| 2.87 4.27 2.80 0.123 1100 |940 15802
11.8110 18.1102 4.6457 525000 8P3000 0.1 13.1 16.8 150.0
23060 | 300 460 118 2330 35*(|EMB 3 336 425 | 0.24| 2.87 4.27 2.80 0.123 1100 |940 147102
11.8110 18.1102 4.6457 525000 8P3000 0.1 13.2 16.8 156.5
24060 | 300 460 160 3070 SléO EJ 3 331 423 | 0.32| 211 3.13 2.06 0.123 750 670 12260
11.8110 18.1102 6.2992 689000 11r7000 0.1 13.0 16.7 211.0
24060 | 300 460 160 3070 SléﬂEMB 3 334 423 | 0.32| 211 3.13 2.06 0.123 750 670 1204
11.8110 18.1102 6.2992 689000 11F7000 0.1 13.1 16.7 214.3
23160 | 300 500 160 3370 Slio EJ 4 343 453 | 0.30, 2.25 3.35 2.20 0.127 760 680 1323.9
11.8110 19.6850 6.2992 757000 14_5000 0.2 135 17.8 274.8
23160 | 300 500 160 3370 51éEMB 4 345 453 | 0.30| 2.25 3.35 2.20 0.127 760 680 1128.7
11.8110 19.6850 6.2992 757000 14_5000 0.2 13.6 17.8 283.1
24160 | 300 500 200 4060 62*0 EJ 4 336 455 | 037, 182 271 1.78 0.125 470 |440 9868.0
11.8110 19.6850 7.8740 913000 1411000 0.2 13.2 17.9 347,0
24160 | 300 500 200 4060 GZ*CEMB 4 338 455 | 037, 182 271 1.78 0.125 470 |440 8167.1
11.811019.6850 7.8740 913000 l4q0000 0.2 13.3 17.9 345.6
22260 | 300 540 140 3290 44($(EMB 4 355 484 | 0.26| 259 3.86 2.53 0.128 980 850 144@2.0
11.8110 21.2598 5.5118 740000 QPQOOO 0.2 14.0 19.1 312.4
23260 | 300 540 192 4210 61*0 EJ 4 351 482 | 0.34| 2.00 2.98 1.96 0.130 580 530 1390.0
11.8110 21.2598 7.5591 946000 1:?9000 0.2 13.8 19.0 420.0
23260 | 300 540 192 4210 Gl*ﬂEMB 4 353 482 | 0.34| 2.00 2.98 1.96 0.130 580 530 102a.5
11.8110 21.2598 7.5591 946000 13?9000 0.2 13.9 19.0 427.9
23964 | 320 440 90 1600 27d(EMB 25 349 414 0.18| 3.79 5.65 3.71 0.126 1100 |900 14806
12.5984 17.3228 3.5433 359000 6?5000 0.1 13.8 16.3 89.3
23064 | 320 480 121 2410 38%0 EJ 3 355 444 | 0.23| 293 4.36 2.86 0.128 1000 |880 14702
12.5984 18.8976 4.7638 543000 8P3000 0.1 14.0 17.5 163.2
MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometry
Part : : : }Cage Fillef>  Diameter Factof) | Thermal | yyeight
Number| Bore  O.D. Width | Dynamic Static ‘Type (Max.) E e Ese mal G Reference | Limiting
d D B c G R Shaft Housing e |F_. F_ Cases Speed” |Speed
\ i b X=1 X=06
\ 8 6 Y Y Y Oil |Grease
mm mm  mm| kN kN mm  mm - mm RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
23064 | 320 480 121 2410 38&%(IEMB 3 357 444 | 0.23| 293 436 2.86 0.128 1000 (880 |13704
12.5984 18.8976 4.7638 543000 8[73000 0.1 141 17.5 170.2
24064 | 320 480 160 3130 53é0 EJ 3 351 444 | 0.30| 224 334 219 0.128 710 |630 [1180.0
12.5984 18.8976 6.2992 703000 1?1000 0.1 13.8 175 222.0
24064 | 320 480 160 3130 53éﬂEMB 3 354 444 | 0.30| 224 334 219 0.128 710 |630 |1182.0
12.5984 18.8976 6.2992 703000 1:?1000 0.1 13.9 175 224.4
23164 | 320 540 176 3990 591%0 EJ 4 364 490 | 0.31| 214 319 210 0.131 690 |620 |1260.5
12.5984 21.2598 6.9291 898000 1$4000 0.2 14.3 19.8 353.0
23164 | 320 540 176 3990 591%(EMB 4 367 490 | 0.31| 214 319 210 0.131 690 (620 [1160.1
12.5984 21.2598 6.9291 898000 1$4000 0.2 14.4 19.8 367.5
24164 | 320 540 218 4790 75:%0 EJ 4 360 489 | 0.38| 1.77 2.63 1.73 0.131 410 390 8803.0
12.5984 21.2598 8.5827 1080000 lfSQOOOJ 0.2 14.2 193 448.0
24164 | 320 540 218 4790 75é(EMB 4 362 489 | 0.38| 1.77 263 1.73 0.131 410 |390 7204.6
12,5984 21.2598 8.5827 1080000 lFQOOOJ 0.2 143 193 450.1
22264 | 320 580 150 3720 50($(IEMB 4 380 519 | 0.26| 258 3.84 252 0.134 900 |780 [1290.1
12.5984 22.8346 5.9055 835000 1:‘.2000 0.2 15.0 20.4 389.6
23264 | 320 580 208 4770 70§0 EJ 4 377 516 | 0.34| 198 294 1.93 0.135 530 490 [1220.0
12.5984 22.8346 8.1890 1070000 1%59000) 0.2 14.8 20,3 528.0
23264 | 320 580 208 4770 70£$(IEMB 4 379 516 | 0.34| 1.98 294 193 0.135 530 490 9205.1
12.5984 22.8346 8.1890 1070000 1§QOOOJ 0.2 149 203 539.2
23968 | 340 460 90 1670 ZQQ(EMB 25 369 435| 0.17| 398 593 3.89 0.131 990 (830 [138®0
13.3858 18.1102 3.5433 376000 6[73000 0.1 145 17.1 94.6
23068 | 340 520 133 2890 46:%0 EJ 4 381 481 | 0.23| 296 4.40 2.89 0.135 930 (800 (1380.0
13.3858 20.4724 5.2362 650000 1(?4000 0.2 15.0 18.9 223.0
23068 | 340 520 133 2890 46§(EMB 4 384 481 | 0.23| 296 440 2.89 0.135 930 (800 [118Q.7
13.385820.4724 5.2362 650000 1040000 0.2 15.1 18.9 225.9
24068 | 340 520 180 3820 6540 EJ 4 375 479 | 0.32| 214 318 2.09 0.134 640 |570 |1@3&7.0
13.3858 20.4724 7.0866 859000 1{17000 0.2 14.7 18.9 302.0
24068 | 340 520 180 3820 GSA(IEMB 4 377 479 | 0.32| 214 318 2.09 0.134 640 |570 |1039.0
13.3858 20.4724 7.0866 859000 1{17000 0.2 14.9 18.9 305.8
23168 | 340 580 190 4500 68$0 EJ 4 395 526 | 0.30| 222 330 217 0.138 630 |570 |1206.0
13.3858 22.8346 7.4803 1010000 1%540003 0.2 155 20)7 455.0
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backing Dynamic Static Geometr
Part . . . } Es Fileth  Diameter Factoﬁ)%‘ Thermal | | yeight
Number| Bore  O.D. Width | Dynamic Static | TYPe Ee Ese man Reference | Limiting
d D B c G | Max) o ¢ housnd e B F eS| spee | Speed
\ R o 9 X=1 X =067 \
\ 8 b Y Y Y | Oil |Grease
mm mm mm kN kN | mm mm  mm \ kg
in. . in.  Ibf.  Ibf. | in. in.in. RPM RPM  RPM s
23168 | 340 580 190 4500 68$GEMB 4 397 526 | 0.30| 2.22 3.30 2.17 0.148 630 570 9200.3
13.3858 22.8346 7.4803 1010000 l‘f_’40003 0.2 15.6 207 ‘ 462.7
24168 | 340 580 243 5680 89($(|EMB 4 385 525 | 0.39| 1.75 261 1.71 0.157 370 350 6866.0
13.3858 22.8346 9.5669 1280000 ZPOOOOJ 0.2 15.2 20,7 ‘ 585.2
23268 | 340 620 224 5160 8260/MB 5 399 554 | 0.35| 191 284 1.86 0.0&6 470 |440 8792.4
13.3858 24.4094 8.8189 1160000 l?40003 0.2 15.7 21.8 ‘ 643.4
23972 | 360 480 90 1710 314(EMB 25 389 455 0.16| 4.12 6.13 4.03 0.145 920 780 1:AR0
14.1732 18.8976 3.5433 385000 7P7000 0.1 15.3 17.9 ‘ 99.0
23072 | 360 540 134 2840 4610 EJ 4 400 499 | 0.23| 294 4.38 2.88 0.159 900 770 1290.0
14.1732 21.2598 5.2f56 638000 1¢4000 0.2 15.7 19.7 ‘ 236.0
23072 | 360 540 134 2840 46i(|E|V|B 4 403 499 | 0.23| 294 4.38 2.88 0.13{9 900 |770 1208.3
14.1732 21.2598 5.2f56 638000 1q)4000 0.2 15.9 19.7 ‘ 238.3
24072 | 360 540 180 3920 685&0 EJ 4 395 500 | 0.30| 2.24 3.33 2.19 O.léS 600 540 103a.0
14.1732 21.2598 7.0866 881000 1$4000 0.2 15.6 19.7 ‘ 316.0
24072 | 360 540 180 3920 68$(|EMB 4 398 500 | 0.30| 2.24 3.33 2.19 0.138 600 540 9685.4
14.1732 21.2598 7.0866 881000 1$4000 0.2 15.7 19.7 ‘ 319.9
23172 | 360 600 192 4660 7360 EJ 4 416 546 | 0.29| 2.29 342 2.24 0.143 590 530 1228.0
14.1732 23.6220 7.5591 1050000 1F4000) 0.2 16.4 215 ‘ 480.0
23172 | 360 600 192 4660 73($CEMB 4 419 546 | 0.29| 2.29 342 2.24 0.143 590 |530 9PP2.1
14.1732 23.6220 7.5591 1050000 1F4000) 0.2 16.5 215 ‘ 488.6
24172 | 360 600 243 5900 95é(EMB 4 406 545 | 0.38| 1.79 2.67 1.75 0.142 340 |320 6319.5
14.1732 23.6220 9.5669 1330000 2#5000) 0.2 16.0 21.4 ‘ 614.9
22272 | 360 650 170 4210 62é0(MB 5 427 583 | 0.25| 2.66 3.95 2.60 0.0dg 770 680 1745.0
14.1732 25.5906 6.6929 946000 1411000 0.2 16.8 23.0 ‘ 539.0
23272 | 360 650 232 5530 87#0/MB 5 420 583 | 0.35| 195 2091 1.91 0.049 450 |410 9888.6
14.17325.5906 9.1339 1240000 19$0000 0.2 16.5 23.0 ‘ 744.9
23976 | 380 520 106 2130 394(|EMB 3 416 488 | 0.18| 3.80 5.66 3.72 0.141 860 720 11801
14.9606 20.4724 4.1732 479000 8?6000 0.1 16.4 19.2 ‘ 147.6
23076 | 380 560 135 3070 5110 EJ 4 420 520 | 0.22| 3.08 458 3.01 0.142 830 710 1242.0
14.9606 22.0472 5.3150 690000 1*5000 0.2 16.5 20.5 ‘ 248.0
23076 | 380 560 135 3070 51i(|EMB 4 422 520 | 0.22| 3.08 458 3.01 0.142 830 710 8804.2
14.9606 22.0472 5.3150 690000 1*5000 0.2 16.6 20.5 ‘ 251.2
24076 | 380 560 180 4030 70§$GEMB 4 418 520 | 0.29| 2.32 345 2.27 0.141 570 510 87H1.2
14.9606 22.0472 7.0866 905000 1$9000 0.2 16.4 205 ‘ 332.6
23176 | 380 620 194 4490 75éWMB 4 431 566 | 0.30| 2.28 3.39 2.23 o.odo 560 510 1782.6
14.9606 24.4094 7.6378 1010000 1?00003 0.2 17.0 22,3 ‘ 511.7
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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_ =B~ ¢ — ¥R =y R
]l 1 R
Dd — ltd p, Dd —|td D Dd —fdnp
EJ EM/YM EMB/YMB
Continued from previous page.
Bearing Dimensions Load Rating% Mounting Data EquwallzlzgtoF:;:jlal Lo ‘ Speed Reference
Bearing Backing Dynamic Static Geometr
Part : : : }?ag: Fillef>  Diameter E E Factofa)%‘ Thermal | | weight
Number Bcére OI.DD. ngth DynCam|c Static | yp (Max.) Ze D>e maAl G | Rseferegag:e glmmgsg)g
. pee ee
G | R Sgaft Ho;smg e | %o1 x=opy3ses | p
\ 8 6 Y Y Y | Oil |Grease
mm mm  mm kN kN | mm mm  mmn ‘RPM reM  reM k@
in. in. in. Ibf. Ibf. | in. in. in. \ Ibs.
24176 | 380 620 243 5580 10lb\9MB 4 427 565 | 0.36| 187 279 1.83 0.0€$O 320 |300 6291.0
14.9606 24.4094 9.5669 1250000 2?6000) 0.2 16.8 223 ‘ 640.2
22276 | 380 680 175 4540 67éOKMB 5 449 611 | 0.25| 271 4.08 2.65 0.0§2 720 |640 [127@.0
14.9606 26.7716 6.8898 1020000 1‘@20003 0.2 17.7 241 ‘ 604.0
23276 | 380 680 240 5970 955{0/MB 5 442 611 | 0.34| 198 295 194 0.052 420 390 9209.4
14.9606 26.7716 9.4488 1340000 2140000 02 174 241 \ 834.7
23980 | 400 540 106 2180 40i(lEMB 3 436 511 | 0.17| 399 594 3.90 0.146 810 |690 |116@2
15.7480 21.2598 4.1732 489000 9P3000 0.1 17.2 20.1 ‘ 152.2
23080 | 400 600 148 3630 SQéOEJ 4 444 555 | 0.23| 298 4.44 292 0.147 760 |660 |1186.0
15.7480 23.6220 5.8268 815000 1$4000 0.2 175 21.9 ‘ 321.0
23080 | 400 600 148 3630 59é(IEMB 4 447 555 | 0.23| 298 4.44 292 0.147 760 |660 [1238.7
15.7480 23.6220 5.8268 815000 1$4000 0.2 17.6 21.9 ‘ 327.1
24080 | 400 600 200 4790 84é(EMB 4 442 555 | 0.30| 224 333 219 0.147 510 |[460 |1@D0D.0
15.7480 23.6220 7.8740 1080000 1910003 0.2 17.4 219 ‘ 440.0
23180 | 400 650 200 4770 81iWMB 5 454 594 | 0.29| 232 346 227 0.0§2 530 |480 |1@60.6
15.7480 25.5906 7.8740 1070000 1§2000) 0.2 17.9 234 ‘ 575.5
24180 | 400 650 250 5810 lO4bﬂMB 5 449 594 | 0.35| 191 284 1.87 o.odz 310 290 53P2.3
15.7480 25.5906 9.8425 1310000 2%33000) 0.2 17.7 234 ‘ 709.1
22280 | 400 720 185 5040 75§OKMB 5 474 646 | 0.25| 2.70 4.08 2.64 0.045 670 |590 |1G26.0
15.7480 28.3465 7.2835 1130000 1?1000) 0.2 18.7 25.4 ‘ 719.0
23280 | 400 720 256 6720 lOSb\YJMB 5 466 646 | 0.34| 196 293 1.92 o.ods 380 |350 8887.5
15.7480 28.3465 10.0787 1510000 2P3000O 0.2 18.4 254 ‘ 1006.5
22380 | 400 820 243 7220 lOlb‘GMB 6 496 729 | 0.30| 2.28 3.40 2.23 0.049 440 |410 9808.7
15.7480 32.2835 9.5669 1620000 2?8000) 0.2 195 287 ‘ 1361.1
23984 | 420 560 106 2270 424(]EMB 3 454 531 | 0.16| 4.14 6.17 4.05 0.149 770 |650 |10BD9
16.535422.0472 4.1732 511000 95$OOO 0.1 17.9 20.9 ‘ 158.2
23084 | 420 620 150 3450 63$O(MB 4 467 576 | 0.22| 3.05 454 298 0.0§4 720 |620 [1236.0
16.5354 24.4094 5.9055 774000 1{13000 0.2 18.4 227 ‘ 343.2
24084 | 420 620 200 4390 SGiO(MB 4 463 575| 0.29| 237 352 231 0.053 490 440 [1QDB.7
16.5354 24.4094 7.8740 987000 194000 02 182| 227 \ 454.7
23184 | 420 700 224 5720 9640(MB 5 480 636 | 0.31| 221 320 216 0.0€$6 480 440 9350.8
16.5354 27.5591 8.8189 1290000 21170003 0.2 18.9 251 ‘ 771.8
MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal e ‘ Speed Reference
Bearing Backing Dynamic Static Geometr
Part : ; : }Cage Fillef»  Diameter ‘ Factofy | Thermal | fyyeight
Bore O.D. Width |Dynamic Static | TYP€ R B Reference | Limiting
Number E b B i G ‘ (Max.) = e = e In AII‘ G Speed | Speed
: ee ee
‘ R Szaft HoILDJsmg e | %o x= 0_69ases‘ p p
\ a B Y Y Y \ Oil |Grease
mm mm mm kN kN | mm mm  mm \ kg
. in. in. Ibf.  Ibf. | in. in.in. \ RPM RPM — RPM s,
24184 | 420 700 280 6990 124bYJMB 5 474 636 | 0.37| 1.81 2.70 l.ﬁ? 0.096 270 260 5482.6
16.5354 27.5591 11.0236 1570000 2[780000 0.2 18.7 25/1 ‘ 951.7
23284 | 420 760 272 7360 lleEMB 6 490 681 | 0.35| 1.90 2.83 l.dG 0.098 360 330 7501.0
16.5354 29.9213 10.7087 1650000 ZFGOOOO 0.2 19.3 26,8 ‘ 1191.0
23988 | 440 600 118 2760 SOACIEMB 3 479 566 | 0.17| 3.93 5.85 3.d4 0.154 710 600 118800
17.3228 23.6220 4.6457 619000 11.3000 0.1 18.9 2283 ‘ 215.6
23088 | 440 650 157 3750 GQ*OKMB 5 489 603 | 0.22| 3.04 453 2.‘#7 0.096 680 590 1180.0
17.3228 25.5906 6.1811 844000 1$7000 0.2 19.3 23.7 ‘ 396.0
24088 | 440 650 212 4910 QY*OKMB 5 485 603 | 0.29| 231 344 2.i6 0.096 450 |410 9801.8
17.3228 25.5906 8.3465 1100000 2?0000) 0.2 19.1 23.7 ‘ 532.0
23188 | 440 720 226 5970 103b0MB 5 500 657 | 0.30| 2.26 3.37 Z.jl 0.098 450 |410 9367.8
17.3228 28.3465 8.8976 1340000 2?1000) 0.2 19.7 259 ‘ 809.2
24188 | 440 720 280 7120 lZgbﬂMB 5 495 656 | 0.36| 1.88 2.79 1.544 0.098 260 250 5009.1
17.3228 28.3465 11.0236 1600000 ZPOOOOO 0.2 19.5 25/8 ‘ 988.0
23288 | 440 790 280 8090 lSZbﬂMB 6 512 710 | 0.35| 195 2091 1.41 0.101 320 300 7602.0
17.3228 31.1024 11.0236 1820000 2P7000D 0.2 20.1 2810 ‘ 1324.4
23992 | 460 620 118 2520 SldofMB 3 499 586 | 0.16| 4.14 6.17 4.d5 0.098 680 580 1200.9
18.1102 24.4094 4.6457 567000 1$5ooo 01 19.7| 231 \ 222.0
23092 | 460 680 163 4060 75*0(MB 5 512 631 | 0.22| 3.06 4.56 2.49 0.099 640 550 1296.0
18.1102 26.7717 6.4173 913000 1‘(0000 0.2 20.1 24.9 ‘ 451.0
24092 | 460 680 218 5210 lOSb@MB 5 507 631 | 0.28| 2.37 3.53 2.3#2 0.099 430 |390 9P00.8
18.1102 26.7717 8.5827 1170000 2%33000) 0.2 20.0 24.8 ‘ 595.8
23192 | 460 760 240 6500 lllb‘ﬂMB 6 524 692 | 0.30| 2.24 3.33 2.ﬂ9 0.101 430 |390 7686.9
18.1102 29.9213 9.4488 1460000 2%50000) 0.2 20.6 272 ‘ 961.2
24192 | 460 760 300 8200 l49b\ﬂMB 6 518 692 | 0.37| 1.84 274 l.dO 0.102 230 |220 4504.9
18.110229.9213 11.8110 1840000 33$0000 0.2 20.4 27.2 ‘ 1198.7
23292 | 460 830 296 8680 l40kmMB 6 535 746 | 0.34| 1.96 2.93 1.42 0.103 310 |290 6696.7
18.1102 32.6772 11.6535 1950000 3F.50000 0.2 21.1 2914 ‘ 1532.7
23896 | 480 600 90 1910 39d(EMB 2.5 511 576 | 0.13| 5.38 8.01 5.j6 0.159 340 300 11800
18.8976 23.6220 3.5433 430000 8F§8000 0.1 20.1 22.67 ‘ 127.0
23996 | 480 650 128 2820 58€$0(MB 4 523 612 | 0.17| 3.99 5.94 3.dO 0.101 640 |550 1123.3
18.8976 25.5906 5.0894 633000 1$2000 0.2 20.6 2441 ‘ 271.2
23096 | 480 700 165 4170 79éOKMB 5 532 651 | 0.22| 3.14 4.67 3.d7 0.102 600 |530 1@36.0
18.8976 27.5591 6.4961 938000 14(9000 0.2 21.0 25.6 ‘ 473.0
24096 | 480 700 218 5450 109b9MB 5 526 652 | 0.28| 245 3.64 ng 0.101 410 |370 8282.1
18.8976 27.5591 8.5827 1230000 2*150003 0.2 20.7 257 ‘ 620.6

(MMaximum shaft or housing llet radius that bearing corners will clear.

@These factors apply for both inch and metric calculations. See engineering section for instructions on use.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.

®See limiting speed on page 61.

Continued on next page.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometry
Part : : : }Cage Fillef>  Diameter Factof) | Thermal | yyeight
Number| Bore  O.D. Width | Dynamic Static ‘Type (Max.) E e Ese mal G Reference | Limiting
d D B c < R~ Shaft Housing e | & _, F_  Cases Speed” | Speed
\ c D, Y Y Y Oil |Grease
mm mm  mm| kN kN mm  mm - mm RPM RPM RPM K9
in. in. in. Ibf. Ibf. | in. in. in. Ibs.
23196 | 480 790 248 7110 124kMMB 6 547 719 | 0.30| 226 336 221 0.104 390 |360 8490.4
18.8976 31.1024 9.7638 1600000 2?90003 0.2 215 28.3 1078.9
24196 | 480 790 308 8580 159b\9MB 6 542 718 | 0.37| 185 275 181 0.105 220 |210 4805.3
18.8976 31.1024 12.1260 1930000 3P70000 0.2 21.3 283 13317
23296 | 480 870 310 9860 164bYJMB 6 561 779 | 035 192 285 1.87 0.107 280 |260 68D1.2
18.8976 34.2520 12.2047 2220000 BFSQOOOO 0.2 22.1 307 1806.6
238/500 500 620 90 1750 40ﬂWMB 25 531 596 | 0.12| 5.68 845 555 0.101 330 (290 [108@O
19.6850 24.4094 3.5433 393000 QPZOOO 0.1 20.9 235 132.0
239/500 500 670 128 2910 GOéWMB 4 542 634 | 0.16| 4.13 6.15 4.04 0.103 610 |520 |1023.7
19.6850 26.3779 5.0894 653000 1$6000 0.2 21.4 25.0 276.5
230/500 500 720 167 4290 81éOKMB 5 550 673 | 0.21| 326 4.85 3.18 0.104 580 |510 [1@22.0
19.6850 28.3465 6.5748 965000 1$4000 0.2 21.7 26.5 488.4
240/500 500 720 218 5510 lleYJMB 5 547 673 | 0.27| 251 374 245 0.104 390 |350 8200.8
19.6850 28.3465 8.5827 1240000 2#510003 0.2 215 26,5 639.8
231/500 500 830 264 7880 l39b0MB 6 572 753 | 0.30| 222 330 217 0.107 360 330 8684.3
19.6850 32.6772 10.3937 1770000 3F.30000 0.2 225 297 1285.5
241/500 500 830 325 9660 l76b0MB 6 563 755|037 181 269 1.77 0.107 200 |200 3800.0
19.6850 32.6772 12.7953 2170000 SPSOOOD 0.2 22.1 297 1540.0
232/500 500 920 336 10900 17dOOMB 6 585 824 | 036/ 190 283 1.86 0.110 260 |250 6295.1
19.6850 36.2205 13.2283 2460000 4P10000 0.2 23.0 324 2189.2
239/530 530 710 136 3270 68éWMB 4 575 672 | 0.16| 4.11 6.12 4.02 0.107 560 |480 |1060.4
20.8661 27.9528 5.35643 735000 1$5000 0.2 22.6 26.4 330.9
230/530 530 780 185 5150 972fWMB 5 588 725| 0.21| 3.14 468 3.07 0.108 530 460 9302.6
20.8661 30.7087 7.2835 1160000 2#9000) 0.2 23.2 28,6 665.7
240/530 530 780 250 6770 137bYIMB 5 583 725| 0.28| 237 353 232 0.108 350 320 7508.0
20.866130.7087 9.8425 1520000 30$OOOO 0.2 23.0 28.5 897.6
231/530 530 870 272 8530 151b\9MB 6 603 793 | 0.30| 227 338 222 0.111 340 |310 7@50.6
20.8661 34.2520 10.7087 1920000 3POOOOO 0.2 23.7 31[2 1431.3
241/530 530 870 335 10300 19ﬂ0WD 6 596 794 | 0.36| 1.90 2.83 1.86 0.111 190 |180 3691.0
20.8661 34.2520 13.1890 2300000 4?90000 0.2 235 313 1740.0
232/530 530 980 355 12400 ZOﬁOWB 7 621 878 | 0.35| 191 285 1.87 0.115 240 |230 8564.0
20.8661 38.5827 13.9764 2780000 4F350000 0.3 24.4 3416 2560.8
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances
and other technical data for these bearings are found in
the engineering section of this catalog and the Timken
Engineering Manual (order no. 10424).

Continued from previous page.

‘ Bearing Dimensions

Bearing
Part ‘
Number‘

\
\
. mm
. in.
239/560 560
\22.0472

230/5ed 560
\ 22.0472

240/56d 560
\ 22.0472

231/56d 560
\ 22.0472

241/56d 560
\ 22.0472

241/56d 560
\ 22.0472

232/56d 560
\ 22.0472

238/6od 600
\ 23.6220

239/600 600
\ 23.6220

230/60d 600
\ 23.6220

230/60d 600
\ 23.6220

240/60d 600
\ 23.6220

240/600 600 870 272
‘23.622034.2520 10.70

231/60d 600 980 300
‘23.6220 38.5827 11.8

241/60d 600 980 375
‘23.6220 38.5827 14.7

241/60d 600 980 375
‘23.6220 38.5827 14.7

zsz/eod 600 1090 388
‘23.6220 42.9134 15.2

239/63d 630 850 165
‘24.8031 33.4646 6.4

O.D. Width
D B

Bore
d
mm
in.
750
29.5276

820
32.2835

820
32.2835

920
36.2205

920
36.2205

920
36.2205

1030
40.5512

730
28.7402

800
31.4960

870
34.2520

870
34.2520

870
34.2520

mm

in.
140
55

195
7.6

258
10.1

280
11.0

355
13.9

355
13.9

365
14.3

98
3.8

150
5.9

200
7.8

200
7.8

272
10.7

Load Rating%

‘Cage
Dynamic Static | TYPe
c G }

kN
Ibf. Ibf.

3500  7290(MB
118 787000 1qs4ooo

5690  10800MB
7721280000 243000

7140 148bﬁMB
575 1600000 3?3000

9240 164bY)MB
236 2080000 3F8000

11700 2ldoav|s
764 2630000 4poooo

11700 ZldOOMD
764 2630000 4P0000

13200 ZZI%OKMB
701 2960000 SPZOOO

2100 SOQO{MB
583 473000 11F4000

3970  8600'MB
055 892000 1$3ooo

6040  11700MB
740 1360000 263000

6040 ll7b‘@MD
740 1360000 2*53000

8040 lGSb‘YJMB
087 1810000 3[78000

8040 1esbwo
87 1810000 37¢oooo

10500 leOOMB
110 2360000 4?3000

12800 235400\/|B
638 2890000 SPGOOO

12800 ZSdOWD
638 2890000 5?6000

15000 zsﬁmo
756 3370000 5p7ooo

4740 lolbﬂMB
961 1070000 2?6000

\
kN}

) Equivalent Radial Load
Mounting Data Factor®
Backing Dynamic Static
Fillet  Diameter E E
(Max.) =2 e Z2>e InAl
R  Shaft Housing e ';'(: 1 )E’: 0.652s€s
d, D, v v ¥
mm mm mm
in. in. in.

4 607 710 | 0.16| 421 627 4.1
0.2 23.9 28.0

5 619 764 | 0.22| 3.14 467 3.0
0 0.2 24.4 301

5 617 761 | 0.28| 242 360 23
0 0.2 243 30/0

6 638 838 | 0.29| 233 347 22
0 0.2 251 330

6 630 839 | 0.36| 187 278 1.8
0 0.2 24.8 330

6 630 839 | 0.36| 187 278 1.8
0 0.2 248 330

7 661 918 | 0.35| 1.96 291 19
0 0.3 26.0 361

25 634 705| 0.11| 6.10 9.09 5.9
0.1 25.0 27.8

4 650 757 | 0.16| 420 6.25 4.1
0.2 25.6 29.8

5 664 811 | 0.21| 3.27 4.87 3.2
0 0.2 26.1 319

5 664 811 | 0.21| 3.27 487 3.2
0 0.2 26.1 319

5 658 811 | 0.28| 2.44 364 23
0 0.2 259 3119

5 658 811 | 0.28| 2.44 364 23

0.2 25.9 31.9

6 681 895 | 0.29| 232 346 2.2
0 0.2 26.8 35/2

6 673 896 | 0.35| 195 290 19
0 0.2 26.5 35,3

6 673 896 | 0.35| 195 290 19
0 0.2 26.5 35/3

7 702  975.6 0.35| 194 2389 1.9
0 0.3 27.6 384

5 684 804 | 0.17| 4.02 599 3.9
0 0.2 26.9 316

MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use.
@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.

®See limiting speed on page 61.
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Bearings are available with a tapered bore for adapter-type

mounting. To order, add the suf x “K” to bearing

number (e.g., 23120K).

Consult your Timken sales engineer for up-to-date
information about the availability of the bearings you

have selected.

Speed Reference

Geometr
Factof Thermal
G Reference | Limiting
Speed” |Speed®
Oil |Grease

RPM RPM RPM
0.110 530 |450
0.112 490 |430
0.112 330 (300
0.115 310 [290
0.115 170 |160
0.115 170 |160
0.119 220 |210
0.113 260 |230
0.115 480 |410
0.117 450 400
0.117 450 |400
0.117 290 |270
0.117 290 |270
0.120 280 |260
0.119 160 150
0.119 160 150
0.124 190 180
0.119 440 |380

Continued on

Weight

kg
Ibs.

8902.4
379.3

8309.1
768.0

6463.9
1020.6

6851.0
1652.2

3801.7
2071.7

3901.7
2071.7

33B3.0
2932.6

9@0a.0
178.2

8209.6
461.1

7395.0
869.0

7894.0
867.0

6688.9
1185.6

6988.9
1185.6

6205.0
1991.0

29988.9
2395.4

30B7.9
2393.6

33B5.1
3443.2

7267.6
588.7

next page.
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Continued from previous page.
Bearing Dimensions Load Rating Mounting Data SaivEL B (REGIE L] Speed Reference
Factor®)
Bearing Backing Dynamic Static Geometry
P | : : : }?ag: Fillef>  Diameter E E Factof) | Thermal | yyeight
Number Bore O.D. Width |Dynamic Static | YP (Max.) Z e Z>el InAl e Reference Limiting
d D B c G R~ Shaft Housing e | & _, F_  Cases Speed” | Speed®
\ \ i b X=1 X=06
\ \ 8 6 Y Y Y Oil |Grease
Smm mmomm kN kN mm  mm - mm RPM RPM RPM K9
Cin. in. in. Ibf. Ibf. | in. in. in. Ibs.
230/63d 630 920 212 6940 134b9MB 6 697 858 | 0.21| 3.18 4.74 3.11 0.120 420 |370 7407.2
‘24.8031 36.2205 8.3465 1560000 3P10003 0.2 27.4 33.8 1049.8
240/63d 630 920 290 9010 187bﬁMB 6 691 857 | 0.28| 241 359 2.36 0.120 270 250 6607.8
‘24.8031 36.2205 11.4173 2030000 4?00000 0.2 27.2 3317 1425.2
240/63d 630 920 290 9010 187bﬂMD 6 691 857 | 0.28| 241 359 2.36 0.120 270 250 6607.1
‘24.8031 36.2205 11.4173 2030000 4?00000 0.2 27.2 33,7 1423.6

231/63d 630 1030 315 11700 21i00\/ID 6 715 940 | 0.29| 230 342 225 0.124 260 |240 6W56.3

‘24.8031 40.5512 12.4016 2630000 4P60000 0.2 28.2 37,0 2323.9
241/63d 630 1030 400 14300 27iOCMD 6 707 940 | 0.36| 188 281 184 0.124 140 (140 3ZD4.5
‘24.8031 40.5512 15.7480 3220000 GF.ZOOOO 0.2 27.8 37,0 2845.0
238/67d 670 820 112 2800 GS*OKMB 3 709 790 | 0.11| 596 888 5.83 0.121 210 |190 7125.5
‘ 26.3780 32.2835 4.4094 630000 1$5000 0.1 27.9 311 276.1
239/67d 670 900 170 5100 llObﬂMB 5 727 851 | 0.16| 4.15 6.18 4.06 0.124 410 |350 7306.7
‘26.3780 35.4331 6.6929 1150000 2*18000) 0.2 28.6 335 674.7
230/67d 670 980 230 7890 l58bY!MB 6 744 911 | 0.22| 3.12 465 3.05 0.126 380 |330 6596.0
‘26.3780 38.5827 9.0551 1770000 3#54000) 0.2 29.3 359 1311.2
240/67d 670 980 308 10200 ZIQOOMB 6 738 910 | 0.28| 239 355 233 0.126 240 {230 5494.5
‘26.3780 38.5827 12.1260 2300000 4P10000 0.2 29.1 35/8 1747.9
231/67d 670 1090 336 12800 23400\48 6 760 995 | 0.29| 231 344 226 0.128 240 |220 337.0
‘26.3780 42.9134 13.2283 2880000 5P7000O 0.2 30.0 39(2 2743.3
241/67d 670 1090 412 15700 30($OG\/ID 6 751 996 | 0.36| 190 282 1.85 0.128 130 |130 28813.4
‘26.3780 42.9134 16.2205 3520000 6[750000 0.2 29.6 392 3329.5
232/67d 670 1220 438 18800 BléOCMD 9 779 1097/ 0.35| 195 291 191 0.126 160 |160 4UB1.4
‘26.3780 48.0315 17.2441 4220000 7F.4000O 0.4 30.7 4312 4799.1
239/7ld 710 950 180 5570 124b‘9MB 5 771 898 | 0.16| 4.13 6.15 4.04 0.129 380 |330 6860.6
‘ 27.952837.4016 7.0866 1250000 27$OOOO 0.2 30.4 35.3 793.3
230/71d 710 1030 236 8370 16%0(]\48 6 785 960 | 0.21| 3.26 486 3.19 0.130 350 (310 6@58.8

‘27.9528 40.5512 9.2913 1880000 3?50003 0.2 30.9 37.8 1449.4
240/71d 710 1030 315 10900 23i00\/ID 6 779 960 | 0.27| 249 3.71 2.44 0.13

o

230 |210 5865.2

‘27.9528 40.5512 12.4016 2440000 SPOOOOO 0.2 30.7 378 1903.5
23ll7ld 710 1150 345 13800 26d)0(MB 7 809 1048| 0.28| 2.38 354 232 0.133 220 |200 B(RB2.7
‘27.9528 45.2756 13.5827 3110000 SPSOOOO 0.3 318 41,3 3042.0
(MMaximum shaft or housing llet radius that bearing corners will clear. )
@These factors apply for both inch and metric calculations. See engineering section for instructions on use. Continued on next page.

@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINGS

SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances
and other technical data for these bearings are found in
the engineering section of this catalog and the Timken
Engineering Manual (order no. 10424).

Bearings are available with a tapered bore for adapter-type
mounting. To order, add the suf x “K” to bearing
number (e.g., 23120K).

Consult your Timken sales engineer for up-to-date
information about the availability of the bearings you

Continued from previous page. have selected.

‘ Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L ‘ Speed Reference
Bearing Backin D i Static Geometr
Cage g ynamic atic _
Part | . } . . }T ge Fileth  Diameter E = Factoﬁ)%‘ Thermal | | yeight
Number| Bore O.D. Width | Dynamic Static | 'YP (Max.) 5 e Bse nan G Reference | Limiting
‘ d D B ‘ C G ‘ i ; R R ‘ Speed |Speed®
| | | R Shaft Housing e |\ _, J'_Gases ‘ P
\ \ \ d D, Y Y Y | Oil |Grease
ommommommo KN kN mm . mm . mn RPM RPM RPM K9
. in. in. in. | Ibf. Ibf. | in. in. in. \ Ibs.
241/71d 710 1150 43 17400 33éom|D 7 795  1051| 0.36| 1.89 2.81 1.84 0.133 120 |110 |26G4.7
\27.9528 45.2756 17.4441 3910000 7F590000 03 313 414 \ 3860.5
232/71d 710 1280 45d 20200 35éo<MD 9 827 1149/ 034 197 293 193 o.1i1 150 (140 |22A¥8.4
‘27.9528 50.3937 17.7(165 4550000 7p50000 04 326 452 \ 5452.4
238/75d 750 920 128\ 3430 84éO/MB 4 795 886 | 0.12| 580 864 5.68 0.1:io 180 |170 |6082.7
‘29.5276 36.2205 5.0?94 771000 1$oooo 0.2 313 349 \ 401.9
239/75d 750 1000 185‘ 6010 13400MB 5 813 946 | 0.16| 4.23 630 4.14 o.1:i3 350 (310 |6505.7
‘29.5276 39.3701 7.2§35 1350000 3@00003 0.2 32.0| 373 \ 892.6
230/75d 750 1090 25d 9330 18%00MB 6 830  1016| 0.21| 3.26 4.85 3.18 0.155 330 [290 |6086.0
\29.5276 42.9134 9.8{425 2100000 4?10003 0.2 32.7| 400 \ 1729.2
240/75d 750 1090 33d 12200 zeiocMD 6 824  1015| 0.27| 248 369 242 o.1:%5 210 (190 |49m9.2
‘29.5276 42.9134 13.1890 2730000 5}370000 0.2  32.4| 400 \ 2308.2
241/75d 750 1220 47d 19800 38‘}0(MD 7 839  1114| 0.36| 1.86 2.77 1.82 o.1§1 110 [100 |ZBOM4.4
‘29.5276 48.0315 18.7(008 4450000 8[700000 0.3  33.0| 439 \ 4717.6
239/80d 800 1060 195J 6600 15doav|B 5 866  1004| 0.16| 4.27 6.36 4.17 0.1:%8 320 (280 |6004.2
‘31.4961 41.7323 7.6]772 1480000 3?8000) 0.2 341| 395 \ 1043.2
249/8od 800 1060 254 8080 19doav|B 5 863 999 | 0.21| 325 484 3.18 o.1:«ie 140 130 |4802.7
\31.4961 41.7323 10.1575 1820000 4%150000 0.2 34.0| 393 \ 1347.9
230/80d 800 1150 255# 10200 21ioox/|B 6 888 1075 0.19| 350 522 3.43 0.140 300 [260 |4860.7
‘31.4961 45.2756 10.1575 2300000 4[750000 0.2 350| 423 \ 1893.5
230/80d 800 1150 254 10200 21100\/|D 6 888  1075| 0.19| 3.50 5.22 3.43 0.140 300 (260 |4887.2
‘31.4961 45.2756 10.1575 2300000 4psoooo 0.2 350| 423 \ 1951.8
240/80d 800 1150 34d 13000 28éo<MD 6 877  1072| 0.26| 255 3.80 2.50 0.140 190 (180 |4A®1.1
‘31.4961 45.2756 13.??827 2920000 sktzoooo 0.2 345| 422 \ 2598.4
231/80d 800 1280 37# 16600 3140<MB 7 905  1172| 0.28| 245 3.65 2.40 0.13{6 180 (170 |4®B7.0
\31.496150.3937 14.7q38 3730000 7o§oooo 0.3 356 | 46.1 \ 4151.4
241/80d 800 1280 47d 20000 393{0(MD 7 894  1173| 0.34| 1.96 293 1.92 0.155 100 (100 |2&E20.8
‘31.4961 50.3937 18.7(008 4490000 sploooo 0.3 352 462 \ 5105.9
232/80d 800 1420 48§ 23900 43(%0(MD 11 935 1272/ 0.33| 2.04 3.03 1.99 0.140 130 |120 |4&%10.0
‘31.4961 55.9056 19.4126 5370000 gpooooo 04 36.8/ 501 \ 7282.0
238/85d 850 1030 13d 3920 10400MB 4 900 993 | 0.11| 6.23 927 6.09 0.141 150 |140 |5285.7
‘33.4646 40.5512 5.3‘@43 881000 2$3ooo 0.2 35.4 | 39.1 \ 518.5
239/85d 850 1120 2od 7120 162{00MB 5 918  1063| 0.15| 4.40 656 4.31 0.144 300 260 |5862.7
\33.4646 44.0945 7.8?40 1600000 3§50003 0.2 361 419 \ 1215.9
249/85d 850 1120 272] 8950 22d00MB 5 913 1057/ 0.21| 3.24 482 3.16 0.141 120 |120 |4708.0
‘33.4646 44.0945 10.7(087 2010000 4P5oooo 0.2 360 416 \ \ 1557.6

(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use.
@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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‘ Bearing Dimensions

Bearing
Part ‘
Number‘

\

\

. mm
Cin.

230/85d 850
‘33.4646

240/85d 850
\ 33.4646

231/850 850
\ 33.4646

232/85d 850
\ 33.4646

239/90d 900
\ 35.4331

249/9od 900
\ 35.4331

230/900 900
\ 35.4331

240/90d 900
\ 35.4331

231/90d 900
\ 35.4331

241/90d 900
\ 35.4331

232/900 900
\ 35.4331

239/95d 950
\ 37.4016

230/95d 950

Bore
d

O.D. Width
D B

mm
in. in.

1220 295
48.0315 11.6

1220 365
48.0315 14.3

mm

1360
53.5433

1500
59.0551

1180
46.4567

1180
46.4567

400
15.7

515
20.2

206
8.1

280
11.0

280
11.0

375
14.7

412
16.2

515
20.2

1280
50.3937

1280
50.3937

1420
55.9055

1420
55.9055

1580
62.2047

1250
49.2126

1360

515
20.2

224
8.8

300

‘37.401653.5433 11.81

230/95d 950
\ 37.4016

240/95d 950
\ 37.4016

231/95d 950
\ 37.4016

1360
53.5433

300
11.8

1360
53.5433

1500
59.0551

412
16.2

438
17.2

SPHERICAL ROLLER BEARINGS

el o e —t 8=l ¢
—fd b Dd -ltd o Dd —id D
EJ EM/YM EMB/YMB
. . Equivalent Radial Load
Load Ratlng% Mounting Data Factor® ‘ Speed Reference
Backing Dynamic Static Geometr
) : ‘Cage illeth  Diameter Factoﬁ)% Thermal || \yeight
| Type| Fille B B \
Dynamic Static | yp (Max.) 5 e Bsel mal G | Reference | Limiting
© : i R R Speed” | Speed®
G | R Sgaft Ho;smg e | %o1 x=opy3ses | p
\ 8 6 Y Y Y | Oil |Grease
kN kN | mm mm  mmn \ kg
Ibf.  Ibf. | in. in.in. RPM RPM  RPM .
11100 ZSéWB 6 938 1139| 0.20| 3.37 5.02 3.30 0.158 280 250 3@8.0
142 2500000 5FL80000 0.2 36.9 44,8 ‘ 2305.6
14500 322£0CMD 6 931 1138| 0.26| 2.56 3.81 2.50 0.11*8 170 |160 42M1.9
701 3260000 7?40000 0.2 36.7 44,8 ‘ 3084.2
18600 35*00\/IB 9 962 1245| 0.28| 2.44 3.63 2.39 0.141 170 |160 479.0
480 4190000 8020000 04 379 490 \ 4892.0
25600 47i00\/|D 11 990 1347/ 0.33| 2.06 3.06 2.01 0.145 120 |110 3450.8
756 5750000 1q)6000 0 0.4 39.0 53.1 ‘ 8691.8
7710 182IJOOMB 5 965 1112| 0.14| 469 6.98 4.58 O.léO 270 240 5807.4
102 1730000 4PGOOOJ 0.2 38.0 43.8 ‘ 1490.3
9480 23dOOMB 5 965 1113| 0.20| 3.33 4.96 3.25 0.146 120 |110 4801.6
236 2130000 5?90000 0.2 38.0 438 ‘ 1785.5
12200 25$OO\/IB 6 989 1198| 0.20| 3.41 5.08 3.33 0.143 250 230 4I6(80.2
236 2740000 5[740000 0.2 39.0 47(2 ‘ 2486.5
15700 35iOO\/ID 6 983 1198| 0.26| 2.60 3.87 2.54 0.143 160 150 3AH57.0
638 3530000 7P00000 0.2 38.7 47.1 ‘ 3425.1
19700 38§OOVIB 9 1017 1301 0.27| 249 3.71 2.43 0.146 150 150 BN6.0
205 4420000 8PSOOOD 0.4 40.0 512 ‘ 5393.0
24100 50:%00\/ID 9 1007 1299/ 0.34| 2.00 2.98 1.96 0.146 80 80 28054.3
756 5430000 11r3000 0 0.4 39.7 5112 ‘ 6719.6
27700 52$OG\/ID 11 1058 1417 0.31| 2.16 3.22 2.12 O.léZ 100 100 3;\02.0
756 6230000 11r8000 0 0.4 41.6 55.8 ‘ 9464.4
8690 20400MB 6 1026 1186/ 0.15| 4.43 6.60 4.33 0.146 260 230 5002.7
189 1950000 4%58000) 0.2 40.4 46.7 ‘ 1567.9
13600 28\‘%00\/|B 6 1047 1271 0.20| 3.42 5.09 3.34 0.148 240 |210 45178.6
10 3060000 64*.0000 0.2 41.2 50.0 ‘ 3142.9
13600 28$OCMD 6 1047 1271 0.20| 3.42 5.09 3.34 0.148 240 210 4%5380.4
110 3060000 6%10000 0.2 41.2 50!0 ‘ 3366.8
18100 40éOD\IID 6 1039 1270/ 0.27| 253 3.77 2.47 0.148 150 |140 3@r1.0
205 4070000 QPBOOOO 0.2 40.9 50,0 ‘ 4225.3
22000 43§0(MB 9 1074 1373 0.27| 2.47 3.68 2.42 O.lél 140 |130 D5.0
441 4950000 9?80000 0.4 42.3 54{1 ‘ 6404.0

(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use.
@Geometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.
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SPHERICAL ROLLER BEARINGS

SPHERICAL ROLLER BEARINft@&d

Shaft and housing ts, internal clearances, tolerances Bearings are available with a tapered bore for adapter-type
and other technical data for these bearings are found in mounting. To order, add the suf x “K” to bearing

the engineering section of this catalog and the Timken number (e.g., 23120K).

Engineering Manual (order no. 10424). Consult your Timken sales engineer for up-to-date

information about the availability of the bearings you

Continued from previous page. have selected.

Bearing Dimensions Load Rating% Mounting Data EquwallzlzgoF:SaQ:mal L Speed Reference
Bearing Backin D i Static Geometr
Cage g ynamic atic ;
Part . } . . }T ge Fileth  Diameter E = Factof) | Thermal | \eight
Number| Bore O.D. W|dth‘Dynam|c Static | yp (Max.) Z e ZE>e |nAl € Reference | Limiting
d D B ‘ C G R Shaft Housing e ';r( -1 )IE_’: 0 Ss;ases Speed") Speedp
\ \ da D. Y Y . Y Oil |Grease
mm o mmommo kN kN mm . mm . mn RPM RPM RPM K9
in. in. in. | Ibf. Ibf. | in. in. in. Ibs.
241/950 950 1500 54§ 26800 56400\/ID 9 1064 1372/ 0.34| 2.00 297 1.95 0.151 80 70 18615.0
37.4016 59.0551 21.4567 6030000 12700000 04 419 540 7969.0

238/1000 1000 1220 l6é 5270 l4i00\/IB 5 1049 1169 0.12| 5.83 8.67 5.70 0.148 120 110 4409.2

39.3701 48.0315 6.4%)61 1190000 31].80003 0.2 41.3 46.0 900.3
239/1000 1000 1320 23d 9770 ZZéOCMB 6 1080 1252 0.15| 4.39 6.54 4.29 0.152 240 |210 4862.0
39.3701 51.9685 9.2913 2200000 SP.ZOOOJ 0.2 42.5 49.3 1901.0
230/1000 1000 1420 30é 14600 31'170(MB 6 1101 1327/ 0.20| 3.44 512 3.36 0.153 220 {200 A®11.0

(=}

39.3701 55.9055 12.1(260 3290000 7F12000 0.2 43.4 52(3 3397.0

240/1000 1000 1420 412{ 18300 41éow|o 6 1093 1330 0.25| 2.69 4.01 2.63 0.154 |140 |130 |z;B7.1
39.3701 55.9055 16.4205 4110000 9p7ooo 0.2 431 524 4591.6

231/1000 1000 1580 462* 24400 49dJG(MB 9 1131  1446| 0.27| 247 3.68 2.42 0.15 130 120 B30
39.3701 62.2047 18.1.890 5480000 14_0000 0.4 44.5 56.9 7502.0

241/1000 1000 1580 58d 29800 GlIhMMD 9 1114 1451 0.33| 2.02 3.01 198 0.156 70 70 16D76.4
39.3701 62.2047 22.9r346 6700000 1$8000 0.4 43.9 57.1 9408.1

238/1060 1060 1280 16% 5340 14(%0CMD 5 1122 1233 0.11| 6.23 9.27 6.09 0.153 120 |110 4482.6

[=)

o
(e}

o

41.7323 50.3937 6.4?61 1200000 3?9000) 0.2 44.2 48.6 951.7
239/1060 1060 1400 25d 10700 ZSéGtMB 6 1149  1324] 0.15| 4.43 6.60 4.33 0.157 220 |190 45156.4
41.7323 55.1181 9.8{425 2410000 5%31000) 0.2 45.3 521 2324.1
230/1060 1060 1500 32% 16200 35£WB 7 1165 1404/ 0.20| 3.44 512 3.36 0.159 200 |180 38D2.0

41.7323 59.0551 12.‘{953 3650000 7P3000

240/1060 1060 1500 43§ 20200 47éMMD 7 1160 1401 0.26| 2.63 391 257 0.158 130 |120 y0.5
41.7323 59.0551 17.4441 4550000 1@6000 0.3 45.7 55.2 5435.1

231/1060 1060 1660 475; 26300 53&)0(MB 11 1193 1525 0.27| 253 3.77 248 0.162 120 |110 3B815.0
41.7323 65.3543 18%008 5920000 11F9000 0.4 47.0 60.0 8412.0

239/1120 1120 1460 zsd 11200 2e%om/|B 6 1204 1390 0.15| 4.62 6.87 4.51 0.162 [190 |[170 |3X¥9.0
44.094557.4803 9.84%5 2530000 60*0000 0.2 4742 | 547 2373.8

230/1120 1120 1580 34% 16700 36J70(MD 9 1237 1480/ 0.20| 3.41 5.08 3.33 0.164 190 (170 38M9.0
44.0945 62.2047 13.%827 3750000 BPGOOO 0.4 48.7 58,3 4649.0

240/1120 1120 1580 46é 22100 SZiG(MB 7 1224 1476/ 0.26| 262 390 256 0.164 120 |110 Z824.0
44.0945 62.2047 18.1.890 4970000 14_7000 0.3 48.2 58.1 6226.0

231/1120 1120 1750 47é 27700 55$WB 11 1261 1609 0.25| 2.67 3.98 2.62 0.167 110 |110 2027.0
44.0945 68.8976 18.'{008 6230000 1?5000 0.4 49.7 63.4 9319.0

238/1180 1180 1420 lSd 6330 l7é00\/IB 5 1243 1365/ 0.11| 6.36 9.46 6.21 0.145 100 |90 3385.8

o

0.3 45.9 553 3972.0

o

o

(=}

o

o

46.4567 55.9055 7.0§66 1420000 3?60003 0.2 48.9 537 1200.9
239/1180 1180 1540 28é 12700 BIbWB 6 1271 1464 0.15| 451 6.71 441 0.168 190 170 4BB1.5
46.4567 60.6300 11.:#386 2860000 6P70000 0.2 50.0 57,6 2929.4

(MMaximum shaft or housing llet radius that bearing corners will clear.

@These factors apply for both inch and metric calculations. See engineering section for instructions on use.

@GGeometry constant for Lubrication Life Factor a31 is found in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.

®See limiting speed on page 61.

Continued on next page.
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Bearing
Part
Number

230/118

240/118

231/118

230/125

240/125

231/125

249/150

Bore
d

mm
in.

0 1180
46.4567

0 1180
46.4567

0 1180
46.4567

0 1250
49.2126

0 1250
49.2126

0 1250
49.2126

0 1500
59.0551

Bearing Dimensions

O.D. Width

D

mm
in.
1660

65.3543

1660
65.3543

1850
72.8346

1750
68.8976

1750
68.8976

1950
76.7717

1950
76.7717

4—5—»

£

W)
|<—Q—>
|
t
o
O

B

mm

in.
355
13.9

475
18.7

500
19.6

375
14.7

500
19.6

530
20.8

450
17.7

EMB/YMB

Load Ratings

Factor®)
Cage Backing Dynamic Static
- .
Dynamic Static | TYP€ E\I/Il:;) Diameter Ee Ese jnan
c G R ” shaft Housing e ';7(:1 )'(;zosgases
d, D, v v ¥
kN kN mm mm mm
Ibf. Ibf. in. in. in.
19200 43200MD| 7 1293 1558/ 0.19| 3.50 5.21 3.4
764 4320000 9700000 0.3 50.9 61.34
23700 56000MD| 7 1289 1553| 0.25| 2.69 4.00 2.6
008 5320000 12600000 0.3 50.7 61.1
30600 61700MB| 11 1332 1699 0.25| 2.68 4.00 2.6
850 6890000 13900000 0.4 52.4| 669
20700 46300MB 7 1370 1642 0.19| 3.56 5.30 3.4
638 4660000 10400000 0.3 54.0 64.6
27200 65800MB 7 1362 1640/ 0.25| 2.68 3.99 2.6
850 6120000 14800000 0.3 53.6 64.6
34100 69300MB| 11 1406 1795 0.25| 2.67 3.98 2.6
661 7660000 15600000 0.4 55.4 70.7
22700 61500MD 7 1611 1845/ 0.20| 3.43 5.10 3.3
165 5110000 1 8000(\)0 0.3 63.4| 726

Mounting Data

YMD

Equivalent Radial Load

Nel —»l

)

SPHERICAL ROLLER BEARINGS

(MMaximum shaft or housing llet radius that bearing corners will clear.
@These factors apply for both inch and metric calculations. See engineering section for instructions on use.
@GGeometry constant for Lubrication Life Factpis€ound in the Bearing Ratings section of the Engineering Manual (order no. 10424).
“See thermal reference speed in the Engineering Manual (order no. 10424) and on page 61.
®See limiting speed on page 61.

TIMKEN SPHERICAL ROLLER BEARING CABX30G

Geometry
Factof®
G
2 0.17
3 0.16
2 0.17
8 0.17
2 0.17
2 0.17
5 0.19

Speed Reference

Thermal
Reference
Speed”
QOil |Greas
RPM RPM
0 170
9 110
3 100
5 160
6 100
9 90
1 50

e

Limiting
Speed®

RPM

160

100

100

150

90

90

50

Weight

kg

Ibs.
247.9
5385.4

27?8.3
7102.3

2996.0
11014.0

IB9.0
6091.8

Z5891.0
8120.2

25843.0
12854.6

13807.0
7495.4
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOC

SNT SPHERICAL ROLLER
BEARING PLUMMER BLOCKS

Spherical roller bearing plummer blocks combine rugged cast
iron, ductile iron or steel housings with high-capacity bearing
meet the toughest demands of industry. Each plummer blog
contains an advanced-design spherical roller bearing with
improved geometry and raceway nish for maximized loa
capacity and service life. Integrated housing and bearing
features enhance unit lubrication characteristics. Multip
sealing options protect against contamination.

Nomenclature. ........... . i

Introduction. . . ... ... e e
Design and Construction .. ................coiin. ... 97..

MOUNtING. . ..o 98...

SNT Lubrication. .......... ... 9. ..

SEaAlS. . . 99
Load Ratingsand Life............ ... ... . .. 100.

Installation Guides. . ........... ... . i 101.

Two-Bolt SNT Housings For Tapered Bore Bearings. . . .. 106
Four-Bolt FSNT Housings For Tapered Bore Bearings. .. 112
Two-Bolt SNT Housings For Cylindrical Bore Bearings. .. 116
Four-Bolt FSNT Housings for Cylindrical Bore Bearings. . 120
Large Plummer Block Housings — 3000 And 3100 Series 124
Metric Shaft Diameters. . . ... .. .. 128
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS
NOMENCLATURE

NOMENCLATURE

HOUSING STYLE HOUSING SIZE
N

| Bore code | | Bore code |

| |
SNT 5(112 |- 16|10

Blank = two-bolt base |

F = four-bolt base Housing series:
2 = 200
3 = 300
Blank = castiron 5 = 500
S = steel 6 = 600

D = ductile iron

li LOCATING RING —| SLEEVEY

SR /110 | [ X|[10.5 H 3|10

H = adapter sleeve H = oil hole
OH = hydraulic sleeve on nut end

Sleeve series

®Sleeve assemblies contain adapter sleeve, locknut, and lockwasher

OD (mm) Width (mm)

l— SEAL —I

TABLE 28. TAPERED BORE BEARING EXAMPLE FOR SNT 512-610

Bearing 21310K 22310K 22212K T S N G 6 10

Locating rings SR110X10.5 SR110X4 SR110X10 | |

Sleeve H310 H2310 H312 Bore code
SEAL OPTIONS TSNG = double-lip

Double-lip TSNG610 TSNG610 TSNG512 o= L?Ezrion_tzng

LOR LO610 L0610 LO512 VR = V-ring ploush series:

V-ring VR610 VR610 VR512 TA = taconite 3 = 300

Taconite TABL0 TAGL0 TAG12 EC= end cover 2 z 288

End cover EC512-610 EC512-610 EC512-610

Fig. 24. SNT plummer block nomenclature.
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
INTRODUCTION * DESIGN AND CONSTRUCTION

INTRODUCTION
Timken'’s capabilities in engineering and manufacturing heaV)D ESIGN AND CONSTRUCTION

duty plummer blocks help ensure high performance from Oy4fmyen offers split plummer block housings that can be built
products. In addition, Timken’s worldwide sales organizatiofj ejther tapered bore bearings with adapters for mounting
is staffed with experienced engineers who are available fop, giraight shafts or cylindrical bore bearings for assembly on

consultation on any plummer block or bearing application. Wy, dered shafts. Each offering includes all the accessories to
your design calls for shaft sizes or loads not listed in this catalogget 5 variety of needs.

contact your Timken sales engineer for information about )
availability of special units. Timken uses a system of doweling caps and bases together at

Sizes20 — 400 mm shafts an early stage of manufacturing, so that they remain a single

Applications:Conveyors, ball mills, casters, rolling mills unit during machining. They are not interchangeable as separate

heavy movaiole structurés ' ' " parts and become precisely mated components, helping to
. . . ensure a precise t. Timken supplies plummer block housings

FeaturesSplit construction for convenient assembly and . )

disassembly. These units include pry-tool slots and multipld®" mounting with two or four bolts.

alignment features to ease installation. There are center  standard caps and bases are made from high-grade, stress-
marks to simplify alignment and dimples for positioning relieved cast iron. They

pins and four-bolt mounting. Seal grooves allow for various . .
sealing options also are available in cast

Bene ts: Caps can be removed easily and quickly without steel and ductile iron.
damage to the bearing or housing. The design allows for The illustration below
simpli ed bearing inspection, service and replacement. (9. 25) shows all parts

Split-block housings of a plummer block

Provide proper support with precision- t matched assemb Iy that are
cap-and-base with dowel pins. Simpli es alignment .
and installation of heavy housings. Convenient described throthOUt

pry-tool slots for easy cap removal speeds bearing
inspection and replacement.

this section.

Seal options
Protect the bearing with
double-lip, labyrinth,
V-ring and taconite
sealing options.

Timker? spherical roller bearings
Increase reliability with a high-performance
bearing that runs cooler for longer bearing life.

Locating rings
Provide exibility to x
or oat the bearing.

Tapered adapter

or straight

bore mounting
Secure each bearing
onto the shaft.

Standard metric
mounting dimensions
Ease installation with

same dimensions as
industry norms for bolt
holes, center heights
and shaft diameters.
Conforms to ISO 113:1999.

Cast-iron Optional end caps

Rugged cast-iron is well-suited ~ Avoid damage to bearing
for harsh industrial applications. and housing. Easy to install
Available in steel or ductile iron.  and remove.

Fig. 25. SNT plummer block components and features.

TIMKEN SPHERICAL ROLLER BEARING CABM 0G



SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS

MOUNTING

MOUNTING
ADAPTER VERSUS STRAIGHT BORELOSED-END INSTALLATIONS

Typically, a spherical roller bearing plummer block assembly [§ some applications, the shaft end is designed to terminate
mounted on a straight shaft using a tapered bore bearing arifiside the plummer block. For this design, positive tting end-cap
adapter assembly. Standard commercial shafting can be usédfiserts are available to help seal out contaminants and retain
without additional machining. (Suggested shaft diameters arélbricant. Timken heavy-duty end covers providdisgdor
shown in table 31 on page 128.) Adapter mount also perm@gsed-end applications.

maximum  exibility in the axial positioning of the bearing obesigners and installers need to make sure the shaft end does not
the shaft and will accommodate light locational thrust loadsgontact the closure. A minimum of 3 mm clearance at maximum
Timken plummer blocks for tapered bore and cylindrical borgyermal expansion is suggested between the end of the shaft
are available. and the closure.

Adapter-mounted spherical roller bearings require the correct
removal of diametral clearance from the bearing revent

relative rotation between inner race and sleeve or shaft. For NOTE
proper shaft mounting of adapter-type spherical roller bearings, . .
see page 22 Failure to employ proper mounting procedures can cause

o " reduced bearing performance.
When application conditions produce heavy thrust loads, or a

need exists for exact axial location or a positive shaft interference
t, a direct straight bore mounting may be the best option. This
requires a shouldered shaft, machined for proper t, and a straight
bore bearing. Timken plummer block housings for straight bore
applications are available for use with series 213, 222, 223 and 232.

Suggested ts for shafts in cylindrical bore spherical roller
bearings are shown in the engineering section of this catalog
in table 6 on page 30. For applications involving heavy shock,
vibration, unbalanced rotating loads or other non-standard
conditions, consult your Timken sales engineer.

FIXED AND FLOAT PLUMMER BLOCKS

SNT split plummer block components include two to six locating
rings allowing for installation at either xed or oat positions on the
shaft. For the xed position, two or more locating rings are used on
one or both sides of the bearing.
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SNT LUBRICATION « SEALS

SNT LUBRICATION

Timken plummer block housings are designed for greasgllow blocks. For bearings with lubrication groove and holes, it
lubrication. They also can be modi ed to accommodate oil-batls suggested that the fresh lubricant is fed directly to the center
and circulating oil- or oil/air-mist systems. Contact your Timkesf the bearing between the rows of rollers and distributed to

sales engineer for assistance. Please reference the installatidime rest of the bearing. This helps ensure the used lubricant is
guides on pages 101-105 for grease Il information. purged from the bearing. Housed units feature multiple dimples

Lubrication groove and holes may be provided in the bearing OU{QPI can be used to drill and tap for alternative grease tting

ring. This feature, designated by adding suf x W33 to the bear“]l%cations as needed.
number, should be speci ed whenever re-ordering bearings for

SEALS

Timke® SNT plummer blocks are available with multiple sealingour application needs. Table 29 compares the various features
options. Each seal type incorporates speci c features to meedf each seal type.

DOUBLE-LIP SEALS LABYRINTH SEALS

Double-lip seals are the most common seal design used with SM&byrinth seals are made up of a single metal ring component
plummer blocks. These are general all purpose elastomer sedlsat interconnects with the grooves in the housingoton a

that can protect in moderately contaminated labyrinth gap. The inside diameter of

environments. The seal is split into two 1 the metal ring contains an O-ring t

degree halves for easy installation. The creates an interference t with the shaft

seal element runs against the shaft surface so that the ring will rotate with the shaft.

and should be used in grease lubricated Labyrinth seals can be used on high-

blocks. Contact your Timken sales engineer speed applications and in moderately

for double-lip seal availability when using contaminated environments.

cylindrical bore housings. Fig. 26. Fig. 28,
Double-lip seals. Labyrinth seals.

TACONITE SEALS

V-RING SEALS Taconite seals are a combination of both a labyrinth seal and
V-ring seals are a de ector type seal. They are made up of avi-ring seal. The labyrinth seal is made up of two separate metal
elastomer V-ring seal element that rotates with the shaft andng components, inner and outer, that have interconnecting
runs against the axial surface of a washer- grooves that form a labyrinth gap. The outer metal ring component
type component that is retained in the blockcontains an O-ring on its outside diameter that provides an
housing. As the V-ring element is a stretchinterference tto the groove in the housing. The inside diameter of
fit onto the shaft, a rougher shaft surface the inner metal ring component contains an O-ring that creates an
is acceptable. This seal performs well in interference t with the shaft
moderately contaminated environments wit so that the ring will rotate with

ne particulate. the shaft. This seal performs
well in highly contaminated
environments such as those
seen in mining operations.

Fig. 27.
V-ring seals.

Fig. 29. Taconite seals.
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SEALS « LOAD RATINGS AND LIFE

TABLE 29. SEAL SELECTION

Seal Selection Double-Lip (TSNG) V-Ring (VR) Labyrinth (LO) Taconite (TA)
Material NBR NBR rubber + mild steel plate Steel + NBR O-ring Steel + NBR O-ring and V-ring
Temperature -40° to 100° C (-40° to 212° F) -40° to 100° C (-40° to 212° F) -40° to 120° C (-40° to 248° F) -40° to 100° C (-40° to 212° F)
Maximum speed 8 m/s 7mls Same as bearing 7mls
Grease relubrication Excellent Excellent Excellent Excellent
Low friction Good Good Excellent Good
Resists dust/ ne particles Excellent Excellent Good Excellent
Resists coarse patrticles Good Poor Excellent Excellent
Resists water Good Good Fair Excellent
3
3

LOAD RATINGS AND LIFE

Load ratings for the spherical roller bearings that are used in
plummer blocks are found in the dimension tables on pages
66 through 93. Life calculation formulas are found in the
Engineering Manual (order no. 10424) on page 48 available on
www.timken.com.

In addition to individual bearing selection, the ability of the
plummer block to carry the operating load should be considered.

It should be noted that the load rating gures supplied in this
catalog are applicable only when the load direction is generally
toward the base of the plummer block. If the plummer block must
be mounted so the load can be applied in any other direction,
consult your Timken sales engineer.
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INSTALLATION GUIDES

INSTALLATION GUIDES

Following are installation guides for the SNT housings and the four seal types offered by Timken.

MOUNTING HOUSINGS WITH DOUBLE-LIP SEALS

Prior to starting installation, please read the following instructions. Mount the bearing on the shaft — either directly on a
Contact a Timken sales engineer with any questions. stepped shaft or using an adapter sleeve. Completely |I
the bearing with grease. The remainder of the suggested
grease quantity can be placed in the housing, equally
distributed on each side of the bearing (See grease |II).

7. Install the shaft with bearing in the housing base ( g. 31a).

1. Clean the work area. Check the dimensional and form
accuracy of the shaft seat. Note: The shaft roundness
speci cation should be half of the O.D. tolerance. Ensure
the shaft is free from burrs, gouges or other imperfections.

2. Ensure the surface roughness of the support surface Ra 8. Put one locating ring on each side of the bearing for
12.5 m. Ensure atness is within 0.08 mm (base) and 0.125 locating bea.rlng arrange.ments (g. 31b). ] )
mm aggregate (housing base and mounting surface). 9. Carefully align the housing base. Use the vertical markings
3. Determine the position of the housing relative to the adapter E;tszetgqlf]de(jllevsift;htiizl((je f%czzs) apﬁeir}? Ej':lc etsi (:tg:]eﬂl:gusmg
sleeve on the shaft for bearings on adapter sleeves. For P 9. ‘ ghtly tig

bearings that have to be relubricated from the side, the attachmen.t t?olts (g. 32b). ) )
grease tting in the housing cap should always face away 10. The remaining seal. halves must be inserted in the seal
from the locknut on the adapter sleeve. When housings are 9rooves in the housing cap and the space between the

mounted on the end of a shaft, grease must be supplied at

sealing lips lled with grease.

the end cover side. Make sure to position the base correctlyl1. Check the cap and base to see that they show the same

because the cap only ts in one direction.

. Position the housing on the support surface. Fit the
attachment bolts but do not tighten them ( g. 30a).

. Insert one seal half in each of the grooves in the housing

identi cation. Install the cap onto the base ( g. 33a) and
tighten the cap bolts to the torque speci ed in the table.

12. Fully tighten the attachment bolts in the housing base

(g. 33b). Suggested tightening torques are given in the table.

base. Fill the space between the two sealing lips with For torque table and grease |l information, please see page 105.

grease ( g. 30b). If the housing is used on the end of a shaft,
insert an end cover on one side instead of the seal half.
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INSTALLATION GUIDES

MOUNTING HOUSINGS WITH LABYRINTH SEALS

Prior to starting installation, please read the following instructions. housing, equally distributed on each side of the bearing

Contact a Timken sales engineer with any questions. (See grease |I).
] ) 7. Mount the second labyrinth ring on the shaft in the correct
1. Clean the work area. Check the dimensional and form position ( g. 35¢). If the housing is to be used on the end
accuracy of the shaft seat. Note: The shaft roundness of a shaft, omit the second labyrinth ring and insert an end
speci cation should be half of the O.D. tolerance. Ensure cover in the housing base instead.
the shaft is free from burrs, gouges or other imperfections. 8. Install the shaft with bearing and labyrinth ring(s) in the

2. Ensure the surface roughness of the support surface ' housing base ( g. 36a).
Ra 12.5 m. Ensure atness is within 0.08 mm (base) and
0.125 mm aggregate (housing base and mounting surface

3. For bearings on adapter sleeves, determine the position
of the housing relative to the adapter sleeve on the shaft.

)9. Place one locating ring on each side of the bearing for
" locating bearing arrangements ( g. 36b).

10. Align the housing base. Use the vertical markings at the
For bearings that have to be relubricated from the side, the mu;l\dlle Of_t::ehs_'d?rfaﬁes aﬂd end fﬁces oLtf;e housslgg base
grease tting in the housing cap should always face away to help with this. Tighten the attachment bolts (g. 36c).
from the locknut on the adapter sleeve. Grease should be 11. Check the cap and base to see that they have the same

supplied at the end cover side where housings are mounted identi cation. Install the cap onto the base ( g. 37a) and
on the end of a shaft. Be sure to position the base correctly tighten the cap bolts to the torque speci ed in the table.

since the cap only ts in one direction. 12. Fully tighten the attachment bolts in the housing base
4. Position the housing on the support surface. Fit the (9. 37b). Suggested tightening torques are given in
attachment bolts but do not tighten them ( g. 34). the table.
5. Mount the labyrinth ring on the shaft ( g. 35a). 13. Insert the hollow O-ring cord of synthetic rubber in the

grooves in the labyrinth rings. Use a screwdriver while

6. Mount the bearing on the shatft — either directly on a turning the shaft, take care not to damage the seal ( g. 37c).

stepped shaft or using an adapter sleeve ( g. 35b).

Completely Il the bearing with grease. The remainder  For torque table and grease Il information, please see page 105.
of the suggested grease quantity can be placed in the

Fig. 34

Fig. 37
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INSTALLATION GUIDES

MOUNTING HOUSINGS WITH V-RING SEALS

Prior to starting installation, please read the following instructions. of the suggested grease gquantity can be placed in the
Contact a Timken sales engineer with any questions. housing, equally distributed on each side of the bearing
(See grease lI).

Arrange the second sealing washer and V-ring on the shaft
at the other side of the bearing ( g. 39c). If the housing is to
be used on the end of a shaft, mount an end cover instead.

. Install the shaft with bearing and sealing washers in the
housing base ( g. 40a).

1. Ensure the work area is clean. Check the dimensional an
form accuracy of the shaft seat. Note: The shaft roundness
speci cation should be half of the O.D. tolerance. Ensure
the shaft is free from burrs, gouges or other imperfections.

2. Ensure the surface roughness of the support surface
Ra 12.5 m. Ensure atness is within 0.08 mm (base) and A ) )
0.125 mm aggregate (housing base and mounting Surface)s_). Put one locating ring on each side of the bearing for

3. Determine the position of the housing relative to the adapter Io<_:at|ng beaang arrangements. ) )
sleeve on the shaft for bearings on adapter sleeves. For 10Align the housing base. Use the vertical markings at the
bearings that have to be relubricated from the side, the middle of the side faces and end faces of the housing base to
grease tting in the housing cap should always face away help with this. Lightly tighten the attachment bolts ( g. 40b).
from the locknut on the adapter sleeve. Grease should be 11. Check the cap and base to see that they bear the same
supplied at the end cover side where housings are mounted identi cation. Install the cap onto the base and tighten the

on the end of a shaft. Make sure to position the base cap bolts to the torque marked in the table ( g. 41a).

correctly since the cap only ts in one direction. 12. Tighten the attachment bolts in the housing base ( g. 41b).
4. Position the housing on the support surface. Fit the Check the table for suggested tightening torques.

attachment bolts but do not tighten them (g. 38). 13. Coat the V-ring counterfaces on the sealing washers with
5. Arrange the one V-ring with sealing washer on the shatft. grease ( g. 41c).

The V-ring should be furthest away from the bearing and 14 Finally, push the V-ring seals into their correct position.
seal against the washer, i.e. the lip should point inward the  This can be done using a punch or screwdriver to push the
washer ( g. 39a). seal as the shaft is turned, take care not to damage the

6. Mount the bearing on the shaft — either directly on a seal (g. 42).
stepped shaft or using an adapter sleeve ( g. 39b).
Completely Il the bearing with grease. The remainder

For torque table and grease Il information, please see page 105.
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INSTALLATION GUIDES

MOUNTING HOUSINGS WITH TACONITE SEALS

Prior to starting installation, please read the following instruction&. Mount the bearing on the shaft ( g. 44c) — either directly on
Contact a Timken sales engineer with any questions. a stepped shaft or using an adapter sleeve. Fill the bearing

1. Ensure the work area is clean. Check the dimensional and with grease. The remalr_lder of the _suggested grease
form accuracy of the shaft seat. Note: The shaft roundness quantity can be place.d in the housing, equally distributed on
speci cation should be half of the O.D. tolerance. Ensure each side of the bearing (See Qrease 1)-
the shaft is free from burrs, gouges or other imperfections. 7- Mount the second seal according to step 5 ( g. 44d). If the
2. Ensure the surface roughness of the support surface housing IS to be used on the ?”d of a shgft, omit the second
Ra 12.5 m (500 in). Ensure atness is within 0.08 mm seal and insert an end cover in the housing base instead.

(base) and 0.125 mm aggregate (housing base and 8. Use the hollow O-section cord to x the labyrinth ring in
mounting surface). position on the shaft ( g. 44c). Use a screwdriver to t the

3. For bearings on adapter sleeves, determine the position cords while rotating the ;haft, taking care not to Qamage
- - the cords. Mount the O-rings on the seal outer diameter.

of the housing relative to the adapter sleeve on the shaft. i } _ )
For bearings that have to be relubricated from the side, the?- Install the shaft with bearing and seals in the housing base
grease tting in the housing cap should always face away (8- 45a) taking care that the hollow O-section cords are
from the locknut on the adapter sleeve. Where housings are not damaged.
mounted on the end of a shaft, grease should be supplied 10. For locating bearing arrangements put one locating ring on
at the end cover side. Be sure to position the base correctly each side of the bearing.

since the cap only ts in one direction. 11. Carefully align the housing base. Use the vertical markings
4. Position the housing on the support surface. Fit the at the middle of the side faces and end faces of the housing
attachment bolts but do not tighten them ( g. 43). base to help facilitate this ( g. 45b). Tighten the attachment

5. Mount the rst V-ring together with one labyrinth ring on bolts ( g. 45¢).
the shaft in the correct position ( g. 44a). The lip of the 12. Check the cap and base to make sure they have the same
V-ring should point towards the bearing. Place the split ring identi cation. Install the cap onto the base ( g. 46a) and
parts over the V-ring and labyrinth ring and screw them tighten the cap bolts to the torque speci ed in the table.

together (9. 44b). The two parts of this split ring are not 13 pyly tighten the attachment bolts in the housing base

interchanggablg. Check to see that they carry the (g. 46b). Suggested tightening torques are given in
same identi cation. the table.

14. Finally, before the rst test run, rotate the shaft and supply
grease via the tting until it purges from the labyrinth rings
(g. 46c). Use the same grease for the bearing and the
labyrinth rings.
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INSTALLATION GUIDES

GREASE FILL

For normal industrial applications, Il bearing void to 100 percent and housing void to
40-60 percent.

For low-speed applications (less than 20 rpm), Il bearing void to 100 percent and housing
void to 60— 100 percent.

For high-speed applications (above 70 percent of the bearings thermal speed rating), |l
bearing void to 100 percent and housing void to 30 —40 percent.

Contact a Timken sales engineer with any questions.

ADDITIONAL REFERENCE FOR BEARING MOUNTING

Timken Industrial Maintenance Manual (order no. 10213).

TABLE 30. TIGHTENING TORQUE — CAP BOLTS AND
ATTACHMENT BOLTS

Cap Bolts Attachment Bolts f
Housing SNT Bolt Size Torque Bolt Size Torque WARNING
Nm N Failure to observe the following warnings
505, 205 M10x40 50 M12 80 could create a risk of death or serious injury.
505-605-206-305 M10x40 50 M12 80
507-606, 207 M10x5( 50 M12 80 Proper maintenance and handling practices are critical,
508-607, 208-307 M10x5b 50 M12 80 Always follow installation instructions and
maintain proper lubrication.
509, 209 M10x50 50 M12 80 _ o _
510-60, 208-307 M10x56 50 M12 80 Overhgated bearings can ignite explosive atmosphere .
Special care must be taken to properly select, install,
511-609, 211 M12x6( 80 M16 200 maintain, and lubricate housed unit bearings that are used
512-610, 212 M12x6( 80 M16 200 in or near atmospheres that may contain explosive levdls
513.611.213 M12x6" 80 M16 200 of combustible gases or accumulations of dust such a
from grain, coal, or other combustible materials. Consylt
515-612, 215 M12x63 80 M16 200 your equipment designer or supplier for installation angl
516-613, 216 M12x7 80 M20 385 maintenance instructions.
517,217 M12x80 80 M20 385 If a hammer and bar are used for installation or removal ¢f a
518-615, 218 M16x18 150 M20 385 part, use a mild steel bar (e.g., 1010 or 1020 grade). Mild|steel
519-616 M16x19 150 MZ0 385 bars are less likely to cause release of hlgh speed fragmgnts
from the hammer or bar or the part being removed.
520-617 M20x200 200 M24 665
522-619 M20x100 200 M24 665
524-620 M20x110 200 M24 665 CAUTION
526 M24x130| 350 M24 665 Failure to follow these cautions
528 M24x130 350 M30 1310 may result in property damage.
530 M24x130 350 M30 1310
532 M24x130 350 M30 1310 Do not use damaged housed units. The use of a damaged
housed unit can result in equipment damage and/or injuty.

This information is not intended to substitute for the specic
recommendations of your equipment suppliers.

Every reasonable effort has been made to ensure the accuracy
of the information contained in this writing, but no liability is
accepted for errors, omissions or for any other reason.
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TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

The basic numbers for ordering plummer block housings Housings shown are furnished in cast iron. If cast steel is
and components are listed in the table below. desired, add the letter S to the alpha pre x (e.g., SNTS 518).

Each housing includes the housing cap, base and cap bolts. !f ductile iron is desired, add the letter D to the alpha
pre x (e.g., SNTD 505).

A A
=0 Qs»}\,ﬁt\..g
Lol ¢ il
_______ 11 d
Double-Lip Seal V-Ring Seal Labyrinth Seal Taconite Seal

Shaft . ‘ . Locating Adapter 3) ) ‘ Double-Lip V-Ring Labyrinth | Taconite )
Dia. Housing Bearing Rings) Sleeveéd Locknuf® | Lockwashef® Seal® Sea® SeaP SeaP End Cové?
d | 0.D. x Width |
mm | |
20 SNT 505 ‘ 22205K SR52X3.5 H305 KM5 MéS — VR505 LO505 TA505 EC505
SNT 506—60F 21305K SR62X7.5 H305 KM5 MPS TSNG605 VR605 LO605 TA605 EC506-605
25 SNT 506—60% 22206K SR62X6 H306 KM6 Mé6 - VR506 LO506 TA506 EC506-605
SNT 507—60F 21306K SR72X7.5 H306 KM6 MEF6 TYNG606 VR606 LO606 TA606 EC507-606
30 SNT 507—60% 22207K SR72X5.5 H307 KM7 Mé? TYNG507 VR507 LO507 TA507 EC507-606
SNT 508—60[7 21307K SR80X9 H307 KM7 MI%? TSNG607 R607 LO607 TA607 EC508-607
SNT 508—60b 22208K SR80X8 H308 KM8 MéS TSNG508 R508 LO508 TA508 EC508-607
35 | SNT 510-608 21308K SR90X9 H308 KM8 M38 TSNG608 R608 LO608 TAG08 EC510-608
SNT SlO—GOF 22308K SR90X4 H2308 KM8 MEFS TYNG608 VR608 LO608 TA608 EC510-608
SNT 509 ‘ 22209K SR85X3.5 H309 KM9 Mag TSING509 R509 LO509 TA509 EC509
40 | SNT 511-609 21309K SR100X9.5 H309 KM9 MBQ TSNG609 VR609 LO609 TA609 EC511-609
SNT 511—60P 22309K SR100X4 H2309 KM9 MPQ TSNG609 VR609 LO609 TA609 EC511-609
SNT 510—60% 22210K SR90X9 H310 KM10 Mle TSNG510 VR510 LO510 TA510 EC510-608
45 | SNT 512-61b 21310K  SR110X10.5 H310 KM10 MBlO TENG610 VR610 LO610 TA610 EC512-610
SNT 512—61P 22310K SR110X4 H2310 KM10 M?lo TENG610 VR610 LO610 TA610 EC512-610
SNT 511—GOb 22211K SR100X9.5 H311 KM11 Méll TENG511 VR511 LO511 TA511 EC511-609
50 | SNT 513-6111 21311K SR120X11 H311 KM11 M$11 TENG611 VR611 LO611 TA611 EC513-611
SNT 513—61P 22311K SR120X4 H2311 KM11 M?ll TENG611 VR611 LO611 TA611 EC513-611

(MLocating rings = minimum two required for xed position, sold one piece per box.
@Adapter sleeve assembly includes one sleeve, one locknut and one lockwasher.
GLabyrinth, taconite seal, end cover, locknut, lockwasher, sold one piece per box.
“Double-lip and V-ring seals sold two pieces per box.
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67
1

77
82

82
85

85

90

85

95

90
105
105

95
110
110

mm

46
52

52
52

52
60

60

60

60

70

60

70

70

80

mm

80
89

89
94

94
97

97
102
102

97
107
107

102
117
117

107
122
122

As

mm

130
135

135
140

140
145

145
150
150

150
155
155

150
165
165

155
170
170

mm

74
89

89
93

93
108

108
113
113

109
128
128

113
134
134

128
150
150

SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

Housing Dimensions

mm

40
50

50
50

50
60

60

60

60

70

60

70

70

80

19
22

22
22

22
25

25
25
25

J min

128
148

148
148

= = = =
S oo oo o©od

=
S
[oNe]

NN

N
50

2
8o

J max L

mb'l mm

ﬂ37 165
#57 185
ﬂ57 185
#57 185
ﬂ57 185
#75 P05
ﬂ75 P05
175 205
}75 205
ﬂ75 P05
215 255
%15 255
i75 205
215 255
?15 255
ils 255
236 275
?36 275

mm

15
15

15
15

15
15

15

15

15

18

15

18

18

18

2 Bolts
Req'd

G

mm

20
20

20
20

20
20

20
20
20

20
24
24

20
24
24

24
24
24

Housing
Mass

mm

12
12

12
12

12
12

12
12
12

12
16
16

12
16
16

16
16
16

kg

15
2.0

2.0
2.2

2.2
2.9

2.9
3.2
3.2

2.9
4.5
4.5

3.2
5.3
5.3

4.5
6.6
6.6

Continued on next page.
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS
TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

The basic numbers for ordering plummer block housings Housings shown are furnished in cast iron. If cast steel is
and components are listed in the table below. desired, add the letter S to the alpha pre x (e.g., SNTS 518).

Each housing includes the housing cap, base and cap bolts. If ductile iron is desired, add the letter D to the alpha
pre x (e.g., SNTD 505).

A A
=0 Qs»}\,ﬁt\..g
Lol ¢ il
_______ 11 d
Double-Lip Seal V-Ring Seal Labyrinth Seal Taconite Seal

Continued from previous page.

Shaft . . Locating Adapter ‘ 3) ) ‘ Double-Lip V-Ring Labyrinth | Taconite )
Dia. | Housing Bearing Rings) Sleeveéd Locknut® | Lockwashef® Seal® Sea® SeaP SeaP End Cové?
d | 0.D. x Width | |
mm | | |
SNT 512-61b 22212K  SR110X10 Hsiz KM12 Mélz T$NG512 VR512 LO512 TA512 EC512-610
55 | SNT515-612 21312K SR130X12.5 H312 KM12 MB12 TENG612 VR612 LO612 TA612 EC515-612
SNT 515—61? 22312K  SR130X5 H23(12 KM12 M?lZ TSNG612 VR612 LO612 TA612 EC515-612
SNT 513-61h 22213K  SR120X10 Hsis KM13 M$13 T$NG513 VR513 LO513 TA513 EC513-611
60 | SNT516-613 21313K SR140X12.5 H313 KM13 MB13 TENG613 VR613 LO613 TA613 EC516-613
SNT 516-61F 22313K  SR140X5 H23(13 KM13 M$13 TSNG613 VR613 LO613 TA613 EC516-613
SNT 515-61}2 22215K  SR130X12.5 HShS KM15 Mbls TBNG515 VR515 LO515 TA515 EC515-612
65 | SNT518-615 21315K  SR160X14 H315 KM15 MB15 TSNG615 VR615 LO615 TA615 EC518-615
SNT 518—61F 22315K  SR160X5 stps KM15 M?ls T$NG615 VR615 LO615 TA615 EC518-615
SNT 516-61% 22216K  SR140X12.5 Hile KM16 Mbla TBNG516 VR516 LO516 TA516 EC516-613
70 | SNT519-616 21316K SR170X14.5 H316 KM16 MB16 TENG616 VR616 LO616 TA616 EC519-616
SNT 519—61F 22316K  SR170X5 stpe KM16 M?lG T$NG616 VR616 LO616 TA616 EC519-616
SNT 517 \ 22217K  SR150X12.5 H3]l7 KM17 Mél? TYNG517 VR517 LO517 TA517 EC517
75 | SNT520-617 21317K  SR180X14.5 H317 KM17 MB17 TENG617 VR617 LO617 TA617 EC520-617
SNT 520-61[7 22317K  SR180X5 H23117 KM17 MEFl? TSNG617 VR617 LO617 TA617 EC520-617
go | SNT 518-61& 22218K  SR160X12.5 H3h8 KM18 Méls TENG518 VR518 LO518 TA518 EC518-615
SNT 518—61F 23218K  SR160X6.25 H2:T318 KM18 MPlB TSNG518 VR518 LO518 TA518 EC518-615
SNT 519-61}5 22219K  SR170X12.5 Hilg KM19 Mblg TBNG519 VR519 LO519 TA519 EC519-616
85 | SNT522-619 21319K SR200X17.5 H319 KM19 MB19 TENG619 VR619 LO619 TA619 EC522-619
SNT 522—61P 22319K  SR200X6.5 HZC?lQ KM19 MPlQ TENG619 VR619 LO619 TA619 EC522-619

(MLocating rings = minimum two required for xed position, sold one piece per box.
@Adapter sleeve assembly includes one sleeve, one locknut and one lockwasher.
GLabyrinth, taconite seal, end cover, locknut, lockwasher, sold one piece per box.
“Double-lip and V-ring seals sold two pieces per box.
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105
115
115

110
120
120

115
140
140

120
145
145

125
160
160

140
140

145
175
175

SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

mm

70

80

80

90

80
100
100

90
100
100

90
110
110

100
100

100
120
120

mm

117
127
127

122
138
138

127
158
158

138
163
163

143
178
178

158
158

163
191
191

A
mm

165

175

170

180

175
225
225

180
220
220

210
235
235

225
225

220
250
250

Housing Dimensions

—_— A1
J
2 Bolts
Red’
eqd Housing
Mass
J J max G
min mm mm mm mm mm
210 215 255 18 24 16
230 238 280 18 24 16
230 238 280 18 24 16
230 236 275 18 24 16
260 268 315 22 28 20
260 268 315 22 28 20
230 238 280 18 24 16
290 295 345 22 28 20
290 295 345 22 28 20
260 268 315 22 28 20
290 295 345 22 28 20
290 295 345 22 28 20
260 268 320 22 28 20
20 326 380 26 32 24
20 326 380 26 32 24
290 295 345 22 28 20
290 295 345 22 28 20
290 295 345 22 28 20
44 350 410 32 26 24
50 356 410 26 32 24

kg

5.3
6.9
6.9

6.6
9.7
9.7

6.9
13.1
13.1

9.7
14.0
14.0

104
17.6
17.6

13.1
13.1

14.0
22.3
22.3

Continued on next page.
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS
TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

The basic numbers for ordering plummer block housings Housings shown are furnished in cast iron. If cast steel is
and components are listed in the table below. desired, add the letter S to the alpha pre x (e.g., SNTS 518).

Each housing includes the housing cap, base and cap bolts. !f ductile iron is desired, add the letter D to the alpha
pre x (e.g., SNTD 505).

A A
A Dl
<~ Qm},\“u\\wzﬁ
. - s Rag
SR ! \
— 11 d
Double-Lip Seal V-Ring Seal Labyrinth Seal Taconite Seal
Continued from previous page.
Shaft . . Locating Adapter 3) ) ‘ Double-Lip V-Ring Labyrinth | Taconite )
Dia. | Housing Bearing Rings) Sleeveéd Locknut® | Lockwashef® Seal® Sea® SeaP SeaP End Cové?
d 0O.D. x Width
mm
SNT 520-61F 22220K SR180X12 H320 KM20 MéZO THNG520 VR520 LO520 TA520 EC520-617
90 SNT 520-61F 23220K  SR180X4.85 H2320 KM20 MB20 TISNG520 VR520 LO520 TA520 EC520-617
SNT 524-62p 21320K SR215X19.5 H2320 KM20 MB20 TISNG620 VR620 LO620 TA620 EC524-620
SNT 524-620 22320K SR215X6.5 H2320 KM20 MPZO TBNG620 VR620 LO620 TA620 EC524-620
100 SNT 522-619 22222K  SR200X13.5 H322 KM22 MbZZ TBNG522 VR522 LO522 TA522 EC522-619
SNT 522-619 23222K SR200X5.1 H2322 KM22 MPZZ TBNG522 VR522 LO522 TA522 EC522-619
110 SNT 524-620 22224K SR215X14 H3124 KM24 ME24 TENG524 VR524 LO524 TA524 EC524-620
SNT 524-620 23224K SR215X5 H2324 KM24 M$24 TENG524 VR524 LO524 TA524 EC524-620
115 SNT 526 22226K SR230X13 H3126 KM26 MéZG TSNG526 VR526 LO526 TA526 EC526
SNT 526 23226K SR230X5 H2326 KM26 M%ZG TYNG526 VR526 LO526 TA526 EC526
125 SNT 528 22228K SR250X15 H3128 KM28 MéZS TSNG528 VR528 LO528 TA528 EC528
SNT 528 23228K SR250X5 H2328 KM28 M%ZB TYNG528 VR528 LO528 TA528 EC528
135 SNT 530 22230K  SR270X16.5 H3130 KM30 M$3O TSNG530 VR530 LO530 TA530 EC530
SNT 530 23230K SR270X5 H2330 KM30 M%SO TYNG530 VR530 LO530 TA530 EC530
140 SNT 532 22232K SR290X17 H3132 KM32 MéSZ TSNG532 VR532 LO532 TA532 EC532
SNT 532 23232K SR290X5 H2332 KM32 MB‘32 TSNG532 VR532 LO532 TA532 EC532

(MLocating rings = minimum two required for xed position, sold one piece per box.
(@Adapter sleeve assembly includes one sleeve, one locknut and one lockwasher.
GLabyrinth, taconite seal, end cover, locknut, lockwasher, sold one piece per box.
“Double-lip and V-ring seals sold two pieces per box.
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
TWO-BOLT SNT HOUSINGS FOR TAPERED BORE BEARINGS

Nl \
H
-1 |
;N ——_{ﬁ— ——@— —- - A
\
J
Housing Dimensions z Bo!ts
Req'd .
Housing
Mass

A A A, A H J J max L N N G

mm mm mm mm mm mn\'l mm mm mm mm mm mm kg
160 110 178 235 218 3&4 20 326 380 26 32 24 17.6
160 110 178 235 218 3h.4 20 326 380 26 32 24 17.6
185 120 199 260 271 3?14 50 356 410 26 32 24 26.5
185 120 199 260 271 3%4 50 356 410 26 32 24 26.5
175 120 191 250 242 3L14 50 356 410 26 32 24 22.3
175 120 191 250 242 3%4 50 356 410 26 32 24 22.3
185 120 199 260 271 3L14 50 356 410 26 32 24 26.5
185 120 199 260 271 3%4 50 356 410 26 32 24 26.5
190 130 208 265 290 3%3 80 387 445 28 35 24 34.0
190 130 208 265 290 3[73 80 387 445 28 35 24 34.0
205 150 223 285 302 4&3 420 427 500 35 42 30 39.0
205 150 223 285 302 4F3 420 427 500 35 42 30 39.0
220 160 241 295 323 4L13 450 457 530 35 42 30 48.0
220 160 241 295 323 4k13 450 457 530 35 42 30 48.0
235 160 254 315 344 4%3 470 477 550 35 42 30 54.5
235 160 254 315 344 4F3 470 477 550 35 42 30 54.5
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS
FOUR-BOLT FSNT HOUSINGS FOR TAPERED BORE BEARINGS

FOUR-BOLT FSNT HOUSINGS FOR TAPERED BORE BEARINGS

The basic numbers for ordering plummer block housings Assemblies shown are furnished in cast iron. If cast
and components are listed in the table below. steel is desired, add the letter S to the alpha pre x

Each housing includes the housing cap, base and cap bolts. (€-9., FSNTS 518). If ductile iron is desired, add the
letter D to the alpha pre x (e.g., FSNTD 505).

= I
fslis
P27 A

Double-Lip Seal V-Ring Seal Labyrinth Seal Taconite Seal
Shaft . . Locating Adapter 3 ) ‘ Double-Li V-Ring Labyrinth | Taconite )
Dia. Housing Bearing Rings) Sleeveé Locknuf® | Lockwashef Seal® Seal® Seal® SeaP End Cové?
d 0.D. x Width | |
mm | |
40 FSNT 511-609 21309K SR100X9.5 H309 M9 Mbg T$N6609 VR609 LO609 TA609 EC511-609
FSNT 511-609 22309K SR100X4 H2309 M9 MPQ T%NG609 VR609 LO609 TA609 EC511-609
45 FSNT 512-620 21310K SR110X10.5 H310 KM10 MblO ﬂSNGGlO VR610 LO610 TA610 EC512-610
FSNT 512-620 22310K SR110X4 H2310 KM10 MFlO TFNG610 VR610 LO610 TA610 EC512-610
FSNT 511-609 22211K SR100X9.5 H311 KM11 Mbll TENGSll VR511 LO511 TA511 EC511-609
50 | FSNT 513-611 21311K SR120X11 H311 KM11 MBll TSNG611 VR611 LO611 TA611 EC513-611
FSNT 513-611 22311K SR120X4 H2311 KM11 MFll TFNG611 VR611 LO611 TA611 EC513-611
FSNT 512-610 22212K SR110X10 H312 KM12 MélZ TENGSlZ VR512 LO512 TA512 EC512-610
55 | FSNT 515-612 21312K SR130X12.5 H312 KM12 MB12 ﬂSNGGlZ VR612 LO612 TA612 EC515-612
FSNT 515-612 22312K SR130X5 H2312 KM12 MFlZ TFNG612 VR612 LO612 TA612 EC515-612
FSNT 513-611 22213K SR120X10 H313 KM13 M£l3 TENG513 VR513 LO513 TA513 EC513-611
60 | FSNT 516-613 21313K SR140X12.5 H313 KM13 MB13 ﬂSNGGlS‘ VR613 LO613 TA613 EC516-613
FSNT 516-613 22313K SR140X5 H2313 KM13 MFlS TFNGGlS VR613 LO613 TA613 EC516-613
FSNT 515-612 22215K SR130X12.5 H315 M15 M‘BlS ﬂSNGSlS VR515 LO515 TA515 EC515-612
65 | FSNT 518-615 21315K SR160X14 H315 KM15 MBlS TSNGGlS VR615 LO615 TA615 EC518-615
FSNT 518-615 22315K SR160X5 H2315 KM15 MFlS TFNG615 VR615 LO615 TA615 EC518-615
FSNT 516-613 22216K SR140X12.5 H316 KM16 Mb16 ﬂSNGSl6 VR516 LO516 TA516 EC516-613
70 | FSNT 519-616 21316K SR170X14.5 H316 M16 M\Blﬁ 'ITSNG616 VR616 LO616 TA616 EC519-616
FSNT 519-616 22316K SR170X5 H2316 KM16 MFlG TFNG616 VR616 LO616 TA616 EC519-616
FSNT 517 22217K SR150X12.5 H317 KM17 Mél? T%NGSl? VR517 LO517 TA517 EC517
75 | FSNT 520-617 21317K SR180X14.5 H317 KM17 MB17 ﬂSNGGl? VR617 LO617 TA617 EC520-617
FSNT 520-617 2231VK SR180X5 H2317 KM17 MPl? TFNGGl? VR617 LO617 TA617 EC520-617

(Locating rings = minimum two required for xed position, sold one piece per box.
@Adapter sleeve assembly includes one sleeve, one locknut and one lockwasher.
GLabyrinth, taconite seal, end cover, locknut, lockwasher, sold one piece per box.
“Double-lip and V-ring seals sold two pieces per box.
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mm

95
95

105
105

95
110
110

105
115
115

110
120
120

115
140
140

120
145
145

125
160
160

mm

70
70

70
70

70

80

70

80

80

90

80
100
100

90
100
100

90
110
110

A

mm

107
107

117
117

107
122
122

117
127
127

122
138
138

127
158
158

138
163
163

143
178
178

A

155
155

165
165

155
170
170

165
175
175

170
180
180

175
225
225

180
220
220

210
235
235

SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
FOUR-BOLT FSNT HOUSINGS FOR TAPERED BORE BEARING

Housing Dimensions

mm

28
28

—| N1
|
| | Dt
——@— - — — ), A
& 2>
N
4 Bolts
Reqd Housing
Mass
J; J, L N G
mﬂn mm mm mm mm mm

2]{0 35 234 255 15 20 12
2#0 35 234 255 15 20 12
ﬂo fss 234 255 15 20 12
2}0 :Fs 234 255 15 20 12
2]{0 35 234 255 15 20 12
230 40 252 275 15 20 12
2?0 $o 252 275 15 20 12
ﬂo fss 234 255 15 20 12
230 40 257 280 15 20 12
2?0 $o 257 280 15 20 12
2$o 410 252 275 15 20 12
260 50 288 315 18 24 16
2e§o %o 288 315 18 24 16
2$o 410 257 280 15 20 12
290 50 817 345 18 24 16
2Po Fo 317 345 18 24 16
2$o $o 288 315 18 24 16
290 50 817 345 18 24 16
2Po Fo 817 345 18 24 16
2$o $o 292 320 18 24 16
320 60 348 380 18 24 16
3?0 Fo 348 380 18 24 16

kg

4.5
4.5

5.3
5.3

4.5
6.6
6.6

5.3
6.9
6.9

6.6
9.7
9.7

6.9
13.1
13.1

9.7
14.0
14.0

10.4
17.6
17.6

Continued on next page.
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SNT SPHERICAL ROLLER BEARING PLUMMER BLOCKS
FOUR-BOLT FSNT HOUSINGS FOR TAPERED BORE BEARINGS

FOUR-BOLT FSNT HOUSINGS FOR TAPERED BORE BEARINGS

The basic numbers for ordering plummer block housings Assemblies shown are furnished in cast iron. If cast
and components are listed in the table below. steel is desired, add the letter S to the alpha pre x

Each housing includes the housing cap, base and cap bolts. (€-9., FSNTS 518). If ductile iron is desired, add the
letter D to the alpha pre x (e.g., FSNTD 505).

A A
A i}
<~ Qm},\“u\\wzﬁ
. - s Rag
SR ! \
— 11 d
Double-Lip Seal V-Ring Seal Labyrinth Seal Taconite Seal
Continued from previous page.
Shaft . . Locating Adapter 3 ) ‘ Double-Lip  V-Ring Labyrinth | Taconite )
Dia. Housing Bearing Rings) Sleeveé Locknuf® | Lockwashef Seal® Seal® Seal® SeaP End Cové?
d 0O.D. x Width
mm
80 FSNT 518-615 22218K SR160X12.5 HblS KM18 MblS TISNG518 VR518 LO518 TA518
FSNT 518-615 23218K SR160X6.25 H%318 M18 WBlS TSNG518 VR518 LO518 TA518
FSNT 519-616 22219K SR170X12.5 Hle M19 M‘Blg TSNG519 VR519 LO519 TA519
85 | FSNT 522-619 21319K SR200X17.5 HBl9 KM19 MB19 TISNG619 VR619 LO619 TA619
FSNT 522-619 22319K SR200X6.5 H21319 KM19 MPlQ TISNG619 VR619 LO619 TA619
FSNT 520-61f7 22220K SR180X12 H%ZO KM20 MﬁZO TSNG520 VR520 LO520 TA520
90 FSNT 520-617 23220K SR180X4.85 H2320 M20 MBZO TSNG520 VR520 LO520 TA520
FSNT 524-620 21320K SR215X19.5 HBZO KM20 MBZO TISNG620 VR620 LO620 TA620
FSNT 524-620 22320K SR215X6.5 H21320 KM20 MPZO TISNG620 VR620 LO620 TA620
100 FSNT 522-61]9 22222K SR200X13.5 HbZZ M22 M‘BZZ TSNG522 VR522 LO522 TA522
FSNT 522-619 23222K SR200X5.1 H%SZZ M22 M‘BZZ TSNG522 VR522 LO522 TA522
110 FSNT 524-620 22224K SR215X14 HEJ124 KM24 Mb24 TISNG524 VR524 LO524 TA524
FSNT 524-620 23224K SR215X5 H2F24 KM24 MF24 TSNG524 VR524 LO524 TAB24
115 FSNT 526 22226K SR230X13 H3i26 KM26 MéZG TSNG526 VR526 LO526 TA526
FSNT 526 23226K SR230X5 HZ%ZG KM26 MI#26 TSNG526 VR526 LO526 TA526
125 FSNT 528 22228K SR250X15 H3i28 KM28 MéZB TSNG528 VR528 LO528 TA528
FSNT 528 23228K SR250X5 H2:?28 KM28 MI#ZS TSNG528 VR528 LO528 TA528
135 FSNT 530 22230K SR270X16.5 H3h30 KM30 M£3O TSNG530 VR530 LO530 TA530
FSNT 530 23230K SR270X5 H2:?30 KM30 Mq30 TSNG530 VR530 LO530 TA530
140 FSNT 532 22232K SR290X17 H3i32 KM32 MéSZ TSNG532 VR532 LO532 TAB32
FSNT 532 23232K SR290X5 H2§%32 KM32 ME{32 TSNG532 VR532 LO532 TA532

(MLocating rings = minimum two required for xed position, sold one piece per box.
@Adapter sleeve assembly includes one sleeve, one locknut and one lockwasher.
GLabyrinth, taconite seal, end cover, locknut, lockwasher, sold one piece per box.
“Double-lip and V-ring seals sold two pieces per box.
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EC518-615
EC518-615

EC519-616
EC522-619
EC522-619

EC520-617
EC520-617
EC524-620
EC524-620

EC522-619
EC522-619

EC524-620
EC524-620

EC526
EC526

EC528
EC528

EC530
EC530

EC532
EC532



SNT SPHERICAL ROLLER BEARING PLUMMER BLOC
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mm

140
140

145
175
175

160
160
185
185

175
175

185
185

190
190

205
205

220
220

235
235

mm

100
100

100
120
120

110
110
120
120

120
120

120
120

130
130

150
150

160
160

160
160

A

mm

158
158

163
191
191

178
178
199
199

191
191

199
199

208
208

223
223

241
241

254
254

A

225
225

220
250
250

235
235
260
260

250
250

260
260

265
265

285
285

295
295

315
315

194
194

212
242
242

218
218
271
271

242
242

271
271

290
290

302
302

323
323

344
344

——@— ) —- ——— ) A
e, S
Housing Dimensions 4RIZO!EJS
q Housing
Mass
H H, J J; N N G
mm‘ mrr* mnﬁ mﬂn mm mm mm mm mm

1ob 3% 2bo Eo 317 345 18 24 16
10P 3F 2Po Fo 817 345 18 24 16
11& 3% 2bo Eo 317 345 18 24 16
125 45 350 70 378 410 18 24 16
12F5 4F 3Fo [70 378 410 18 24 16
11& 4b 3&0 %o 348 